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		 Numeric Display
3 Digit 7.6mm (.3") Series
Conventional Part No. Global Part No. Lighting Color
Unit: mm
Assignment Anode g1 Anode e1 Anode d1 Anode dp1 Cathode c1 Anode e2 Anode d2 Anode c2 Anode e3 Anode d3 Anode dp3 Anode c3 Anode g3 Anode b3 Common Cathode D3 Anode a3 Anode f3 Anode b2 Common Cathode D2 Anode a2 Anode f2 Cathode b1 Anode b1 Anode a1 Common Cathode D1 Anode f1 Anode c1
6 7
Anode c1 Cathode e2 Cathode d2 Cathode c2 Cathode g2 Cathode e3 Cathode d3 Cathode dp3 Cathode c3 Cathode g3 Cathode b3 Common Anode D3 Cathode a3 Cathode f3 Cathode b2 Common Anode D2 Cathode a2 Cathode f2 Anode b1 Cathode b1 Cathode a1 Common Anode D1 Cathode f1
7.6
5
Cathode c1
Terminal Connection
3.5
4.4
3 -  1.2
8 9 10 11
2827262524232221201918171615
ab g e D1 c dp d f
13 14
D2
D3
2.54 x 13.0 = 33.02
15 16 17 18 19 20 21 22 23 24 25 26 27 28
1 2 3 4 5 6 7 8 9 1011121314
5.0  0.5
12
0.5 *2.54
6.5
Anode g2
Lead wire dimension
s Absolute Maximum Ratings (Ta = 25C) Lighting Color Red Green
IFP
PD(mW) 60 60
IF(mA) 20 20
IFP(mA) 100 100
VR(V) 5 5
Topr(C) -25  +80 -25  +80
Tstg(C) -30  +85 -30  +85
duty 10% Pulse width 1 msec. The condition of IFP is duty 10%, Pulse width 1 msec
s Electro-Optical Characteristics (Ta = 25C) Conventional Lighting Part No. Color LN533RAMR Red LN533RKMR Red LN533GAMG Green LN533GKMG Green Unit - Common Anode Cathode Anode Cathode - IO IO /d.p IF Typ Min Typ 5 400 150 150 5 400 150 150 10 1200 400 400 10 1200 400 400 cd cd cd mA Typ 2.2 2.2 2.2 2.2 V VF Max 2.8 2.8 2.8 2.8 V P Typ 700 700 565 565 nm  Typ 100 100 30 30 nm IF 20 20 20 20 mA IR Max 10 10 10 10 A VR 5 5 5 5 V
IO  IF
10000 5000
L LNN53 53 3GA 3G M KM G G
IF  VF
100 25 50
IF  T a
20
Luminous Intensity
Forward Current
3000
30
Forward Current
15
1000 500 300
AMR R 33R LN5 33RKM 5 LN
10 5 3
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0
20
40
60
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80
*10.16
LN533RAMR ***** LNM233AA01 ***** Red LN533RKMR ***** LNM233KA01 ***** Red LN533GAMG **** LNM333AA01 ***** Green LN533GKMG **** LNM333KA01 ***** Green
Pin Assignment No. 1 Cathode g1 2 3 4 Cathode e1 Cathode d1 Cathode dp1
36.0 10.0 10.0 10
3.6 14.0
100
Forward Current
Forward Voltage
Ambient Temperature
311



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of LN533RAMR 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























