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		 SMD ISDN S Interface Hybrid
APC5568DS-3V
ELECTRICAL SPECIFICATIONS @ 25C
Choke Primary Inductance mH min 22 Leakage Inductance uH max 5.0 Primary DCR OHMS +/- 30% 2.2 Secondary DCR OHMS +/- 30% 2.8 Inductance per line mH nom 0.04 DCR per line OHMS 0.5
Turns Ratio +/-5% 1CT:2
NOTES:
ISOLATION PRI:SEC 1500VRMS APPROVALS PENDING FOR IEC6950:A4:1996 AND EN60950:A4:1997 DESIGNED FOR USE WITH MOTOROLA MC145575 AND COLOGNE HFC-SXX EXTERNAL RESISTORS R1 AND R1' REQUIRED FOR AMPLITUDE OPTIMIZATION. RECOMMENDED VALUE 560 OHMS
MECHANICAL
3.76 [0.15] 0.1[0.004] 5.08 [0.2] 20.32 [0.8] 5.08 [0.2] 3.76 [0.15]
18
13
38.00 [1.49]
20.00 [0.78]
16.60 [0.66]
9.8 MAX [0.19]
1.00 [0.04]
Sideelevation
Endelevation
2.54 [0.1]
0.96 [0.04] 30.48 [1.2]
12
1
Componentbodyoutline
PlanviewofsuggestedPCBpadlayout
NOTES:
NOT TO SCALE TOLERANCE+/- 0.2MM ALL DIMENSIONS IN MM [INCHES]
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Page 1
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SMD ISDN S Interface Hybrid
APC5568DS-3V
SCHEMATIC
CHIP R1 (TX2_HI) (Vdd)2 GND 1
RJ45 SOCKET
SEENOTE4P AGE1
18 17 16 R1 (TX1_HI) 4
(TX_EN)3
GND
SEENOTE4P AGE1
GND (TX2_LO)5 (TX1_LO)6
(R1)7
GND
(LEV_R1)8
15 14 Vdd GND 13
GND (LEV_R2)9
(R2)10
Vdd (ADJ_LEV)1 1
(GND)12 GND GND
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