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		 BFT33A
MECHANICAL DATA Dimensions in mm(inches)
NPN SILICON TRANSISTOR
8 .8 9 (0 .3 5 ) 9 .4 0 (0 .3 7 )
FEATURES
5 .0 8 (0 .2 0 0 ) ty p .
7 .7 5 (0 .3 0 5 ) 8 .5 1 (0 .3 3 5 )
* FAST SWITCHING * HIGH PULSE POWER
2 .5 4 (0 .1 0 0 )
6 .1 0 (0 .2 4 0 ) 6 .6 0 (0 .2 6 0 )
0 .6 6 (0 .0 2 6 ) 1 .1 4 (0 .0 4 5 ) 0 .8 9 m a x . (0 .0 3 5 ) 7 .7 5 (0 .3 0 5 ) 8 .5 1 (0 .3 3 5 ) d ia . 0 .7 1 (0 .0 2 8 ) 0 .8 6 (0 .0 3 4 )
!
1 2 .7 0 (0 .5 0 0 ) m in .
APPLICATIONS
45
* POWER SWITCHING CIRCUITS * MOTOR CONTROL
Pin 1 = Emitter
TO39 Pin 2 = Base
Pin 3 = Collector
ABSOLUTE MAXIMUM RATINGS (Tcase = 25C unless otherwise stated)
VCBO VCEO VEBO IC IB Ptot Tamb Tstg, Collector - Base Voltage Collector - Emitter Voltage Emitter - Base Voltage Collector Current Base Current Total Power Dissipation at Tcase  25C Ambient Operating Temperature Storage Temperature 100V 80V 5V 3A 2A 1W -55C to +200C -55C to +200C
Semelab plc.
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BFT33A
ELECTRICAL CHARACTERISTICS (Tamb = 25C unless otherwise stated)
Parameter
Static Value of Common
h21E
Test Conditions
VCE = 10V VCE = 10V VCE = 10V VCE = 5V f = 20MHz VCB = 80V VEB = 4V VCE = 5V IC = 150mA IC = 1A IC = 150mA IC = 1A VCB = 10V f = 1MHz IC = 10mA IB = 15mA IB = 0.1A IB = 15mA IB = 0.1A IE = 0 IE = 0 t = 150C IC = 0.15 IC = 2A IC = 1mA IC = 100mA
Min.
50 15 20 50
Typ.
Max. Unit
250 --
Emitter Forward Current Transfer Ratio
fT ICBO IEBO h21e VCE(sat)* VBE(sat)* C22b
Transistion Frequency Collector Base Cut- Off Current. Emitter-Base Cut-off Current Small Signal Common Emitter Collector - Emitter Saturation Voltage* Base - Emitter Saturation Voltage* Common - Base Output Capacitance
MHz 100 100 100 nA
mA
nA --
Forward Current Transfer Ratio f = 1KHz
25 0.3 0.6 0.95 1.3 80
V V pF
*Pulse Conditions: Pulse Length = 300ms duty cycle = 1.5%
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