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		  Datasheet File OCR Text:


		 DATA SHEET GBL400~GBL408
IN-LINE MINIATURE SINGLE PHASE SILICON BRIDGE RECTIFIER
VOLTAGE - 50 to 800 Volts CURRENT - 4.0 Amperes
FEATURES
* Plastic material has Underwriters Laboratory Flammability Classification 94V-O * Ideal for printed circuit board
.089(2.25) .072(1.85) C .098 (2.5)
Unit: inch ( mm )
GBL
.796(20.2) .779(19.8) .146(3.7) .129(3.3) .040(1.0) .023(0.6)
.441(11.2) .425(10.8)
* Reliable low cost construction utilizing molded plastic technique * Surge overload rating: 70 Amperes peak
MECHANICAL DATA
Terminals: Leads solderable per MIL-STD-202, Method 208 Mounting position: Any Weight: 0.2 ounce, 5.6 grams
.098(2.49) .082(2.09) .078(1.98) .062(1.58)
.727(18.48) .702(17.85)
.050(1.25) .040(1.04)
.208(5.28) .192(4.88)
.024(.6) .015(.4)
MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS
Rating at 25Cambient temperature unless otherwise specified. GBL400 Maximum Recurrent Peak Reverse Voltage Maximum RMS Input Voltage Maximum DC Blocking Voltage Maximum Average Forward Rectified Output Current at Rating for fusing ( tVPK 25.0 pF A
C / W C
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RATING AND CHARACTERISTIC CURVES
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INSTANTANEOUS FORWARD CURRENT, AMPERES
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AVERAGE FORWARD CURRENT AMPERES
4.0
HEAT-SINK MOUNTING,T C (7.5 7.5 0.3 cm) THK 3.0x3.0x0.11 AL PLATE
2.0
P.C.B MOUNTING T A 0.47x0.47(12x12mm) COPPER PADS 0.375(9.5mm)LEAD LENGTH 60Hz RESISTIVE OR INDUCTIVE
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Fig. 2- TYPICAL INSTANTANEOUS FORWARD CHARACTERISITCS PER ELEMENT
INSTANTANEOUS FORWARD VOLTAGE, VOLTS
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Fig. 3- TYPICAL REAK REVERSE CHARACTERISTICS
PERCENT OF PEAK REVERSE VOLTAGE
Fig. 4- MAXIMUM NON-REPETITEVE PEAK FORWARD SURGE CURRENT
400
CAPACITANCE, pF
Tj=25 C f=1.0MHz Vsig=50mVp-p
100
O
50
50~400V
10
1
5
10
50
100
REVERSE VOLTAGE, VOLTS Fig. 5- TYPICL JUNCTION CAPACITANCE PER ELEMENT
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