

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						KTC811			81348			SMA4737A			MX25L802			AR0230			TPS40			AM4835P			STBP024			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				NTE156A Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		 NTE156A Silicon General Purpose Rectifier
Features: D Low Cost D High Current Capability D Low Leakage D Low Forward Voltage D High Surge Capability Maximum Ratings and Electrical Characteristics: (Note 1) Peak Reverse Voltage, VRRM . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1000V Maximum RMS Voltage, VR(RMS) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 700V Maximum DC Blocking Voltage, VR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1000V Maximum Average Forward Rectified Current, IO . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 3A Peak Forward Surge Current (8.3ms superimposed), IFSM . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 200A Maximum Forward Voltage (IO = 3A), VF . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1.2V Maximum DC Reverse Current (VR = 1000V), IR . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5A Typical Junction Capacititance (VR = 4V), CI . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 70pF Operating Temperature Range, Topr . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -65 to +175C Storage Temperature Range, Tstg . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . -65 to +175C Note 1. Ratings at +25C ambient temperature unless otherwise specified. Single phase, half wave, 60Hz resitive or inductive load. For capacitivie load, derate current by 20%.
1.125 (28.57) Min
.375 (9.52) Max
.036 (0.91) Dia Max
.110 (2.79) Max
.210 (5.33) Dia Max
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