

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						LA4537MC			BTB11			ISL89166			F1772			MJE18206			OM3907SC			ADM208AR			D471K			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				CDH5D14SNP-1R6M Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		 Power Inductors 
Type: CDH5D14/S
 Product Description
6.0x6.0mm Max.(LxW), 1.5mm Max. Height. Inductance range: 0.7100H. Rated current range: 0.323.9A. In addition to the standard versions of inductors shown here, custom inductors are available to meet your exact requirements.
 Feature
Magnetically unshielded construction. Ideally used PDA,MP3,DSC/DVC etc as DC-DC Converter inductors. Dropping impact reinforced types. RoHS Compliance
 Dimensions (mm)
5.80.2 1.5 Max. (1.4) 2.1 1.6 2.1
5.80.2
Land Pattern (mm)
1.4 2.7
Please refer to the sales offices on our website for a representative near you
5.0
www.sumida.com
4.8
1/2
Power Inductors 
Type: CDH5D14/S
 Specification
Part Name  CDH5D14SNP-0R7M CDH5D14SNP-1R1M CDH5D14SNP-1R6M CDH5D14SNP-2R2M CDH5D14SNP-2R7M CDH5D14SNP-3R3M CDH5D14SNP-4R7M CDH5D14SNP-5R9M CDH5D14SNP-7R5M CDH5D14SNP-8R5M CDH5D14SNP-100M CDH5D14SNP-120M CDH5D14SNP-150M CDH5D14SNP-180M CDH5D14SNP-220M CDH5D14SNP-270M CDH5D14SNP-330M CDH5D14SNP-390M CDH5D14SNP-470M CDH5D14SNP-560M CDH5D14SNP-680M CDH5D14SNP-820M CDH5D14SNP-101M Stamp 0R7 1R1 1R6 2R2 2R7 3R3 4R7 5R9 7R5 8R5 100 120 150 180 220 270 330 390 470 560 680 820 101 Inductance (H) 100kHz/1V 0.7020 1.120 1.620 2.220 2.720 3.320 4.720 5.920 7.520 8.520 1020 1220 1520 1820 2220 2720 3320 3920 4720 5620 6820 8220 10020 D.C.R.() Max.(Typ.) (at 20) 21.6m(18m) 27.6m(23m) 34.8m(29m) 38.4m(32m) 50.4m (42m) 55.2m(46m) 74.4m(62m) 91.2m(76m) 120m(100m) 132m(110m) 141.6m(118m) 192m(160m) 220m(185m) 288m(240m) 330m(275m) 384m(320m) 492m(410m) 570m(475m) 762m(635m) 888m(740m) 999m(825m) 1.18(980m) 1.3(1.13) Saturation Current A1 3.90 3.20 2.65 2.30 2.10 1.90 1.60 1.45 1.30 1.20 1.10 1.00 900m 800m 720m 640m 600m 560m 480m 430m 400m 360m 320m Temperature Rise Current (A) 2 4.10 3.80 3.60 3.40 2.90 2.80 2.40 2.15 1.95 1.90 1.75 1.27 1.22 1.08 1.03 930m 780m 740m 580m 560m 540m 460m 440m
 Description of part name
CDH5D14SNP-0R7M B: Box C: Carrier Tape
1.Saturation Current: The DC current at which the inductance decreases to 70% of its nominal value. 2.Temperature rise current: The DC current at which the temperature rise is t40 (Ta20) .
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