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		  Datasheet File OCR Text:


		 500~600WParallel TypeWithPFCFunction 5 0 0 ~ 6 0 0 W P a r a l lel Type With PFC Function
 
SS C p6 6 0 0 e rsie rsi e s CP- -00 s e
       
SPECIFICATION
ORDERNO. SAFETY MODEL NO. DCVOLTAGE RATEDCURRENT CURRENTRANGE RATEDPOWER OUTPUT VOLTAGE ADJ.RANGE LINEREGULATION LOADREGULATION SETUP,RISE,HOLDTIME VOLTAGERANGE FREQUENCY RANGE POWERFACTOR INPUT EFFICIENCY (Typ.) ACCURRENT INRUSHCURRENT(max.) LEAKAGECURRENT (max.) OVERLOAD PROTECTION OVERVOLTAGE OVERTEMPERATURE WORKINGTEMP. WORKINGHUMIDITY ENVIRONMENT STORAGETEMP.,HUMIDITY TEMP.COEFFICIENT VIBRATION SAFETY STANDARDS WITHSTANDVOLTAGE SAFETY & ISOLATIONRESISTANCE EMC
(Note.5) Note.4
SCP-600-05 SCP-600-09 SCP-600-12 SCP-600-15 SCP-600-18 SCP-600-24 SCP-600-36 SCP-600-48 SCP-600-60 600S-P005 5V 100A 0~100A 500W 600S-P009 9V 66A 0~66A 594W 100mVp-p 600S-P012 12V 50A 0~50A 600W 120mVp-p 600S-P015 15V 40A 0~40A 600W 150mVp-p 600S-P018 18V 33A 0~33A 600W 180mVp-p 600S-P024 24V 25A 0~25A 600W 240mVp-p 600S-P036 36V 16A 0~16A 500W 360mVp-p 600S-P048 48V 12A 0~12A 576W 480mVp-p 1.0% 0.5% 0.5% 600S-P060 60V 10A 0~10A 600W 500mVp-p 1.0% 0.5% 0.5%
RIPPLE&NOISE(max.) Note.2 100mVp-p
5.0% Typicaladjustmentbypotentiometer20%~100%adjustmentby1~5VDCexternalcontrol VOLTAGETOLERANCE Note.3 1.5% 1.0% 1.0% 1.0% 1.0% 1.0% 1.0% 0.5% 1.0% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5% 0.5%
500ms,250ms,16msatfullload 180~260VAC260~370VDCseethederatingcurve 47~63Hz >0.98/230VAC 80% 5.0A /230VAC 60A /230VAC 3.5mA /240VAC 105~115%ratedoutputpower Protectiontype: Currentlimiting,delayshutdowno/pvoltage,re-powerontorecover 110~135% Followtooutputsetuppoint Protectiontype:Shutdowno/pvoltage,re-powerontorecover >100 /measurebyheatsink,neartransformer Protectiontype:Shutdowno/pvoltage, recoversautomaticallyaftertemperaturegoesdown -20~+65 (Refertooutputloadderatingcurve) 20~90%RHnon-condensing -20~+85 10~95%RH 0.04%/ (0~50 ) 10~200Hz,2G10min./1cycle,60min.eachalongX, Y,Zaxes UL60950, TUVEN60950 Approved I/P-O/P:3KVACI/P-FG:1.5KVACO/P-FG:0.5KVAC 82% 84% 85% 86% 89% 89% 90% 90%
I/P-O/P,I/P-FG,OP/FG:100MOhms/500VDC EMICONDUCTION&RADIATION CompliancetoEN55022(CISPR22)class A Complianceto EN61000-3-2,3 HARMONICCURRENT EMSIMMUNITY POWERGOODSIGNAL SPECIAL FUNCTION COOLING MTBF DIMENSION PACKING Complianceto EN61000-4-2,3,4,5,6,8,11,Lightindustrylevel,criteria A OpencollectorofNPNtransistor DCVoltage Adj.,remotesensing,remotecontrol,paralleloperation(refertocontrolterminalinstructionmanual) Byfan,>20%loador>50 fanon 74.9Khrsmin.MIL-HDBK-217F(25 290*120*68mm(L*W*H) 2.3kg;8pcs/20kg/CARTON )
OTHERS
NOTE
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5 0 0 ~ 6 0 0 W P a r a 500~600WParallel TypeWithPFCFunction l lel Type With PFC Function
MechanicalSpecification
SCp 00 s S C P --66 0 0 s e reireise s
Unit:mm
18.5 9.2 11
41.0
10.0
190.0
10.0
39.0
30.0
CN1
38.0
68.0
1 23
#6-32-4 M3(NUT)X3H-4
12345678
LED POS+
Vadj NEG-
15.0
120.0
9.0
251.0
30.0 14.0 M3(NUT)3H-4
AIRFLOW
AC INPUT
DC OUTPUT
POS
M6.0 NEG
26.5
TerminalPin.No. Assignment
PinNo. 1 2 3 Assignment AC/L AC/N FG
ControlterminalPin.No. Assignment(CN1):Dinkle51HDBC-O8P orequivalent
PinNo. 1 2 3 4 Assignment VS+ VSVCI VCO PinNo. 5 6 7 8 Assignment MatingWith PG PAR Dinkle51SDB-O8P orequivalent GND INH
DeratingCurve
Ta=25
100 800
80
OUTPUTPOWER(W)
700 600 550 400 450 300
LOAD(%)
60 40
20
-20
-10
10
20
30
40
50
60
70
90
110
140
17.0
89.0
BOTTOMSIDE
260
AMBIENTTEMPERATURE(
)
INPUTVOLTAGE(VAC)60Hz
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5 0 0 ~ 6 0 0 W P a r a l lel Type With PFC Function
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