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		  Datasheet File OCR Text:


		 STYN230 thru STYN830
Discrete Thyristors(SCRs)
Dimensions TO-247AD
G A K
Dim. A B C D E F G H
Millimeter Min. Max. 19.81 20.32 20.80 21.46 15.75 16.26 3.55 3.65 4.32 5.4 1.65 1.0 10.8 4.7 0.4 1.5 5.49 6.2 2.13 4.5 1.4 11.0 5.3 0.8 2.49
Inches Min. Max. 0.780 0.819 0.610 0.140 0.170 0.212 0.065 0.040 0.426 0.185 0.016 0.087 0.800 0.845 0.640 0.144 0.216 0.244 0.084 0.177 0.055 0.433 0.209 0.031 0.102
A
G K
J K L M N
Symbol
Test Conditions
Maximum Ratings
STYN230~830 / STYN1030~1630
Unit
ITRMS ITAVM
TVJ=TVJM TC=85oC; 180o sine TVJ=45oC VR=0 TVJ=TVJM VR=0 TVJ=45oC VR=0 TVJ=TVJM VR=0 t=10ms (50Hz), sine t=8.3ms (60Hz), sine t=10ms(50Hz), sine t=8.3ms(60Hz), sine t=10ms (50Hz), sine t=8.3ms (60Hz), sine t=10ms(50Hz), sine t=8.3ms(60Hz), sine repetitive, IT=40A
30 19 160 180 140 160 128 134 100 105 100
A
ITSM
A
i2t
A2s
TVJ=TVJM f=50Hz, tp=200us (di/dt)cr VD=2/3VDRM IG=0.15A diG/dt=0.15A/us (dv/dt)cr PGM PGAV VRGM TVJ TVJM Tstg Md Fc Weight Mounting torque (M3) Mounting force with clip
A/us non repetitive, IT=ITAVM 500 500 5 2.5 0.5 10 -40...+125 125 -40...+125 0.8...1.2 20...120 6 V/us W W V
o
TVJ=TVJM; VDR=2/3VDRM RGK= ; method 1 (linear voltage rise) TVJ=TVJM IT=ITAVM tp=30us tp=300us
C
Nm N g
STYN230 thru STYN830
Discrete SCRs (Thyristors)
Symbol IR, ID VT VTO rT VGT IGT VGD IGD IL IH tgd RthJC RthJH a TVJ=25 C; tp=10us; IG=0.1A; diG/dt=0.1A/us TVJ=25oC; VD=6V; RGK= TVJ=25 C; VD=1/2VDRM IG=0.1A; diG/dt=0.1A/us DC current DC current Max. acceleration, 50 Hz typ.
o o
Test Conditions TVJ=TVJM; VR=VRRM; VD=VDRM IT=20A; TVJ=25 C For power-loss calculations only (TVJ=125oC)
o o
Characteristic Values 5 1.6 0.85 27
Unit mA V V m V mA V mA mA mA us K/W K/W m/s2
VD=6V; VD=6V; TVJ=TVJM;
TVJ=25 C TVJ=-40oC TVJ=25oC TVJ=-40oC VD=2/3VDRM
1.5 2.5 25 50 0.2 3 75 50 2 1.0 0.25 50



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of STYN630 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























