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		 Fuseholder Blocks & Clips
OGN-SMD
www.schurter.com/pg02b
Fuseholder Open Design, 5 x 20 mm, SMD, var. Covers, IEC 60335-1
250 VAC * 4 W / 10 A (VDE) * 500 VAC/DC * 10 A (UL/CSA)
-MeetsthenewrequirementsofIEC60335-1Ed.4.0forappliances inunattendeduse(clause30.2.3).Thisincludestheenhancedrequirementsofglowwiretestsacc.toIEC60695-2-11to-13.Order number:0031.8263-5/0031.8273-5 -Lowprofilefuseblockwithinsulationwalls
Description
Applications References Weblinks
-Industrialelectronic -Householdappliances GeneralProductInformation PackagingDetails Approvals,RoHS,CHINA-RoHS,e-Store,Distributor-Stock-Check, Accessories,ProductChangeNotification(PCN)
Standards
-IEC60127-6 -UL4248-1/UL512 -CSAC22.2no.39
Approvals
-VDELicenseNumber:40001042 -ULFileNumber:E39328
Technical Data
Fuse-Link Mounting Terminal RatedVoltage RatedCurrent RatedPowerAcceptanceIEC 5x20mm PCB SolderSMT 250VAC(VDE),500VAC/DC(UL/CSA) 10A(VDE),10A(UL/CSA) 4W/10A@Ta23C 2.5W/10Awithtransparantcover,see deratingcurves DegreeofProtection IP00/IP20 ProtectionClass Suitableforapplianceswithprotection class1or2acc.toIEC61140 AdmissibleAmbientAirTemp. -40Cto85C ClimaticCategory 40/085/21acc.toIEC60068-1 Material:Socket seevariants Material:Terminals Tin-PlatedCopperAlloy UnitWeight(Socket/Cap) 1.7g StorageConditions 0Cto60C,max.70%r.h. ProductMarking ,Type,Voltage,PowerAcc./Current Rating,Approvals SolderingMethods Solderability ResistancetoSolderingHeat ContactResistance DielectricStrength ImpulseWithstandVoltage InsulationResistance OvervoltageCategory PollutionDegree ResistancetoVibration Reflow(seevariants) 245C/3secacc.toIEC60068-2-58, TestTd 240-260C/20-40secacc.toIPC/ JEDECJ-STD-020D 3kVbetweenL-N (50Hz;1min) >4kVbetweenL-N >10MbetweenL-N (500VDC;1min) I-IIIacc.toIEC60664-1 1-3acc.toIEC60664-1 acc.toIEC60068-2-6,testFc
Abmessungen
22.7mm
25
9.6 6 13.2
22.7
12
11 10.8
6
Solderingpads
Fuses
OGN-SMD
www.schurter.com/pg02b
AdmissiblePowerAcceptanceinWatt
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Fuseholder Blocks & Clips
AdmissiblePowerAcceptanceinWatt
Derating Curves for Fuseholders WithTransparentCover
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AmbientAirTemperatureTaC
AmbientAirTemperatureTaC
Variants
Holder l l l l l l l l l Material Thermoplastic Thermoplastic Thermoplastic Spec.Thermoplastic2 Spec.Thermoplastic2 Spec.Thermoplastic2 Spec.Thermoplastic2 Spec.Thermoplastic2 Spec.Thermoplastic2 Material: Terminals Tin-PlatedCopperAlloy Tin-PlatedCopperAlloy Tin-PlatedCopperAlloy Tin-PlatedCopperAlloy Tin-PlatedCopperAlloy Tin-PlatedCopperAlloy Gold-PlatedCopperAlloy Gold-PlatedCopperAlloy Gold-PlatedCopperAlloy Reflow Condition (acc.toJEDECJ-STD-020C),Tp=240+0/-5C,tp=20-40s (acc.toJEDECJ-STD-020C),Tp=240+0/-5C,tp=20-40s (acc.toJEDECJ-STD-020C),Tp=240+0/-5C,tp=20-40s acc.toJEDECJ-STD-020C,Tp=260+0/-5C,tp=20-40s acc.toJEDECJ-STD-020C,Tp=260+0/-5C,tp=20-40s acc.toJEDECJ-STD-020C,Tp=260+0/-5C,tp=20-40s acc.toJEDECJ-STD-020C,Tp=260+0/-5C,tp=20-40s acc.toJEDECJ-STD-020C,Tp=260+0/-5C,tp=20-40s acc.toJEDECJ-STD-020C,Tp=260+0/-5C,tp=20-40s Packaging Bulk128x91x60mm(100pcs.) BlisterTape38cmReel(400pcs.) BlisterTray266x173mm(500pcs.) Bulk128x91x60mm(100pcs.) BlisterTape38cmReel(400pcs.) BlisterTray266x173mm(500pcs.) Bulk128x91x60mm(100pcs.) BlisterTape38cmReel(400pcs.) BlisterTray266x173mm(500pcs.) Order Number 0031.8221 0031.8225 0031.8222 0031.8263 0031.8265 0031.8264 0031.8273 0031.8275 0031.8274
Spec.thermoplasticmeetthenewrequirementsofIEC60335-1Ed.4.0forappliancesinunattendeduse(clause30.2.3).Thisincludestheenhancedrequirementsofglowwire testsacc.toIEC60695-2-11to-13. 0031.8273,0031.8274and0031.8275withgold-platedclipsaremoreheatresistantthan0031.8263,0031.8264and0031.8265withtin-platedclips. Ifreflowsolderingproblemswithstandardthermoplasticoccur,itisrecommendedtestingspec.thermoplastic2versionswithtin-platedandgold-platedclips.Iftin-platedversionmeetstherequirementthenthiswouldbetherightchoicebecauseofprice.
Packaging Unit Accessories
seevariants
Description
CoversOGN,OGN-SMD CoverforHolderOGN,OGN-SMD  TransparentCover Reflow-Cover Cover,black,meetsIEC60335-1Ed.4.0 Reflow-CoverwithClamp
0853.0551 0853.0571 0853.0575 0853.0576
CarriageOGN,OGN-SMD FuseCarriagewithHandleforOGN,OGN-SMD  black white blue brown
0853.1201 0853.1202 0853.1203 0853.1204
2
Fuses
Fuseholder Blocks & Clips
OGN-SMD
www.schurter.com/pg02b
FTT 5x20 Fuse No Cover FST 5x20 Fuse With Reflow-Cover 0853.0571 0031.8304 FST 5x20 Fuse No Cover FSF 5x20 Fuse With Reflow-Cover 0853.0571 FSF 5x20 Fuse No Cover
Order Numbers for Pre-Assembled OGN-SMD, Blister Tape Packaging with 400 pieces per reel Rated current In FTT 5x20 Fuse With Reflow-Cover 0853.0571
50 mA 63 mA 80 mA 100 mA 125 mA 160 mA 200 mA 250 mA 315 mA 400 mA 500 mA 630 mA 800 mA 1A 1,25 A 1,6 A 2A 2,5 A 3,15 A 4A 5A 6,3 A 8A 10 A 0031.8501 0031.8502 0031.8503 0031.8504 0031.8505 0031.8506 0031.8507 0031.8508 0031.8509 0031.8510 0031.8511 0031.8512 0031.8513 0031.8514 0031.8515 0031.8516 0031.8517 0031.8518 0031.8519 0031.8551 0031.8552 0031.8553 0031.8554 0031.8555 0031.8556 0031.8557 0031.8558 0031.8559 0031.8560 0031.8561 0031.8562 0031.8563 0031.8564 0031.8565 0031.8566 0031.8567 0031.8568 0031.8569
0031.8354 0031.8355 0031.8356 0031.8357 0031.8358 0031.8359 0031.8360 0031.8361 0031.8362 0031.8363 0031.8364 0031.8365 0031.8366 0031.8367 0031.8368 0031.8369 0031.8370 0031.8371 0031.8372 0031.8373 0031.8374 0031.8375 0031.8376 0031.8377 0031.8413 0031.8414 0031.8415 0031.8416 0031.8417 0031.8418 0031.8419 0031.8420 0031.8421 0031.8422 0031.8423 0031.8424 0031.8425 0031.8426 0031.8463 0031.8464 0031.8465 0031.8466 0031.8467 0031.8468 0031.8469 0031.8470 0031.8471 0031.8472 0031.8473 0031.8474 0031.8475 0031.8476
0031.8305 0031.8306 0031.8307 0031.8308 0031.8309 0031.8310 0031.8311 0031.8312 0031.8313 0031.8314 0031.8315 0031.8316 0031.8317 0031.8318 0031.8319 0031.8320 0031.8321 0031.8322 0031.8323 0031.8324 0031.8325 0031.8326 0031.8327
Thespecifications,descriptionsandillustrationsindicatedinthisdocumentarebasedon Fuses currentinformation.Allcontentissubjecttomodificationsandamendments.
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