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		 -Phase Line Filters www.schurter.com/pg06_ DC-Filter, single pole
FMEB
Description
-Chassis:  Screw-onmounting,fromtop -Line-filterinstandardversion,1-stage,standardattenuation -Effectiveagainstsymmetricalandasymmetricalinterferencesinthe frequencyrangefrom100kHzupto30MHz
Characteristics
-OptimizedforDCsuppliedapplications -QualifiedforuseinequipmentaccordingIEC/EN60950
Other versions on request
-Otherterminalcombinations -Versionwithwireconnection
Approvals
-VDELicenseNumber:40021953 -ULLicenseNumber:E72928
References Weblinks
GeneralProductInformation Approvals,RoHS,CHINA-RoHS,MatingConnectors,e-Store, Distributor-Stock-Check,Accessories
Technical Data
RatingsIEC RatingsUL/CSA DielectricStrength 5-30A@Ta40C/43/80VDC 5-30A@Ta40C/43/80VDC >1.7kVDCbetweenVss-GND >2.7kVDCbetweenVss/GND-PE Testvoltage(2sec) -25Cto100C 25/100/21acc.toIEC60068-1 Suitableforapplianceswithprotection class1acc.toIEC61140 Quickconnectterminals6.3x0.8mm orscrewterminals Alu.anodised,UL94V-0 LineFilter IndustrialVersion,IEC60939,IEC 60601-1,UL1283,UL544,EN133 200,CSAC22.2no.8 Technicaldetails >200'000hacc.toMIL-HB-217F
MTBF
AllowableOperationTemp. ClimaticCategory ProtectionClass Terminal Material:Housing
Dimensions Case 85-2
89 max. 32 max. (3.5) 5.3 0.2
6.3x0.8 60 0.8 1)
4 mm2 3) (27)
6.3 0.2
51 max.
(20)
(12)
(27)
2)
71 max.
66 max.
(12)
1) Line2) Load3) I/O connections torque 0.6...0.8 Nm
EMC Products
FMEB
www.schurter.com/pg06_ Case 86-2
89 max. 43 max. 6.3x0.8 (7) 66 max.
-Phase Line Filters
51 max.
4 mm2 3) 71 max. 60 0.8 (27) (27) 1) 2)
(12)
6.3 0.2
(18)
5.3 0.2
(12)
1) Line2) Load3) I/O connections torque 0.6...0.8 Nm
Case 86-6
88 max. 43 max. 66 max.
51 max.
71 max.
4 mm2 3) 60 0.8 (27) 1) 2)
(27)
(12)
6.3 0.2
5.3 0.2
(12)
1) Line2) Load3) I/O connections torque 0.6...0.8 Nm
Terminal options
6.3x0.8
4 mm2 L
3)
1)
2)
1) Quick connect terminals 6.3x0.8 (only up to 24A)2) Screw clamp 4mm3) Flexible wires
Diagrams
Vss
L Cy Cx R Cy
Vss' PE
1)
GND
2)
GND'
1) Line 2) Load
EMC Products
-Phase Line Filters www.schurter.com/pg06_
FMEB
----differentialmode_____commonmode
Attenuation Loss 5A
Standardversion
10 A
15 A
20 A
24 A
30 A
Variants
Rated Current [A] 5 10 15 20 24 30 L [mH] 2 x 0.75 2 x 0.2 2 x 0.1 2 x 0.07 2 x 0.14 2 x 0.08 Cx (X) [nF] 100 100 100 100 100 100 Cy (Y) [nF] 100 100 100 100 100 100 R [M] 1 1 1 1 1 1 Weight [g] 175 175 175 175 255 265 Housing 85-2 85-2 85-2 85-2 86-2 86-6 Packaging unit 10 10 10 10 10 10 Order Number 5500.2223 5500.2224 5500.2225 5500.2226 5500.2227 5500.2228
Thespecifications,descriptionsandillustrationsindicatedinthisdocumentarebasedon EMC Products currentinformation.Allcontentissubjecttomodificationsandamendments.
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