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AC-DC Power Module
AFC-E1 SERIES KEY FEATURES
Switching Power Module for PCB Mountable Fully Encapsulated Plastic Case Universal Input Range 90-264VAC, 47-440 Hz Regulated Output and Low Ripple and Low Noise Isolation Class II Small Size: 2.06 x 1.07 x 0.93 Inches Screw Terminal For Optional CE, CB, UL Approval 2-Years Product Warranty
10
Watts
ELECTRICAL SPECIFICATIONS
Model No. Max Output Wattage (W) Voltage Frequency (Hz) Input Current (Full load) Inrush Current (330,000 h @ 25C (MIL-HDBK-217F) 2.06 x 1.07 x 0.93 Inches 54 g Free air convection 10-55 Hz 0.5 mm width/ 1 minute cycle 20 G (3 directions each 3 times.) UL/cUL, CE, CB EN 55022 class B EN 55024
All specifications valid at nominal input voltage, full load and +25C after warm-up time unless otherwise stated.
AFC-5S-E1 10W
AFC-12S-E1 10W
AFC-15S-E1 10W
AFC-24S-E1 10W
5V 2000
12V 833
15V 667
24V 417
72%
76%
75%
72%
( 52.4 x 27.2 x 23.5 mm ) Tolerance 0.5 mm
Plastic resin with Fiberglass (flammability to UL 94V-0)
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AC-DC Power Module
AFC-E1 SERIES MECHANICAL DIMENSION ( Top View )
10
Watts
PIN# 1 2 3 4
SINGLE AC IN (N) AC IN (L) +DC OUT -DC OUT
Maximum Torque
.
(
.
.
)
DERATING
BLOCK DIAGRAM
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AC-DC Power Module
AFC-E1 SERIES SCREW TERMINAL
AFC- E1-A2
10
Watts
PIN# 1 2 3 4. 5 6 7 8
Single NO CONNECT AC IN (N) AC IN (L) NO CONNECT +DC OUT -DC OUT NO CONNECT NO CONNECT
AFC- E1-A3
PIN# 1 2 3 4. 5 6
Single AC IN NO CONNECT +DC OUT -DC OUT NO CONNECT NO CONNECT
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AC-DC Power Module
AFC-E1 SERIES
AFC E1-A4
10
Watts
PIN# 1 2 3 4. 5 6
Single AC IN NO CONNECT +DC OUT -DC OUT NO CONNECT NO CONNECT
AFC E1-A5
PIN# 1 2 3 4. 5 6 7 8
Single NO CONNECT AC IN (N) AC IN (L) NO CONNECT +DC OUT -DC OUT NO CONNECT NO CONNECT
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AC-DC Power Module
AFC-E1 SERIES
AFC E1-A6
10
Watts
PIN# 1 2 3 4. 5 6
Single AC IN NO CONNECT +DC OUT -DC OUT NO CONNECT NO CONNECT
AFC E1-A7
PIN# 1 2 3 4. 5 6
Single AC IN NO CONNECT +DC OUT -DC OUT NO CONNECT NO CONNECT
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