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		 CAPACITORS
 Forgeneralpurpose  WideCVvaluerange
ALUMINIUM ELECTROLYTIC STANDARD RADIAL CEBM
SECTION 1
 Life2000hoursat+85C  Safetyventconstructionproducts
RANGE
 V F  0.1   0.22  0.33  0.47   1.0   2.2   3.3   4.7   10   22   33   47   100   220   330   470   1000  2200  3300  4700  6800  10000  15000 6.3 oxl/mm               6.3x11 8x11.5 10x12.5 12.5x20 12.5x20 16x25 16x25 16x31.5 18x35.5 10 oxl/mm             5x11 6.3x11 8x11.5 8x11.5 10x16 12.5x20 12.5x25 16x25 16x31.5 18x35.5 18x35.5 16 oxl/mm             6.3x11 8x11.5 8x11.5 10x12.5 10x20 12.5x25 16x25 16x31.5 18x32 18x35.5 25 oxl/mm            5x11 6.3x11 8x11.5 10x12.5 10x16 12.5x20 16x25 16x31.5 18x35.5 18x35.5 35 oxl/mm           5x11 6.3x11 8x11.5 10x12.5 10x16 10x20 12.5x25 16x31.5 18x35.5 18x35.5 50 oxl/mm          5x11 6.3x11 6.3x11 8x11.5 10x16 10x20 12.5x20 16x25 16x34.5 18x35.5 63 oxl/mm         5x11 6.3x11 6.3x11 8x11.5 10x12.5 10x20 12.5x20 12.5x25 16x31.5 22x40 100 oxl/mm    5x11 5x11 5x11 5x11 5x11 6.3x11 8x11.5 10x12.5 10x16 12.5x20 16x25 16x25 16x31.5 18x40 160 oxl/mm    6.3x11 6.3x11 6.3x11 8x11.5 8x11.5 10x12.5 10x20 12.5x20 12.5x25 16x25 18x35.5 200 oxl/mm    6.3x11 6.3x11 6.3x11 8x11.5 10x12.5 10x16 10x20 12.5x25 12.5x25 16x31.5 22x35.5 250 oxl/mm  5x11 5x11 6.3x11 6.3x11 8x11 8x11 10x16 10x16 10x20 12.5x25 12.5x25 16x31.5 400 oxl/mm 6.3x11 6.3x11 6.3x11 6.6.3x11 8x11.5 8x11.5 10x16 10x20 12.5x20 16x25 16x31.5 18x35.5 450 oxl/mm 6.3x11 6.3x11 6.3x11 6.3x11 8x11 10x16 10x20 12.5x20 12.5x25 16x31.5 18x35.5 18x40
Sizesmayreduceastechnologycontinuallyimproves.
ORDERING INFORMATION CEBM
Range
100
Capacitance F
16
Voltage V
TA
Options: TA=Tape/Ammo-box Blank=Loose CRxx=CroppedtoxxMM
TA=5mmpitch,e.g.TA2mm=2mmpitch
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CAPACITORS
ALUMINIUM ELECTROLYTIC STANDARD RADIAL CEBM
SPECIFICATION
                                              Item OperatingTemperatureRange RatedWorkingVoltageRange NominalCapacitanceRange CapacitanceTolerance LeakageCurrent   tan     RippleCurrent    LowTemperatureCharacteristics        Impedance       HighTemperatureLoading        ShelfLife      Performance Characteristics    -40to+85C   -25to+85C 6.3to100VDC   160to450VDC 0.47to15000F   0.47to220F 20%(120Hz,+20C) l0.01CVor3[A]after2minutes  l0.06CV[A]after2minutes whicheverisgreatermeasuredwith  applicationofratedworkingvoltageat+20C ratedworkingvoltageappliedat+20C Workingvoltage[V] 6.3  10 16 25 35 50 63 100 tan(max.) 0.22  0.19 0.16 0.14 0.12 0.10 0.09 0.08 Workingvoltage[V] 160  200 250  400 450 tan(max.) 0.16  0.18 0.18  0.20 0.20 (120Hz,+20C) orcapacitancevalue>1000F,add0.02perextra1000F F Refertostandardproductstable(120Hz,+85C) Correctionfactorforfrequency Frequency[Hz]   50/60 120 1K 10K Correctionfactor(Multiplier)  0.7 1  1.3 1.7 Impedanceratiomax.at120Hz Workingvoltage[V] 6.3  10 16 25 35 50 63 100 -25C/+20C 4  3 2  2 2 2 2 2 -40C/+20C 8  6 4  4 3 3 3 3 Workingvoltage[V] 160  200 250  400 450 -25C/+20C 2  2 3   15 15 Forcapacitancevalue>1000F,   Add0.5perextra1000Ffor25C/+25C.    Add1.0perextra1000Ffor40C/+20C. M  aximumC-Z(ratedcap-[F]xImpedance[])valueat10KHz Workingvoltage[V] 6.3  10 16 25 35 50 63 100 C-Zmax.at+20C 220  160 125 90 80 60 55 50 C-Zmax.at-25C 3000  1900 1300 800 650 560 500 450 Workingvoltage[V] 160  200 250  450 C-Zmax.at+20C 100  140 150  270 C-Zmax.at-25C 2400  2500 3100  12000 Testconditions Duration  2000hours Ambienttemperature  +85C Appliedvoltage  RatedDCworkingvoltage Posttestrequirementsat+20C Leakagecurrent  Initialspecifiedvalue Capacitancechange  20%ofinitialmeasuredvalue tan  150%ofinitialspecifiedvalue Testconditions Duration  500hours Ambienttemperature  +85C Appliedvoltage  (None) Posttestrequirementsat+20C. Samelimitsforhightemperatureloading.
SECTION 1
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CAPACITORS
ALUMINIUM ELECTROLYTIC STANDARD RADIAL CEBM
PERMISSIBlE RIPPlE CuRRENT mA (rms) 85C/120Hz
SECTION 1
 Volts F  0.47  1.0  2.2  3.3  4.7  10   22   33   47   100  220  330  470  1000  2200  3300  4700  6800  10000  15000 6.3          100 170 210 300 530 990 1150 1700 1900 2250 2680 10        65 75 110 190 330 330 620 1050 1350 1800 2150 2500 2950 16       55 70 80 140 240 300 420 740 1200 1200 2100 2500 2600 25       60 70 90 150 260 380 500 950 1500 1900 2360 2500 35     30 45 60 80 110 190 330 450 510 1050 1750 2220 2400 50 63 100 160 10 15 20 35 40 65 130 180 220 300 640 200 12 17 20 35 45 70 130 190 180 400 660 250 14 15 25 30 40 70 130 160 210 310 400 14 19 28 32 41 70 120 140 225 450 14 19 29 35 50 75 110 170 230
5 5 10 10 10 15 20 29 25 25 30 30 30 35 35 45 50 70 70 115 110 110 100 160 120 150 210 200 260 380  460 600 540 650 860 740 850 1100 1350 1550 1350 1850 2300 2170
OuTlINE DRAwING
L+1 15 min 5 min P Vinyl Sleeve do Do  0.5
Do  P  do 5  6.3 2.0  2.5  0.5  8 3.5  10 5.0 0.6 13 5.0  16 7.5  18 7.5 0.8 22 10.0
Forsmallercasesizeoptionsrefertosalesofficeand discussCEBR. Dimensionsinmm
+0.5
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