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		 FTR-LY SERIES
POWER RELAY 1 POLE - 6A (MEDIUM LOAD CONTROL)
SLIM TYPE FTR-LY Series
n FEATURES
l l l l
RoHS compliant
   
l
l l l
l
Slim(5.0mm(h)x5.0mm(w)x28.0mm(l) formCavailable Mountingspace:40mm2,weight:5.0g Highinsulationinsmallpackage -InsulationDistance(Betweencoilandcontacts):8mm (crepage/clearance) -Dielectricstrength:4,000VAC -Surgestrength:6,000V UL,CSA,VDE,SEMKO,FIMKO,DEMKO,NEMKO compliance Containsnoleadandfeaturescadmium-freecontacts Sockettypeavailable RoHSCompliant Pleaseseepage9formoreinformation Plasticsealed
n ORDERING INFORMATION
 [Example]
 (a)  (b)   (c)  (d)    (e)     (f) 
FTR-LY A A 005 Y (a) (b) (c) (d) (e)
SK (f)
SeriesName ContactArrangement  CoilType NominalVoltage   ContactMaterial   SocketType 
FTR-LY:FTR-LYSeries A C A 005 02  E Y V Nil SK :formA :formC P:formA(RightAngleType) R:formC(RightAngleType) 
:Standard(70mW) :5VDC,006:6VDC, (refertoCOILDATAchart)  :2VDC,024:24VDC, 048:48VDC     :AgNi :AgSnO2 :AgSnO2+Au(0.3m)    :PCBmountingtype :Socketmountingtype(contactarrangementAandConly)
Actualmarkingdoesnotcarrythetypename:"FTR"and"SK" E.g.:Orderingcode:FTR-LYAA02Y  Actualmarking:LYAA02Y
FTR-LY SERIES
n PART NUMBERS
Ordering P/N FTR-LY(A,P)A005Y FTR-LY(A,P)A006Y FTR-LY(A,P)A009Y FTR-LY(A,P)A02Y FTR-LY(A,P)A08Y FTR-LY(A,P)A024Y FTR-LY(A,P)A048Y FTR-LY(A,P)A060Y FTR-LY(C,R)A005Y FTR-LY(C,R)A006Y FTR-LY(C,R)A009Y FTR-LY(C,R)A02Y FTR-LY(C,R)A08Y FTR-LY(C,R)A024Y FTR-LY(C,R)A048Y FTR-LY(C,R)A060Y FTR-LY(A,P)A005V FTR-LY(A,P)A006V FTR-LY(A,P)A009V FTR-LY(A,P)A02V FTR-LY(A,P)A08V FTR-LY(A,P)A024V FTR-LY(A,P)A048V FTR-LY(A,P)A060V FTR-LY(C,R)A005V FTR-LY(C,R)A006V FTR-LY(C,R)A009V FTR-LY(C,R)A02V FTR-LY(C,R)A08V FTR-LY(C,R)A024V FTR-LY(C,R)A048V FTR-LY(C,R)A060V FTR-LY(A,P)A005E FTR-LY(A,P)A006E FTR-LY(A,P)A009E FTR-LY(A,P)A02E FTR-LY(A,P)A08E FTR-LY(A,P)A024E FTR-LY(A,P)A048E FTR-LY(A,P)A060E FTR-LY(C,R)A005E FTR-LY(C,R)A006E FTR-LY(C,R)A009E FTR-LY(C,R)A02E FTR-LY(C,R)A08E FTR-LY(C,R)A024E FTR-LY(C,R)A048E FTR-LY(C,R)A060E 27mW 75mW formC 70mW 27mW 75mW formA 70mW 27mW 75mW formC 70mW FTR-LY 27mW 75mW formA 70mW 27mW 75mW formC 70mW 27mW 75mW formA 70mW Series Contact Coil Power Coil Voltage 5 6 9 2 8 24 48 60 5 6 9 2 8 24 48 60 5 6 9 2 8 24 48 60 5 6 9 2 8 24 48 60 5 6 9 2 8 24 48 60 5 6 9 2 8 24 48 60
2
Contact
Y:AgSnO2
V:AgSnO2+Au
E:AgNi
FTR-LY SERIES
n COIL DATA CHART
Coil Voltage 5 6 9 2 8 24 48 60 Nominal Voltage 5VDC 6VDC 9VDC 2VDC 8VDC 24VDC 48VDC 60VDC Max.Coil Voltage* .5VDC 3.8VDC 20.7VDC 27.6VDC 4.4VDC 55.2VDC 0.4VDC 38.0VDC Coil MustOperate Resistance( Voltage*2 0%) 147  211  476  847  1,910  3,390  10,600  20,570  3.3VDC 4.0VDC 5.9VDC 7.9VDC .9VDC 5.9VDC 3.7VDC 39.6VDC Must Release Voltage 0.25VDC 0.3VDC 0.45VDC 0.6VDC 0.9VDC .2VDC 2.4VDC 3.0VDC Nominal Power 70mW 70mW 70mW 70mW 70mW 70mW 27mW 75mW
Note:Allvaluesinthetablearemeasuredat20C. *:Nocontactcurrentat20C *2: Specified values are subject to pulse wave voltage
n SPECIFICATIONS
Item Contact Arrangement Material Resistance(initial) Rating MaximumCarryingCurrent MaximumSwitchingPower MaximumSwitchingVoltage MinimumSwitchingLoad* Coil OperatingTemperature NominalPower MustOperatePower
FTR-LY(C,R)A(),(Y,E,V) formC
FTR-LY(A,P)A(),(Y,E,V) formA
Y:AgSnO2,E:AgNi,V:AgSnO2+Au0.3m Y, E: Maximum 100 m at 6 VDC, 1 A V: Maximum 30 m at 6 VDC, 1A 6A,250VAC/24VDC 6A ,500VA/44W 250VAC Y,E:00mA5VDC V:0mA5VDC -40Cto+85C(nofrost) 70to27mW 74to76mW
TimeValue OperateTime(withoutdiode) Maximum8ms(atnominalvoltage,nobounce) ReleaseTime(withoutdiode) Maximum4ms(atnominalvoltage,nobounce) Life Mechanical Electrical Other Vibration Resistance ShockResistance Weight Misoperation Endurance Misoperation Endurance 0x06operationsminimum 50x03operationsmin.(N.O.) 30x03operationsmin.(N.C.)at6A,250VAC/30VDCresistive 0to55Hz,atdoubleamplitudeof,0mm 0-55Hz,atdoubleamplitudeof.5mm Min.50m/s2(ms)
2
Min.00m/s2(ms)
Min.,000m/s (6ms) Approximately5g
* Minimum switching loads mentioned above are reference values. Please perform the confirmation test with the actual loadbeforeproductionsincereferencevaluesmayvaryaccordingtoswitchingfrequencies,environmentalconditions andexpectedreliabilitylevels.
3
FTR-LY SERIES
n INSULATION
Item Resistance(at500VDC) Dielectric Strength opencontacts coilandcontacts FTR-LY Minimum 1,000 M 1 min. ,000VAC(50/60Hz)min.0mAdetectioncurrent 4,000VAC(50/60Hz)min.0mAdetectioncurrent 6,000V(.2x50sstandardwave) 8mm/8mm 250V 3 IIIa C/250V
SurgeVoltage(coilandcontact) Clearance/Creepage (DINEN680-VDE0435) Voltage Pollution Isolationmaterialgroup Isolationcategory/Referencevoltage (VDE006)
n SAFETY STANDARDS
Type UL Compliance UL508 E6364 CSA VDE 4000659 C22.2No.4 LR40304 EN680-(VDE0435-Port20)2004-07 EN6984(VDE0627) EN60730-(VDE063-Port) EN60335-(VDE0700-Port) EN6058-:992+A EN6095:993+A+A Contactrating Flammability:UL94-V0(plastics) 5A,277VAC(resistive) 5A,30VDC(resistive) /0HP,277VAC/25VAC Pilotduty:D300,C300,R300 250VAC;6A 30VDC;6A 250VAC;6(,5) 250VAC;3(,5) 250V,6(3)A
SEMKO
4
FTR-LY SERIES
n REFERENCE DATA
CoilTemperatureRise NominalVoltageMultiplyingFactor
50 2.5
OperatingRange
00
MaximumSwitchingPower
FTR-LY
ACresistive
TemperatureRise(deg.)
FTR-LY
40
FTR-LY
50
ContactCurrent(A)
00
2
0A
20 0 5 2  0.5 0.2
30
6A 0A
.5
6A
20
Mus
oltage(H toperatev
otCoil)
0
0.5
tevoltage Mustopera l) (CoolCoi
0 90
0
00
0
20
30
40
0
20
40
60
80
0.
CoilPower(mW)
000 500 300 200 00 50 30 20 0 5 3 2  0. 0.2 0.5  2 3 6 0
AmbientTemperature(C) LifeCurves
30VDC =0 30VDC =7 30VDC =15 00 90 80
0
20
ContactCurrent(V)
50
00
200
500 000
LifeCurves
000 250VAC cos=1 250VAC cos=0.7 250VAC cos=0.4 500 300 200 00 50 30 20 0 5 3 2  0. 0.2
DistributionofOperate&ReleaseVoltage
FTR-LYCA02Y n=100
Operation(x04)
Operation(x04)
Distribution(%)
70 60 50 40 30 20 0 0
Operate Release
ContactCurrent(A)
DistributionofContactResistance
FTR-LYCA02Y n=100
ContactCurrent(A)
0.5
2
3
6
0
0
NominalMultiplyingFactor(%)
0 20 30 40 50 60 70 80 90 00
00 90 80
00 90 80
DistributionofOperate&ReleaseTime
FTR-LYCA02Y n=100
Distribution(%)
Distribution(%)
70 60 50 40 30 20 0 0
Make Break
70 60 50 40 30 20 0
Operate Release
0  2 3 4 5 6 7 8 9 0  2 3 4 5
0
Contact Resistance (m)
0
2
3
Time(ms)
4
5
6
7
8
9
0
5
FTR-LY SERIES
n DIMENSIONS
Thruholetype
0.5
0.5 (0.7) 3.78 16.38 28 max. 0.5
1 1 5.04 5.04
1 Pre-soldering (1.2) 5 max.
DrillingPlan(BOTTOMVIEW)
(*1)
WiringDiagram(BOTTOMVIEW)
(4.9)
2-O10.1 (0.7) 3.780.1
(*1)
3-O1.30.1
3.5
5.040.1 5.040.1
16.380.1 (27.8)
(1.2)
15 max.
*1: This terminal is not applicable for 1 form A type
Unit:mm
6
FTR-LY SERIES
n DIMENSIONS
RightAngletype
DrillingPlan(BOTTOMVIEW)
5.5 0.2 5
+0
2
3 (*)
4
5
(*) 3
0.5 (0.7)
0.5 3.78
3-  6.38 28 +0
Pre-soldering 5.04 5.04
WiringDiagram(BOTTOMVIEW)
3.78 (0.7) (28) 6.38 3-O.3 5.04 5.04
2-O0.
5.3
(4.5)
*:ThisterminalisnotapplicableforformAtype
Unit:mm
7
FTR-LY SERIES
n DIMENSIONS
Sockettype
2-R0.8
F&T LYCA024V
24V DC
2
15 max.
1.2
0.4
Coil Voltage (example)
Type Name (example)
2-R0.3
3
2-R0.7
0320
60
u
0.5
0.5 (0.7) 0.5 Date Code (example)
1 1 Country Name
1
Schematics(BOTTOMVIEW)
PCBoardMountingHoleLayout(BOTTOMVIEW)
2O10.1 3O1.30.1
3.5
(0.7) 3.70.1 16.380.1 (27.8) (30.6)
5.040.1 5.040.1
(1.2)
(4.9)
0.7
6.3 max.
Unit:mm
Notes:.Socketorderingcode 2.StandardICsocketisnotrecommended.PleaseuseJM-6N
8
FTR-LY SERIES
1. General Information
l
RoHS Compliance and Lead Free Relay Information
Relays produced after the specific date code that is indicated on each data sheet are RoHS-compliant now.PleaserefertoRoHS-compliantStatusInfo. (http://www.fujitsu.com/us/downloads/MICRO/fcai/relays/lead-free-letter.pdf) l LeadfreesolderpastecurrentlyusedinrelaysisSn-3.0Ag-0.5Cu. l RelaysthatareRoHScompliantdonotcontainthe5hazardousmaterialsthat  arerestrictedbyRoHSdirective(lead,mercury,chromiumIV,PBB,PBDEandDecaBDE). l It has been verified that using lead-free relays in leaded assembly process will not cause any  problems(compatible). l "LF"ismarkedoneachouterandinnercarton.(Nomarkingonindividualrelays). Note:CadmiumwasexemptedfromRoHSonOctober2,2005.(AmendmenttoDirective2002/95/EC) 
2. Recommended Lead Free Solder Profile
l
RecommendedsolderpasteSn-3.0Ag-0.5Cu.
Solder condtion Flow Solder condition:
Pre-heating: Soldering:
maximum 120C dipwithin5sec.at 260C solder bath
Solder by Soldering Iron:
SolderingIron Temperature: maximum 360C Duration: maximum3sec.
We highly recommend that you confirm your actual solder conditions
3. Moisture Sensitivity
l
MoistureSensitivityLevelstandardisnotapplicabletoelectromechanicalrealys. DippedSnAgCusolderisknownaslowrisktinwhisker.Noconsiderablelengthwhiskerwasfoundbyourin housetest.
4. Tin Whisker
l
9
FTR-LY SERIES
Fujitsu Components International Headquarter Offices
Japan Fujitsu Component Limited Gotanda-ChuoBuilding 3-5,Higashigotanda2-chome,Shinagawa-ku Tokyo4,Japan Tel:(8-3)5449-700 Fax:(8-3)5449-2626 Email: promothq@ft.ed.fujitsu.com Web: www.fcl.fujitsu.com North and South America Fujitsu Components America, Inc. 250E.CaribbeanDrive Sunnyvale,CA94089U.S.A. Tel:(-408)745-4900 Fax:(-408)745-4970 Email: components@us.fujitsu.com Web: http://www.fujitsu.com/us/services/edevices/components/ Europe Fujitsu Components Europe B.V. Diamantlaan25 232WVHoofddorp Netherlands Tel:(3-23)556090 Fax:(3-23)5560950 Email: info@fceu.fujitsu.com Web: emea.fujitsu.com/components/ Asia Pacific Fujitsu Components Asia Ltd. 102E Pasir Panjang Road #0-0CitilinkWarehouseComplex Singapore8529 Tel:(65)6375-8560 Fax:(65)6273-302 Email: fcal@fcal.fujitsu.com Web: http://www.fujitsu.com/sg/services/micro/components/
(c)2009 Fujitsu Components America, Inc. All rights reserved. All trademarks or registered trademarks are the property of their respective owners. Fujitsu Components America or its affiliates do not warrant that the content of datasheet is error free. In a continuing effort to improve our products Fujitsu Components America, Inc. or its affiliates reserve the right to change specifications/datasheets without prior notice. Rev.February2,2009.
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