

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						TDE1737			87759			LC758			SSF13N50			SRS16100			2SA606			STD2NC60			CS8164			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				STA406A06 Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		 STA406A
Absolute maximum ratings
Symbol VCBO VCEO VEBO IC IB PT Tj Tstg Ratings 6010 6010 6 6 1 4 (Ta=25C) 20 (Tc=25C) 150 -40 to +150
NPN Darlington With built-in avalanche diode
(Ta=25C)
External dimensions D
***
STA (10-pin)
Electrical characteristics
Symbol ICBO IEBO VCEO hFE VCE(sat) VBE(sat) 50 2000 60 Specification min typ max 10 10 70 15000 1.5 2.0 200 V V mJ Unit
(Ta=25C)
Unit V V V A A W C C
Conditions VCB=50V VEB=6V IC=50mA VCE=2V, IC=3A IC=3A, IB=10mA
VCC 20V, L=10mH, IC=6.4A
A
mA V
ES/B
sEquivalent circuit diagram
3 2 1
R1 R2
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R1: 3k typ R2: 150 typ
Characteristic curves
IC-VCE Characteristics (Typical)
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IB=10mA 1.5mA 1mA
hFE-IC Characteristics (Typical)
(VCE=2V)
20000 10000 5000
typ
hFE-IC Temperature Characteristics (Typical)
20000 10000 5000
(VCE=2V)
5
0.8mA
4
IC (A)
hFE
0.6mA
hFE
1000 500
1000
Ta
3
=1
25
C 75
C 25
500
C 0 C
-3
2
0.4mA
1 0 0 1 2 3 4 5 6
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VCE(sat)-IC Temperature Characteristics (Typical)
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VCE(sat)-IB Characteristics (Typical)
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 j-a-PW Characteristics
20
24
PT-Ta Characteristics
20
With Infinite Heatsink With Silicone Grease Natural Cooling Heatsink: Aluminum in mm
Safe Operating Area (SOA)
10 5
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