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		 T15XB60
 600V  15 A
D5
3.0*45 0 30.3 29.7 4.8 4.4 3.8 3.4
Plastic Bridge Rectifier
Reverse Voltage 600 V Forward Current 15 A
 Features
* Low reverse leakage High forward surge capability Surge overload rating:200 Amperes peak *
3.4 3.1
11.2 10.8
*200 A
4.8
20.3 19.7
2.7 2.3 2.4 2.0
+
~
~
2.9 2.5
4.2 3.8 18.0 17.0
*RoHS  Lead and body according with RoHS standard
1.1 0.9
0.7 0.6
 Mechanical Data
*:  Case: Molded Plastic *:  Polarity: Symbols molded or marked on body *:  Mounting Position: Any
10.2 9.8
7.7 7.3
7.7 7.3
Unitmm
 TA = 25  Maximum Ratings & Thermal Characteristics
Ratings at 25 ambient temperature unless otherwise specified.
Symbols  Maximum repetitive peak reverse voltage  Maximum RMS voltage  Maximum DC blocking voltage  TC =100 Maximum average forward rectified current with heatsink  8.3ms
Peak forward surge current 8.3 ms single half sine-wave
T15XB60
600 420 600 15 200 22
Unit
V V V A A /W
VRRM VRMS VDC IF(AV) IFSM RJA
Tj, TSTG
 Typical thermal resistance 
Operating junction and storage temperature range
-55 --- +150
 TA = 25  Electrical Characteristics Ratings at 25 ambient temperature unless otherwise specified.
Symbols 
Maximum forward voltage
T15XB60
1.1 10 500 40
Unit
V A
IF =7.5A TA= 25 TA= 100
VF
 Maximum reverse current  VR = 4.0V, f = 1MHz Type junction capacitance
IR
Cj
pF
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T15XB60
 Characteristic Curves
 TYPICAL FORWARD CHARACTERISTIC
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