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		 Fixed Inductors for Digital Audio Amplifier
www..com
EAS30S/EAW30S
Inductance: 10H~22H (EAS30S), 10Hx2~22Hx2 (EAW30S)
DIMENSIONS
EAS30S
Recommended patterns
3.0 2.5 3.0
1.2
10.3 Max.
7.6 Max.
11.4 Max.
(Unit: mm)
2.1
6.8
2.1
(Unit: mm)
3.0 8.0 3.0
10.4Max.
13.5Max.
1.2
2.1
EAW30S
11.0Max.
(Unit: mm)
FEATURES
* High sound quality, low distortion, and low heat generation * EAS30S: 1coil in 1unit structure and EAW30S: 2 coils in 1unit structure are line up. * A magnetically shielded structure prevents radiation noise * RoHS compliant * * 2in1 * * RoHS EAW30S 1in1 EAS30S
SELECTION GUIDE FOR STANDARD COILS TYPE EAS30S (1coil in 1unit)
(1) (2) (3) (4)
TOKO Part Number 1168ER-0002 1168ER-0001
Inductance L(H) 10.0 22.0
(1)
Tolerance (%)  20  20
DC (2) Resistance (m) Max. 25.0 25.0
Inductance (3) Decrease Current (A) Max. L =10%
L
Temperature (4) Rise Current T=40C (A) Max. 3.8 4.0
8.0 3.3
TYPE EAW30S (2coils in 1unit)
(1) (2) (3) (4)
TOKO Part Number 1107ER-0017 1107ER-0018
Inductance L(H) 10x2 22x2
(1)
Tolerance (%)  20  20
DC (2) Resistance (m) Max. 25.0 25.0 (1) (2) (3) 10 (4)
Inductance (3) Decrease Current (A) Max. L =10%
L
Temperature (4) Rise Current T=40C (A) Max. 3.8 4.0
8.0 3.3 LCR 100kHz 4284A* TR6871
(1) Inductance is measured with a LCR meter 4284A* or equivalent. Test frequency at 100kHz. (2) DC Resistance is measured with a Digital Multimeter TR6871 (ADVANTEST) or equivalent. (3) Inductance decrease current based upon 10% inductance reduction from the initial value. (4) Temperature rise current based upon 40C temperature rise. (Reference ambient temperature 20C) *Agilent Technologies
Advantest
2.1
(Unit: mm)
6.75
40 20
*Agilent Technologies



		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 1168ER-0001 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























