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		  Datasheet File OCR Text:


		 100WQuadOutputSwitchingPowerSupply 1 0 0 W Q u a d O u t put Switching Power Supply
pq P Q --110000 ss eirei e s er s
     
SPECIFICATION
MODEL OUTPUTNUMBER DCVOLTAGE RATEDCURRENT CURRENTRANGE RATEDPOWER OUTPUT VOLTAGE ADJ.RANGE LINEREGULATION LOADREGULATION SETUP,RISETIME HOLDTIME (Typ.) VOLTAGERANGE FREQUENCY RANGE INPUT EFFICIENCY(Typ.) ACCURRENT (Typ.) INRUSHCURRENT (Typ.) LEAKAGECURRENT OVERLOAD PROTECTION OVERVOLTAGE FUNCTION POWERGOOD WORKINGTEMP. WORKINGHUMIDITY ENVIRONMENT STORAGETEMP.,HUMIDITY TEMP.COEFFICIENT VIBRATION SAFETY STANDARDS WITHSTANDVOLTAGE SAFETY & ISOLATIONRESISTANCE EMC
(Note4)
PQ-100B CH1 5V 10A 2~10A 100.5W 250mVp-p 80mVp-p 6.0% 1.0% 1.0% 120mVp-p 6.0% 1.0% 1.0% CH2 12V 3.5A 0.5~4.5A CH3 -5V 0.5A 0~1A CH4 -12V 0.5A 0~1A
PQ-100C CH1 5V 8A 2~8A 102.5W 80mVp-p 150mVp-p 80mVp-p 6.0% 1.0% 1.0% 150mVp-p 6.0% 1.0% 1.0% CH1:4.75~5.5V 2.0% 6.0% 1.0% 1.0% 3.0% 5.0% CH2 15V 3.5A 0.5~4A CH3 -5V 0.5A 0~1A CH4 -15V 0.5A 0~1A
RIPPLE&NOISE(max.) Note.2 80mVp-p
CH1:4.75~5.5V VOLTAGETOLERANCE Note.3 3.0% 12% 1.0% 2.0% 80msatfullload 5.0% 5.0%
1200ms,50msatfullload 100~264VAC141~370VDC(90~100VAC90%loadmax.) 47~63Hz 72% 3A/115VAC1.5A/230VAC COLDSTART 50A I/P-O/P,I/P-FG,O/P-FG:100MOhms/500VDC EMICONDUCTION&RADIATION CompliancetoEN55022(CISPR22)ClassB HARMONICCURRENT Complianceto EN61000-3-2,-3 EMSIMMUNITY MTBF Complianceto EN61000-4-2,3,4,5,6,11;ENV50204, Lightindustrylevel,criteria A 258.6Khrsmin.MIL-HDBK-217F(25 178*108*46mm(L*W*H) 0.56Kg;24pcs/14.5Kg/1.19CUFT )
OTHERS
DIMENSION PACKING
NOTE
      
WWW.ASTRODYNE.COM
300 Myles Standish Blvd., Taunton, MA 02780 ph: 1-800-823-8082 Fax: 508-823-8181
FileName:PQ-100-SPEC2005-09-13
100WQuadOutputSwitchingPowerSupply 1 0 0 W Q u a d O u t put Switching Power Supply
pq P Q --110000 ss eirei e s er s
     
SPECIFICATION
MODEL OUTPUTNUMBER DCVOLTAGE RATEDCURRENT CURRENTRANGE RATEDPOWER OUTPUT VOLTAGE ADJ.RANGE LINEREGULATION LOADREGULATION SETUP,RISETIME HOLDTIME (Typ.) VOLTAGERANGE FREQUENCY RANGE INPUT EFFICIENCY (Typ.) ACCURRENT (Typ.) INRUSHCURRENT (Typ.) LEAKAGECURRENT OVERLOAD PROTECTION OVERVOLTAGE FUNCTION POWERGOOD WORKINGTEMP. WORKINGHUMIDITY ENVIRONMENT STORAGETEMP.,HUMIDITY TEMP.COEFFICIENT VIBRATION SAFETY STANDARDS WITHSTANDVOLTAGE SAFETY & ISOLATIONRESISTANCE EMC
(Note4)
PQ-100D CH1 5V 5A 2~5A 103W 120mVp-p 180mVp-p 10% 1.0% 5.0% 120mVp-p 6.0% 1.0% 1.0% CH2 12V 2A 0.5~4.5A CH3 24V 2A 0.4~2A CH4 -12V 0.5A 0~1A
PQ-100E CH1 5V 8A 2~8A 99.4W 80mVp-p 120mVp-p 150mVp-p 6.0% 1.0% 1.0% 120mVp-p 6.0% 1.0% 1.0% CH1:4.75~5.5V 2.0% 6.0% 1.0% 1.0% 3.0% 5.0% CH2 12V 3A 0.5~3A CH3 15V 0.6A 0~1A CH4 24V 0.6A 0~1A
RIPPLE&NOISE(max.) Note.2 80mVp-p
CH1:4.75~5.5V VOLTAGETOLERANCE Note.3 2.0% 6.0% 1.0% 1.0% 80msatfullload 3.0% 5.0%
1200ms,50msatfullload 100~264VAC141~370VDC(90~100VAC90%loadmax.) 47~63Hz 77% 3A/115VAC1.5A/230VAC COLDSTART 50A I/P-O/P,I/P-FG,O/P-FG:100MOhms/500VDC EMICONDUCTION&RADIATION CompliancetoEN55022(CISPR22)ClassB HARMONICCURRENT Complianceto EN61000-3-2,-3 EMSIMMUNITY MTBF Complianceto EN61000-4-2,3,4,5,6,11;ENV50204, Lightindustrylevel,criteria A 258.6Khrsmin.MIL-HDBK-217F(25 178*108*46mm(L*W*H) 0.56Kg;24pcs/14.5Kg/1.19CUFT )
OTHERS
DIMENSION PACKING
NOTE
      
WWW.ASTRODYNE.COM
300 Myles Standish Blvd., Taunton, MA 02780 ph: 1-800-823-8082 Fax: 508-823-8181
FileName:PQ-100-SPEC2005-09-13
100WQuadOutputSwitchingPowerSupply 1 0 0 W Q u a d O u t put Switching Power Supply
MechanicalSpecification
177.8 165.1
pq P Q --110000 ss eirei e s er s
Unit:mm
CN1 5 4 3 2 1 13 12 11 10 9 8 7 6 5 4 3 2 1 CN2
T4A/250V
95.25
4-
+5V ADJ 3.96
ACInputConnector(CN1):Molex5273-05orequivalent
PinNo. 1 2,4 3 5 Assignment FG NoPin AC/N AC/L MatingHousing Molex5195 orequivalent Terminal Molex5194 orequivalent
DCOutputConnector(CN2):Molex5273-06,07orequivalent
PinNo. Assignment 1,2,3 V1 4,5,6,7 COM 8,9 V2 PowerGood(Option) 10 V3 11 NoPin 12 V4 13 MatingHousing Terminal
Molex5195 orequivalent
46
OutputDerating
StaticCharacteristics(B)
Ta=25
17CFMforcedaircooling(20cm)
100
108
Molex5194 orequivalent
13 12 11 10 9 8 7
5.2 5.0 4.8 4.6 4.4 4.2 4.0
300 250
80
OUTPUTVOLTAGE(V)
5V
200 150
60
Naturalconvectioncooling
40
+12V
100 50
20
-12V 5V
90 100 110 120 140 160 180 200 220 240 260
25
-10 -10
0 0
10
20
30
40
50
60
(HORIZONTAL)
AMBIENTTEMPERATURE(
)
INPUTVOLTAGE(V)60Hz
WWW.ASTRODYNE.COM
300 Myles Standish Blvd., Taunton, MA 02780 ph: 1-800-823-8082 Fax: 508-823-8181
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OUTPUTRIPPLE(mVp-p)
12V
LOAD(%)
11 0 W D u a l O u t110WDualOutputSwitchingPowerSupply p ut Switching Power Supply
p D 11 e r s P D --11 00 ss eirei e s
     
SPECIFICATION
MODEL OUTPUTNUMBER DCVOLTAGE RATEDCURRENT CURRENTRANGE RATEDPOWER OUTPUT VOLTAGE ADJ.RANGE LINEREGULATION LOADREGULATION SETUP,RISETIME HOLDTIME (Typ.) VOLTAGERANGE FREQUENCY RANGE INPUT EFFICIENCY(Typ.) ACCURRENT (Typ.) INRUSHCURRENT (Typ.) LEAKAGECURRENT OVERLOAD PROTECTION OVERVOLTAGE WORKINGTEMP. WORKINGHUMIDITY ENVIRONMENT STORAGETEMP.,HUMIDITY TEMP.COEFFICIENT VIBRATION SAFETY STANDARDS WITHSTANDVOLTAGE SAFETY & ISOLATIONRESISTANCE EMC
(Note4)
PD-110A CH1 5V 5A 0.5~5A 103W 150mVp-p 6.0% 2.0% 5.0% CH2 12V 6.5A 0.5~6.5A
PD-110B CH1 5V 5A 0.5~5A 109W 100mVp-p CH1:4.75~5.5V 2.0% 1.0% 1.0% 200mVp-p 6.0% 2.0% 5.0% CH2 24V 3.5A 0.5~3.5A
RIPPLE&NOISE(max.) Note.2 100mVp-p CH1:4.75~5.5V VOLTAGETOLERANCE Note.3 2.0% 1.0% 1.0% 1200ms,50msatfullload 80msatfullload
100~264VAC141~370VDC(90~100VAC90%loadmax.) 47~63Hz 75% 3A/115VAC1.5A/230VAC COLDSTART 40A I/P-O/P,I/P-FG,O/P-FG:100MOhms/500VDC EMICONDUCTION&RADIATION CompliancetoEN55022(CISPR22)ClassB HARMONICCURRENT Complianceto EN61000-3-2,-3 EMSIMMUNITY MTBF Complianceto EN61000-4-2,3,4,5,6,11;ENV50204, Lightindustrylevel,criteria A 323Khrsmin.MIL-HDBK-217F(25 ) 178*108*46mm(L*W*H) 0.51Kg;24pcs/13.1Kg/1.19CUFT
OTHERS
DIMENSION PACKING
NOTE
      
WWW.ASTRODYNE.COM
300 Myles Standish Blvd., Taunton, MA 02780 ph: 1-800-823-8082 Fax: 508-823-8181
FileName:PD-110-SPEC2005-09-13
11 0 W D u a l O u t110WDualOutputSwitchingPowerSupply p ut Switching Power Supply
MechanicalSpecification
178 165.1
p D 11 e r s P D --11 00 ss eirei e s
Unit:mm
CN1 5 4 3 2 1 12 11 10 9 8 7 6 5 4 3 2 1 CN2
T4A/250V
95.25
4-
+5V ADJ
3.96
ACInputConnector(CN1):Molex5273-05orequivalent
PinNo. 1 2,4 3 5 Assignment FG NoPin AC/N AC/L MatingHousing Molex5195 orequivalent Terminal Molex5194 orequivalent
DCOutputConnector(CN2):Molex5273-12orequivalent
PinNo. 1,2,3 4,5,6,7 8,9,10 11,12 MODEL PinNo. 1,2,3 8,9,10 Assignment V1 COM V2 V3(Option) MatingHousing Molex5195 orequivalent Terminal Molex5194 orequivalent
PD-110A PD-110B +5V +12V +5V +24V
OutputDerating
StaticCharacteristics(A)
Ta=25
17CFMforcedaircooling(20cm)
100
46
108
13 12 11 10 9 8 7
5.2 5.0 4.8 4.6 4.4 4.2 4.0
300
80
OUTPUTVOLTAGE(V)
+5V
250 200 150
60
Naturalconvectioncooling
+12V
100
40
+5V
50 25
20
-10 -10
0 0
10
20
30
40
50
60
(HORIZONTAL)
90
100
110
120
140
160
180
200
220
240
260
AMBIENTTEMPERATURE(
)
INPUTVOLTAGE(V)60Hz
WWW.ASTRODYNE.COM
300 Myles Standish Blvd., Taunton, MA 02780 ph: 1-800-823-8082 Fax: 508-823-8181
FileName:PD-110-SPEC2005-09-13
OUTPUTRIPPLE(mVp-p)
+12V
LOAD(%)
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