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		  Datasheet File OCR Text:


		  pc board fuseclips  for 5mm diameter fuses .866 866 .866 " " (22.0mm) .217 " ( 5.5mm) . 177 " ( 4.5mm) .890 " mounting holes dia. (t yp.) t yp.) t _ .531 " cover 1 .047 1 .047 " (26.6mm) 217 " .345 " (9.0mm) . 571 " .031" (.79mm) . 217" (5.5mm) .012" (.3mm) . 177" (4.5mm) . 319 " b u s s . 61" 6 (15.5mm) 5 .929" 2 (23.6mm) 6 b u s s b u s s . 50 " ( 12.7mm) . 50 " ( 12.7mm) .50" ( 12.7mm) .157" (3.99mm) 2.54mm 1.46mm 2.29mm 4.32mm 8.73mm 3.91mm 2.85mm 6.26mm 6.22mm 2.54mm 2.54mm .180" (4.57mm) .230" (5.84mm) htc-210m** pcb mounted fusec lip with end stops construction: tin-plated brass htc-15m, htc-140m** p cb mounted fuse holder & snap-on cover voltage rating: 250v, 6.3a, 1.6w htc-15m (fuse holder), htc-140m (natural cover), htc-150m* (transparent cover) *available in bulk only. use this format: bk/htc-150m htc-200m** pcb mounted fuseclip construction: tin-plated bronze tape and fan fold packed ammo pack (ap/htc-200m) 1000 pieces per box 1a3399 series** pcb fuseclips with end stops & straight leads catalog numbers clip material* finish 1a3399-01 beryllium copper* silver 1a3399-04 beryllium copper* bright tin 1a3399-10 spr ing bronze bright tin *beryllium copper recommended for amps higher than 15 amps ( 1 M 4  clips). 1a5601 series** pcb fuseclips (0-7a) catalog number clip material finish 1a5601 cartridge brass bright tin 1a5602 series** pcb fuseclips (0-7a) catalog number clip material finish 1a5602 cartridge brass bright tin 1a5018 series** pcb high profile fuseclips with end stops & straight leads catalog numbers clip material* finish 1a5018-07 spring bronze silver 1a5018-10 spring bronze bright tin *beryllium copper recommended for amps higher than 15 amps ( 1 M 4  clips). .1 15" (2.9mm) .062" (1.6mm) .254" (6.5mm) .237" (6.0mm) .125" (3.2mm) .225" (5.7mm) .125" (3.2mm) .060" (1.5mm) .188" (4.8mm) .030" (1.6mm) .440" 4 4 (1 .140" (3.7mm) .047" (1.2mm) .180" (4.6mm) .250" (6.35mm) .060" (1.5mm) .246" (6.3mm) .344"  + .015" (8.73mm  + 0.38mm) .266" (6.75mm) .344"  + .015" (8.73mm  + 0.38mm) .141"  + .015" (3.58mm  + 0.38mm) .022"  + .002" (0.56mm  + 0.05mm) .032"  + .002" (.81mm  + .05mm) .216" (5.48mm) legs to fit in .052" (1.3mm) dia. holes on center .219" (5.57mm) .047" (1.19mm) .093" (2.36mm) .500"  (12.70mm) .250" (6.35mm) .140" (3.56mm) **for rohs compliant version, add - option code suffix to part number. rohs 2002/95/ec rohs 2002/95/ec rohs 2002/95/ec rohs 2 002/95/ec rohs 2002/95/ec rohs 2002/95/ec rohs 2002/95/ec

 pc board fuseclips  for 1/4" diameter fuses .245" (6.2mm) . 280" (7.1mm) (7.1mm) .410" 1 1 (10.4mm) ( 4 4 .140" ( 3.6mm) . 060" (1.5mm) . 320" ( 8.13mm) ( 2.6mm) . 255" (6.5mm) . 280" (7.1mm) .155" ( 3.94mm) (2.6mm) .245" ( 6.2mm) .280" (7.1mm) . 280" ( 7.1mm) . 410" 1 1 ( 10.4mm) ( 4 4 .140" (3.6mm) . 060" (1.5mm) .320" ( 8.13mm) ( 2.6mm) .255" (6.5mm) . 280" ( 7.1mm) .155" ( 3.94mm) (2.6mm) .255" (6.5mm) .410" 1 1 (10.4mm) 4 4mm) . 060" (1.5mm) (3.81mm) . 245" (6.2mm) .228" (5.79mm) . 323" (8.20mm) .280" 8 80" (7.1 1mm) 1mm) 1mm) .102" (2.6mm) .155" (3.94mm) .320" (8.13mm) ( ) .255" (6.5mm) .410" (10.4mm) .080" (2.03mm) .265" (6.7mm) .155" (3.9mm) .290" (7.4mm) .360" (9.14mm) .312" (7.9mm) .132" (3.4mm) .187" (4.8mm) . .312" (7.9mm) .132" (3.4mm) .187" (4.8mm) . .250" (6.5mm) .420" (10.67mm) .080" (2.03mm) .285" (7.24mm) .155" (3.9mm) .290" (7.4mm) .360" (9.14mm) 1a3398 series** pcb fuseclips without end stops or straight leads catalog numbers clip material finish 1a3398-07 cartridge brass bright tin 1a1907 series** p cb fuseclips with end stops & straight leads catalog numbers clip material* finish 1a1907-02 cartridge brass none/bright dipped 1a1907-03 beryllium copper* bright tin 1a1907-05 beryllium copper* silver 1a1907-06 cartridge brass bright tin * beryllium copper recommended for amps higher than 15a  1 M 4  clips). 1a1120 series** pcb fuseclips without end stops or angled in leads catalog numbers clip material* finish 1a1120-02 cartridge brass none/bright dipped 1a1120-05 ber yllium copper* silv er 1a1120-06 ber yllium copper* bright tin 1a1120-09 cartridge brass bright tin *beryllium copper recommended for amps higher than 15a ( 1 M 4  clips). 1a1119 series** fusec lips with end stops & angled in leads catalog numbers clip material* finish 1a1119-04 beryllium copper* bright tin 1a1119-05 beryllium copper* silver 1a1119-10 cartridge brass bright tin *beryllium copper recommended for amps higher than 15a ( 1 M 4  clips). 1a4534 series** pcb fusec lips with end stops & angled out leads catalog numbers clip material* finish 1a4534-01 beryllium copper* bright tin 1a4534-06 cartridge brass bright tin *ber yllium copper recommended f or amps higher than 15a ( 1 M 4  clips). 1a4533 series** pcb fuseclips without end stops or angled out leads catalog numbers clip material* finish 1a4533-01 ber yllium copper* br ight tin 1a4533-06 car tr idge brass bright tin *beryllium copper recommended for amps higher than 15a ( 1 M 4  clips). .255" (6.5mm) . 4 0" 1 1 (10.4mm) 4 4mm) .060" (1.5mm) (3.81mm) .245" (6.2mm) .228" (5.79mm) .323" (8.20mm) .280" 8 80" ( 7.1 1 mm) 1 m 1 m .102" (2.6mm) .155" (3.94mm) .320" (8.13mm) **for rohs compliant version, add - option code suffix to part number. v isit us on the web at: www.cooperbussmann.com oc-2619   8/06  cooper electronic technologies 2006 cooper electronic technologies 1225 broken sound parkway nw suite f boca raton, fl 33487-3533 tel: 1-561-998-4100 fax: 1-561-241-6640 toll free: 1-888-414-2645 cooper bussmann p.o. box 14460 st. louis, mo 63178-4460 tel: 1-636-394-2877 fax: 1-800-544-2570 cooper electronic technologies cooper (uk) limited burton-on-the-wolds leicestershire ?le12 5th uk tel: +44 (0) 1509 882 737 fax: +44 (0) 1509 882 786 cooper electronic technologies avda. santa eulalia, 290 08223 terrassa, (barcelona), spain tel: +34 937 362 812 +34 937 362 813 fax: +34 937 362 719 asia pacific cooper electronic technologies 1 jalan kilang timor #06-01 pacific tech centre singapore 159303 tel: +65 278 6151 fax: +65 270 4160 north america europe ro hs 2002/95/ec ro hs 2002/95/ec r o hs 2002/95/ec r o hs 2002/95/ec ro hs 2 002/95/ec ro hs 2002/95/ec
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