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		  Datasheet File OCR Text:


		  ? 115  5 a maximum attenuation level (db) (db) insertion loss taper b except b standard type cp cp type type travel model lever style terminal style micro sw master type slide potentiometers features a small back lash provides an excellent operation feel- ing and high-precision characteristics (gang error, taper, etc.). blind construction by crank lever. version with micro switch available. cp (conductive plastic) type has realized for 300,000 times sliding life. applications master volume control in high-grade audio equipment, fader for studio mixer, etc. products line 60,100mm single- unit 2 dual-unit single- unit 2 dual-unit rs60k11 rsa0k11 rs60k12 rsa0k12 rs60k11 rsa0k11 rs60k12 rsa0k12 1 4 9-2(8.2l) lead type connector type jst s4b-eh jst s9b-eh available 70 min. 100 min. 0.1 max. 1. attenuation is specified for residual resistance. 2. for the specification details, see the common specifications on page and the following pages 122 and after . box no.5454-52 p19 p20 minimum packing unit 100pcs. 8.2 type of lever configuration code dimensions l 1 length 12 20 1 4 9-2   t =1.2 8 l 1   t = 1.2 l 1 8.5 4 3 0.5 10 (1) 3 5 8 1.2  t = 1.2 18.5 14.5 8 l 1 4 1.5 unit : mm maximum attenuation level/insertion loss f shows the specification recommended by alps. d z z

 e  116 e 5 master type slide potentiometers cp db resistance taper of master cp type (db regulated) taper a rs60k (mm) 9.6   0.5 14.4  0.5 25.2  0.5 40.8  0.5 10  1 68  0.5 10  1 43  0.5 10  1 62  0.5 75  0.5 10  1 87  0.5 5  1 15  1.5 20  1.5 42  0.5 20  1.5 30  0.5 20  1.5 50  0.5 20  1.5 40   3 40   3 40   3 30  2 24  0.5 30  2 20  0.5 30  2 24.3  0.5 40  3 16   0.5 12   0.5 16.4  0.5 50   4.5 (db) (mm) (db) (mm) (db) (mm) (db) rsa0k rs60k rsa0k taper d 1. measuring position with terminal 1 side as a starting point. 2. for the resistance taper for the standard type, please confirm p.123 common specifications. dimensions and terminal layout unit : mm standard type rs hh k cp (conductive plastic)  rs hh k z 13.9 7 1 s(travel) mounting surface 3 12 32 l 1 terminal no. a b 2-m3 6 -  1.8 hole circuit  diagram 312 the single unit is not provided with  terminals (1)(2)(3). dimensions model rs60k rsa0k sa b 60 80 92.6 100 120 132.6 12 3 12 3 s(travel) mounting surface 32 l 1 terminal no. 13.9 7 1 (9.6) connector  (2.5mm pich) a b 2-m3 31g2e circuit  diagram 31 2 the single unit is not provided with  terminals e(3)(1)(g)(2) .  dimensions model rs60k rsa0k sa b 60 80 92.6 100 120 132.6 ge 1g2 3 1g2 3
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