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		  Datasheet File OCR Text:


		  glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 ? 2003 glenair, inc. printed in u.s.a. cage codes 06324 g-9 adapters and transitions e-mail: sales@glenair.com www.glenair.com product series y  transition material 106 = aluminum 107 = brass 370 = stainless steel t  transition material 108 = aluminum 109 = brass 371 = stainless steel 710 - 106 m a24 b08 c16 "c" end conduit dash no. "b" end conduit dash no. "a" end conduit dash no. finish (table i) "t" transitions 710-108/109/371 "y" transitions 710-106/107/370 "b" end "c" end "c" end "a" end "b" end "a" end f g d h  thread metric dimensions (mm) are in parentheses. e h  thread table i symbol finish bo live drab over cadmium plate j gold iridite over cadmium plate over nickel me lectroless nickel no live drab over cadmium plate over nickel nc zinc-cobalt, olive drab nf olive drab over cadmium plate over electroless nickel (500 hour salt spray) tb right dip cadmium plate over nickel z1 passivate  conduit dash availability h  thread d e f g no. 72 74 75 class 2a max max max max 06 06 7/ 16 - 28 unef 1.97 (50.0) 1.20 (30.5) 1.33 (33.8) .81 (20.6) 08 08 1/2 - 20 unf 1.97 (50.0) 1.20 (30.5) 1.35 (34.3) .84 (21.3) 09 09 09 9/ 16 - 24 unef 2.13 (54.1) 1.30 (33.0) 1.43 (36.3) .88 (22.4) 10 10 9/ 16 - 24 unef 2.13 (54.1) 1.30 (33.0) 1.43 (36.3) .88 (22.4) 12 12 12 12 5/8 - 24 unef 2.22 (56.4) 1.34 (34.0) 1.47 (37.3) .91 (23.1) 14 14 11/16 - 24 unef 2.37 (60.2) 1.49 (37.8) 1.58 (40.1) .94 (23.9) 16 16 16 16 3/4 - 20 unef 2.37 (60.2) 1.49 (37.8) 1.65 (41.9) .94 (23.9) 20 20 20 20 7/8 - 20 unef 2.69 (68.3) 1.70 (43.2) 1.78 (45.2) 1.03 (26.2) 24 24 24 24 1-   20 unef 2.75 (69.9) 1.84 (46.7) 1.85 (47.0) 1.13 (28.7) 28 28 28 1 3/16 - 18 unef 3.06 (77.7) 2.09 (53.1) 2.09 (53.1) 1.16 (29.5) 32 32 32 32 1 5/16 - 18 unef 3.28 (83.3) 2.23 (56.6) 2.43 (61.7) 1.16 (29.5) 40 40 40 40 1 1/2 - 18 unef 3.59 (91.2) 2.50 (63.5) 2.65 (67.3) 1.28 (32.5) 48 48 48 1 3/4 - 18 uns 4.23 (107.4) 2.96 (75.2) 3.15 (80.0) 1.53 (38.9) 56 56 56 2-   18 uns 5.00 (127.0) 3.50 (88.9) 3.40 (86.4) 1.69 (42.9) 64 64 64 2 1/4 - 16 un 5.00 (127.0) 3.50 (88.9) 3.75 (95.3) 1.87 (47.5) 80 80 2 3/4 - 16 un 5.70 (144.8) 4.10 (104.1) 4.25 (108.0) 2.13 (54.1)        * *  consult factory for adapters using 3.000 inch (76.2) conduit table ii 710-106/107/370 and 710-108/109/371 metal "y" and "t" transitions for series 72 & 74 tubing and series 75 conduit
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