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		  Datasheet File OCR Text:


		  *add suffix a for common anode, d for doubler rohs compliant twin diode module tdm300 microsemi catalog number tdm30002* tdm30004* tdm30006* tdm30008* 800v 600v 400v 200v reverse voltage repetitive peak compact package glass passivated die electrical characteristics average forward current per pkg average forward current per leg maximum surge current per leg max peak forward voltage per leg max peak reverse current per leg f(av) 600 amps f(av) 300 amps fsm 5500 amps fm 1.1 volts rm 75 ua i i i v i c = 130c, half sine,  0jc = 0.15c/w 8.3 ms, half sine, j = 175c fm = 300a: j = 25c* rrm, j = 25c* t t v i t t t *pulse test: pulse width 8.33 msec, duty cycle  figure 2 figure 3 10 1 .1 .01 reverse voltage - volts .001 typical reverse current - ma forward current derating - per leg average forward current - amperes maximum allowable case temperature - c 0 180 120 60 dc 0 average forward current - amperes maximum power dissipation - watts figure 5 maximum forward power dissipation - per leg 60 120 180 dc tdm300 typical reverse characteristics - per leg 0 200 600 1000 1400 1800 25 c 75 c 150 c 175 c 105 115 125 135 145 155 165 175 100 200 300 400 500 figure 4 50 100 100 200 300 400 time in seconds transient thermal impedance - per leg junction to case thermal impedance - c/watts .21 .18 .15 .12 .09 .06 .03 0 .001 .01 .1 1 10 100 500 150 200 250 300 350 25 c 175 c instantaneous forward voltage - volts instantaneous forward current - amperes 1000 100 10 1.9 1.7 1.5 1.3 1.1 .9 .7 .5 typical forward characteristics - per leg figure 1 800 600 200 400 20 40 60 80 2000 4000 6000 8000 10000 100 0  january, 2010 - rev. 3 www.microsemi.com
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