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		  Datasheet File OCR Text:


		  sct (surface mount) series surface mount tantalum  17 nte electronics, inc.    voice (800) 631?1250 (973) 748?5089    fax (973) 748?6224    http://www.nteinc.com surface mount tantalum the sct series is a molded solid tantalum chip capacitor designed to meet specifications worldwide. the sct series includes  eia standard case sizes and ratings. these capacitors incorporate state?of?the?art construction allowing the use of modern high temperature soldering techniques. features:  precision molded case with flat surface for vacuum pick?up  laser marking and bold videcon ? readable polarity stripe  glue pad on underside for bonding to circuit board prior to soldering  encapsulate material satisfies the ul 94 vo flammability classification ratings capacitance range:   0.1  f to 150  f tolerance:    10% voltage range:   6.3v to 50v performance specifications operating temperature range: ?55  c to +85  c (?67  f to +185  f) capacitance tolerance (k):     10% mechanical specifications lead solderability: meets the requirements of mil?std 202, method 208 marking: consists of capacitance, dc voltage, and polarity. resistance to board cleaning: the use of high acidity fluxes must be avoided.  the en- capsulation and termination materials are resistant to immersion in  boiling solvents such as:  freon tms and tmc, trichloroethane, methylene chloride, isopropyl alcohol (ipa), etc., up to +50  c.  if ultrasonic cleaning is to be applied in the final wash stages the application time should be less than 5 minutes with a maximum power density of 9mw/cc to avoid damage to termina- tions. ordering information sct a 10 4 k 35 series case capacitance multiplier tolerance voltage capacitance range: (letter denotes case size) rated voltage (wv) 6.3 10 16 20 25 35 50 surge voltage cap (  f) 8 13 20 26 32 46 65 0.10 a 0.47 a 1.0 a b c 1.5 a b 2.2 a a b c d 3.3 a b 4.7 a, b b c d 6.8 b c c d 10.0 b, c b, c d d 15.0 c c d d 22.0 c d d h 33.0 c d h 47.0 c d d h 68.0 d h 100.0 d h 150.0 d h sct series dimensions:    in (mm) case size l    0.2 (  0.008) w 1    0.2 (  0.008) w 2    0.1 (  0.004) h    0.2 (  0.008) tw    0.3 (  0.012) a .126 (3.2) .063 (1.6) .047 (1.2) .063 (1.6) .031 (0.8) b .138 (3.5) .110 (2.8) .087 (2.2) .075 (1.9) .031 (0.8) c .236 (6.0) .126 (3.2) .087 (2.2) .102 (2.6) .051 (1.3) d .287 (7.3) .169 (4.3) .094 (2.4) .114 (2.9) .051 (1.3) h .287 (7.3) .169 (4.3) .094 (2.4) .162 (4.1) .051 (1.3) l h w 2 tw tw w 2 w 1 (v)  
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