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		  Datasheet File OCR Text:


		    c5776.41.01 product sku: c5776, coaxial cable, rg6/u type, 18 awg solid copper clad steel, 100% flexfoila? bonded  product description: +95% aluminum braid, pvc jacket - black - 1000 ft. reel product category: electronics - coaxial cable - rg 6/u product construction: conductor: copper clad steel per astm b-869    insulation/core: cellular polyethylene    shield: aluminum braid    flexfoil a? shield  jacket: premium pvc compound    product specification: no. of conductors: 1    conductor size (awg): 18    jacket color: black    insulation material (in): cellular polyethylene 0.177    insulation material (mm): cellular polyethylene 4.50    shield coverage nominal shield  100% flexfoila? bonded +95% aluminum braid 4.4 ohm/m    dcr: nominal outside diameter (in): 0.276    nominal outside diameter  6.78    (mm):

 nominal capacitance (pf/ft): 16.20    nominal capacitance (pf/m): 53.15    velocity of propagation %: 85    nominal impedance ohm: 75    nominal attenuation mhz/db  1/0.26  per 100 ft: 10/0.81  50/1.46  100/2.05  200/2.83    500/4.53  1000/6.59  1450/8.10  1800/8.80  2200/10.10  standard packaging: 1000' non-returnable wood reels    standard package quantity: 1    upc #: 079407740956    put-up: 1000    scc-14: 50079407740955    cube: 1794.8125    weight per unit of measure: .03    product information:

 applications: catv  drop cable  fm broadcast    local area network (lan)  matv  suitable for rf signal transmission  packaging: 1000 foot (305 m) pull-pac a? cartons  1000' (305 m) reels    500' (152 m) spools  other put-ups available- consult customer service    technical specifications unit conversion factors cable design equations - balanced pair insulation and jacket properties temperature conversion chart decimal and unit conversion factors cable design equations - braid shield awg conductor chart conduit capacity chart cable design equations - coaxial cable engineering prefixes coax connector cross reference glossary            
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