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		  Datasheet File OCR Text:


		  technical information   no. fo 5042  linear excimer lamp  edition: 03/03   -  subject to change   supersedes:    status: initial  linex ?   lx24t3/956/a4       photo optics berlin                                                                            ?  product description   the osram linex ?  lx24t3/956/a4 is a dielectric barrier discharge lamp system. it consists of an aperture lamp  and an inverter. it is especially used for the exposure process in digital copiers and scanners. the lamp provides  an illuminance of 48,000 lux in white  (triphosphor). the xenon gas discharge enables instant light within a few  milliseconds. the light output shows no temperature dependence as well as a steady light emission. since osram  patented internal electrodes are used no high voltage isolation is needed.                           235   15   15   2   8   2                  3.1 11.5 5 13 13     ?   lamp technical data  1   order reference    lx24t3/956/a4 lam p  overall len g th lo  mm 267,5 s y stem  p ower consum p tion w  24  inne r emission len g th li  mm lam p  o p eratin g  fre q uenc y   khz  > 80 80% of center illuminance  mm 180 rated lam p  volta g e  kv  < 3 outer diameter base d  mm illuminance  2  lx 48 , 000 outer diameter  g lass tube  mm 10.0 color coordinates  2 : x /  y     0.324 / 0.336 a p erture   de g .75 maintenance >80%  hrs.  1000   lam p  wei g ht  g  24    cable len g th mm 230   1  ambient room temperature of 25c            note: lamp base design on customer request possible  2  measured at a distance of 8mm from the aperture by minolta t-1m      ?   dc-hv inverter technical data  1   order reference    qt linex ?   1x24/24 inverter size  mm  135  ( l )  x 40  ( w )  x 28  ( h ) inverter wei g ht g 110 nominal/min./max. in p ut volta g e  vdc  24 / 21.6 / 26.4 nominal/maximum in p ut current  a  1.0 / 1.1  t yp ical in p ut inrush current  3  a 2 3  switch on by lamp enable    the inverter provides an electrical pulse wave to the lamp.  the lamp system is covered by one or more of the following patents:  wo 94/23442, wo 98/49712. other patents not listed may apply or pending.     75    

 technical information   no. fo 5042  linear excimer lamp  edition: 03/03   -  subject to change   supersedes:    status: initial  linex ?         photo optics berlin                                                                          ?  lamp spectrum    0 1 2 3 4 5 6 350 400 450 500 550 600 650 700 750 800 850 wavelength [nm] intensity     ?  connection drawing      +24v input voltage  enable  connected to ground = operating  open = non operating  0v ground  nc not connected    output input     
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