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		  Datasheet File OCR Text:


		  phone: +86-23-62808818      fax: +86-23-62805284      www.sipatsaw.com / sawmkt@sipat.com    part number  SP88201  rev. date  2006-8-9    sipat co., ltd.    ( cetc no. 26 research institute )  nanping huayuan road no. 14  chongqing, china, 400060  rev.  1.0  page  1/8    c c h h i i n n a a     e e l l e e c c t t r r o o n n i i c c s s     t t e e c c h h n n o o l l o o g g y y     g g r r o o u u p p     c c o o r r p p o o r r a a t t i i o o n n     n n o o . . 2 2 6 6     r r e e s s e e a a r r c c h h     i i n n s s t t i i t t u u t t e e         s s i i p p a a t t     c c o o . . , ,     l l t t d d . .     w w w w w w . . s s i i p p a a t t s s a a w w . . c c o o m m   881.5mhz rf saw filter  25mhz bandwidth    part number: SP88201    1. package  dimension  ( s22 )  1.50 3.00  0.13 3.00  0.10 12 3 5 4 6 6 5 4 0.60 2 1 1.5max 0.90  0.08 88201 .   f2 3 1.30 1.6                                                             unit: mm                  2. marking    88201   part number   f2     (1) ink marking or laser marking  (2)   01:  model code   (3) : pin 1 identifier  (4)  f2: date code     f 2  month code  last figure of year    month     1 2 3 4 5 6 7 8 9 10 11 12  month code     a b c d e f g h i  j k l  e.g.:    ? f2? means june of 2002    pin no.  function  1. ground  2. signal  3. ground  4. ground  5. signal  6. ground  

 phone: +86-23-62808818      fax: +86-23-62805284      www.sipatsaw.com / sawmkt@sipat.com    part number  SP88201  rev. date  2006-8-9    sipat co., ltd.    ( cetc no. 26 research institute )  nanping huayuan road no. 14  chongqing, china, 400060  rev.  1.0  page  2/8    c c h h i i n n a a     e e l l e e c c t t r r o o n n i i c c s s     t t e e c c h h n n o o l l o o g g y y     g g r r o o u u p p     c c o o r r p p o o r r a a t t i i o o n n     n n o o . . 2 2 6 6     r r e e s s e e a a r r c c h h     i i n n s s t t i i t t u u t t e e         s s i i p p a a t t     c c o o . . , ,     l l t t d d . .     w w w w w w . . s s i i p p a a t t s s a a w w . . c c o o m m   881.5mhz rf saw filter  25mhz bandwidth    part number: SP88201      3. performance    3.1 application  rf saw filter for cellular telephone.     center frequency: 881.5mhz      3.2 maximum rating      operation temperature range  -30  to +80      storage temperature range  -40  to +85      dc permissive voltage  10v dc max.    maximum input power  23 dbm      3.3 electronic characteristics      item frequency (mhz) specification  center frequency (fo)  881.5    pass-band width  25    insertion loss  869 ~ 894  3.0 db max.  pass-band ripple  869 ~ 894  1.8 db max.  return loss  869 ~ 894  10.0 db min.  stop-band attenuation  dc ~ 800  824 ~ 849  978 ~ 1006  1088 ~ 1119  1119 ~ 2600  20 db min.  35 db min.  25 db min.  30 db min.  20 db min.       

 phone: +86-23-62808818      fax: +86-23-62805284      www.sipatsaw.com / sawmkt@sipat.com    part number  SP88201  rev. date  2006-8-9    sipat co., ltd.    ( cetc no. 26 research institute )  nanping huayuan road no. 14  chongqing, china, 400060  rev.  1.0  page  3/8    c c h h i i n n a a     e e l l e e c c t t r r o o n n i i c c s s     t t e e c c h h n n o o l l o o g g y y     g g r r o o u u p p     c c o o r r p p o o r r a a t t i i o o n n     n n o o . . 2 2 6 6     r r e e s s e e a a r r c c h h     i i n n s s t t i i t t u u t t e e         s s i i p p a a t t     c c o o . . , ,     l l t t d d . .     w w w w w w . . s s i i p p a a t t s s a a w w . . c c o o m m   881.5mhz rf saw filter  25mhz bandwidth    part number: SP88201        3.4 frequency characteristics                                              3.5 test circuit              i / o    output to  50 ohm  network analyzer    signal ground                i / o      input from    50 ohm    network analyzer     signal ground  all ground pins

 phone: +86-23-62808818      fax: +86-23-62805284      www.sipatsaw.com / sawmkt@sipat.com    part number  SP88201  rev. date  2006-8-9    sipat co., ltd.    ( cetc no. 26 research institute )  nanping huayuan road no. 14  chongqing, china, 400060  rev.  1.0  page  4/8    c c h h i i n n a a     e e l l e e c c t t r r o o n n i i c c s s     t t e e c c h h n n o o l l o o g g y y     g g r r o o u u p p     c c o o r r p p o o r r a a t t i i o o n n     n n o o . . 2 2 6 6     r r e e s s e e a a r r c c h h     i i n n s s t t i i t t u u t t e e         s s i i p p a a t t     c c o o . . , ,     l l t t d d . .     w w w w w w . . s s i i p p a a t t s s a a w w . . c c o o m m   881.5mhz rf saw filter  25mhz bandwidth    part number: SP88201      4. reliability    4.1 mechanical shock: the components shall remain  within the electrical specifications after  three one-half sine shock pulses(3000g?s for 0.3 ms) in each direction(for six total) along  each of the three mutually perpendicular axes for a total of 18 shocks.  4.2 vibration fatigue: the components shall remain  within the electrical specifications after  loaded vibration at 20~55hz, amplitude 1. 5mm, x,y,z, direction, for 2 hours.  4.3 leak test  4.3.1 gross leak test: submerge samples into at +85  water for at least 1 minute. carefully   observe the samples. no bubbles should be seen.  4.3.2 fine leak test: expose samples for test ing to 60 psig helium gas for 2 hours. then  transfer the same  samples to another chamber and draw a vacuum. measure the leak rate.  failure is defined if the leak rate  exceeds 510 -8  atm cc/sec helium.  4.4 high temperature storage: the component s shall remain within the electrical  specifications after being kept at the 85 2 for 960 hours, then kept   at room  temperature for 2 hours.  4.5 low temperature storage: the components sha ll remain within the electrical specifications  after being kept at the ?40 2 for 960 hours,  then kept at room temperature for 2 hours.    4.6 temperature cycle: the com ponents shall remain within the electrical specification after  32 cycles of high and low temperature  testing (one cycle: 80  for 30 minutes    25  for   20 seconds    -40  for 30 minutes) than kept at room temperature for 2 hours.    4.7 humidity test: the components shall remain wi thin the electrical specifications after being  kept at the condition of ambient temper ature 70 , and 90~95% rh for 240 hours, then   kept at room temperature a nd normal humidity for 4 hours.  4.8 solder-heat resistance: the components shall  remain within the electrical specifications  after dipped in the solder at 260 5  for 10 to 11 seconds, then kept at room   temperature for 10 minutes.    4.9 solderability: solderability of terminal sha ll be kept at more than 80% after dipped in the  solder flux at 230 5  for 51 second  s.  4.10 storage: the components shall meet the elec trical and mechanical specifications after 5  years storage, if stored within the temperat ure range of -40 ~+85  and in the humidity of   20 to 60% r.h.    5. remarks    5.1 static voltage  static voltage between signal load & ground may cause deterioration & destruction of the  component. please avoid static voltage.     

 phone: +86-23-62808818      fax: +86-23-62805284      www.sipatsaw.com / sawmkt@sipat.com    part number  SP88201  rev. date  2006-8-9    sipat co., ltd.    ( cetc no. 26 research institute )  nanping huayuan road no. 14  chongqing, china, 400060  rev.  1.0  page  5/8    c c h h i i n n a a     e e l l e e c c t t r r o o n n i i c c s s     t t e e c c h h n n o o l l o o g g y y     g g r r o o u u p p     c c o o r r p p o o r r a a t t i i o o n n     n n o o . . 2 2 6 6     r r e e s s e e a a r r c c h h     i i n n s s t t i i t t u u t t e e         s s i i p p a a t t     c c o o . . , ,     l l t t d d . .     w w w w w w . . s s i i p p a a t t s s a a w w . . c c o o m m   881.5mhz rf saw filter  25mhz bandwidth    part number: SP88201      5.2 ultrasonic cleaning  ultrasonic vibration may cause deterioration & destruction of the component. please avoid  ultrasonic cleaning.  5.3 soldering  only leads of component may be soldered. please avoid soldering another part of  component.    6. packing    6.1 dimensions  (1) carrier tape: figure 1  (2) reel: figure 2  (3) the product shall be packed properly not  to be damaged during transportation and storage.    6.2 reeling quantity        3,000pcs/reel    6.3 taping structure  (1) the tape shall be wound around the reel in the direction shown below.                            (2)lable          device name     type     quantity     lot no.    top cover tape  carrier tape 

 phone: +86-23-62808818      fax: +86-23-62805284      www.sipatsaw.com / sawmkt@sipat.com    part number  SP88201  rev. date  2006-8-9    sipat co., ltd.    ( cetc no. 26 research institute )  nanping huayuan road no. 14  chongqing, china, 400060  rev.  1.0  page  6/8    c c h h i i n n a a     e e l l e e c c t t r r o o n n i i c c s s     t t e e c c h h n n o o l l o o g g y y     g g r r o o u u p p     c c o o r r p p o o r r a a t t i i o o n n     n n o o . . 2 2 6 6     r r e e s s e e a a r r c c h h     i i n n s s t t i i t t u u t t e e         s s i i p p a a t t     c c o o . . , ,     l l t t d d . .     w w w w w w . . s s i i p p a a t t s s a a w w . . c c o o m m   881.5mhz rf saw filter  25mhz bandwidth    part number: SP88201      (2) leader part and vacant position specifications.                7.  tape specifications                                                       7.1 tensile strength of carrier tape: 4.4n/mm width  7.2 top cover tape adhesion (see the below figure)  (1) pull off angle: 0~15  (2) speed: 300mm/min.  (3) force: 20~70g                                           vacant    components contained   vacant       leader part  tape running direction  top cover tape  direction of pull off  carrier tape 
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