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		  Datasheet File OCR Text:


		  mitsumi specifications ultrasonic sensor sud-40165cb00?ud-40150cb00 outline the piezoelectrical effect of piezoelectric ceramic is used in this ultrasonic sensor for detecting the 40khz- wavelength of acoustic energy. item specification nominal frequency 40khz sound pressure 100db typ. sensitivity - 84db typ. reverbatory sensitivity 1.5mvp-p min. decay time 1.5ms max. insulating resistance 100m ? (when dc 100v is impressed) maximum input voltage dc 100v max. ac 150vp-p max. operating temperature range - 30~+80? * specifications may be changed for the purpose of improvement and upgrading. features 1. small size, light weight. 2. size can be between 15-20mm in diameter. 3. optimum structure and decay time. 4. maximum input voltage is large, and sensitivity setting is easy. 5. wide usage temperature range:   - 30 ~ +80?  6. sensor is sealed and suitable for in-vehicle or outdoor use. uses 1. car rear sensors (sonar) 2. unattended parking systems 3. unattended open/close systems 4. intruder warning devices  

 mitsumi ultrasonic sensor dimensions horiaontal vertical 2 4.9  0.3 2.9  0.3 3 2.8  0.3 1.6  0.3 4.4  0.3 2  0.05 ?5 10 5.5 4 50  5 1 4 6.75 8 3.5  1.5 0.5  1.5 ?.5 lead wire area 2 - ?.8  0.05 (hole) xxxxxxx xxxx cap lead wire (awg30) signal-wire (color:  red) gnd-wire (color:  black) connector (japan automatic machine co.,ltd.) housing (model no.:  jb20-02hc) terminal (model no.:  508310-2ma) serial no. label 1 : 2 : 3 : 4 : unit:  mm horiaontal vertical cap lead wire (awg30) signal-wire (color:  red) gnd-wire (color:  black) connector (japan automatic machine co.,ltd.) housing (model no.:  jb20-02hc) terminal (model no.:  508310-2ma) serial no. label 2 4.9  0.3 2.9  0.3 3 2.8  0.3 1.6  0.3 4.4  0.3 2  0.05 50  5 ?6.5 13.6 ?5.5 2.3 7 1.6 1.6 6 1 2.6 1 7.3 1 c0.3 r0.3 4 4 6.75 8 2 - ?.8  0.05 (hole) 1  1.5 4  1.5 ?.5 lead wire area xxxxxxx xxxx 1 : 2 : 3 : 4 : unit:  mm sud-40165cb00 SUD-40150CB00  
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