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		  Datasheet File OCR Text:


		  3 pole ac inlet iec320-c14built-in active pfc function, pf>0.95 protections: short circuit / overload / over voltage / over temperature high power density 5w/in fully enclosed plastic case approvals: ul / cul / tuv / ccc / cb/ ce no load power consumptionAS-120P-48 rated power 100w 120w 120w 120w 100w 87.5% 17 ~ 21v 90% 27 ~ 33.6v 89% 53.3 ~ 67.2v 120w ac-dc single output desktop a s - 1 2 0 p s e r i e s features : 105 ~ 135% rated output power protection type : hiccup mode, recovers automatically after fault con dition is removed protection type : shut down o/p voltage, re-power on to recover 14 ~ 16.8v compliance to en55022(cispr22) class b, fcc part 15j class b compliance to en61000-3-2,3 harmonic current ems immunity emi conduction & radiation model i/p-o/p:4.25kvdc compliance to en61000-4-2,3,4,5,6,8,11, l criteria a ight industry level, connector plug cable standard type r7b,p1m: 2.5 * 5.5 * 11mm, center positive for stock ; other ty pe available by customer requested standard type 120cm of spt-1, 18awg*4c for stock ther type available by cu stomer requested ; o power factor (typ.) pf 0.95/230vac          pf 0.98/115vac at full load over temperature 90 15 (rth2) detect on heatsink of power transistor protection type : shut down o/p voltage, re-power on to recover tuv rheinland product safety geprufresicherheit file name:as-120p-spec   2008-08-25

 mechanical specification file name:as-120p-spec   2008-08-25 ambient temperature ( ) load (%) 0 20 10 30 40 20 40 50 80 60 100 60 50 70 input voltage (vac) 60hz 90 100 95 120 110 160 140 200 180 240 220 264 load (%) ta=25 90 100 80 70 60 50 40 r7b 35 67 c"+" inside inside outside outside c"+" (horizontal) derating curve static characteristics 120w ac-dc single output desktop a s - 1 2 0 p s e r i e s case no.947a unit:mm p/n center p1m plug assignment standard plug(for 20v,24v,48v only) 1200 50 1200 50 167 167 35 67 16awg 2c 18awg 4c 1 4 2 3 11 11 standard plug(for 12v,15v only) pin no 1,4 2,3 output +v -v 2 3 1 4 output + id 2.5 x od 5.5
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