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		  Datasheet File OCR Text:


		   cde cornell dubilier  ? 1605 e. rodney french blvd.  ?  new bedford, ma 02744 ? phone: (508)996-8561 ? fax: (508)996-3830 ?  www. cde.com type sf    motor-run and power supply capacitors    oil filled/impregnated, ac rated, me tallized polypropylene capacitors highlights ?	 self healing ?	 fault current protection up to 10,000 amps afc ?	 low energy consumption ?	 4 - tine, 1/4 quick connect lug terminals are standard  ?	 meets eia standard eia-456-a ?	 ul recognized file number e71645 ?	 csa file number 223507 service life objective capacitance vs. temperature the  capacitance  vs.  temperature  curve  may  be  used  to  determine  the  capacitance  change  as  a  function  of  temperature. capacitance varies by no more than 3%  over the operating temperature range. the service life objective for this series is 60,000 hours  of operating life with a 94% survival rate when operated  at full voltage, 60 hz, and rated ambient temperature.  ac  capacitors  are  frequently  used  at  voltages  and  ambient  temperatures  other  than  rated  conditions.  service	 life	 may	 be	 estimated 	 under	 specifc	 conditions	 of temperature and voltage by using the curves as shown  below and to the right. specifcations        capacitance range:                   voltage range:     capacitance tolerance: temperature range:          dissipation factor: 5.0 f to 120.0 f 240 vac to 660 vac 10% standard,  6% and 3% available C40 oc to 70 oc standard, 90 oc available  cde cornell dubilier  ? 1605 e. rodney french blvd.  ?  new bedford, ma 02744 ? phone: (508)996-8561 ? fax: (508)996-3830 ?  www. cde.com type sf    motor-run and power supply capacitors  outline drawing - oval case style ratings     -  oval  -   rohs compliant  ratings     -  oval  dimensions (inches) case code a b h a 1.31 2.16 see ratings table b 1.56 2.69 see ratings table c 1.91 2.91 see ratings table d 1.97 3.66 see ratings table cap.  stock  catalog case h (f) items part number code (inches) 370 vac oval 70 c case temperature 2.0 s   sfa37s2k219b-f a 2.19 2.0 *   sfa37s2k156b-f a 1.56 3.0 s   sfa37s3k219b-f a 2.19 3.0 *   sfa37s3k156b-f a 1.56 4.0 s   sfa37s4k219b-f a 2.19 4.0 *   sfa37s4k156b-f a 1.56 5.0 s   sfa37s5k219b-f a 2.19 5.0 *   sfa37s5k156b-f a 1.56 6.0 s   sfa37s6k219b-f a 2.19 6.0 *   sfa37s6k156b-f a 1.56 7.5 s   sfa37s7.5k219b-f a 2.19 10.0 s   sfa37s10k288b-f a 2.88 12.5 s   sfa37s12.5k288b-f a 2.88 15.0 s   sfa37s15k288b-f a 2.88 17.5 s   sfc37s17.5k291b-f c 2.91 20.0 s   sfc37s20k291b-f c 2.91 20.0 *   sfa37s20k375b-f a 3.75 25.0 s   sfc37s25k291b-f c 2.91 30.0 s   sfc37s30k291b-f c 2.91 35.0 s   sfc37s35k291b-f c 2.91 40.0 s   sfc37s40k391b-f c 3.91 45.0 s   sfc37s45k391b-f c 3.91 50.0 s   sfc37s50k391b-f c 3.91 440 vac oval 70 c case temperature 2.0 s   sfa44s2k203b-f a 2.03 2.0 *   sfa44s2k156b-f a 1.56 3.0 s   sfa44s3k209b-f a 2.09 3.0 *   sfa44s3k156b-f a 1.56 4.0 s   sfa44s4k209b-f a 2.09 4.0 *   sfa44s4k156b-f a 1.56 5.0 s   sfa44s5k219b-f a 2.19 6.0 s   sfa44s6k288b-f a 2.88 7.5 s   sfa44s7.5k288b-f a 2.88 10.0 s   sfa44s10k375b-f a 3.75 12.5 *   sfa44s12.5k375b-f a 3.75 12.5 *   sfc44s12.5k291b-f c 2.91 15.0 s   sfa44s15k375b-f a 3.75 15.0 *   sfc44s15k291b-f c 2.91 17.5 *   sfc44s17.5k291b-f c 2.91 20.0 s   sfc44s20k391b-f c 3.91 25.0 s   sfc44s25k391b-f c 3.91 30.0 s   sfc44s30k391b-f c 3.91 35.0 s   sfd44s35k391b-f d 3.91 40.0 s   sfd44s40k391b-f d 3.91 45.0 s   sfd44s45k391b-f d 3.91 50.0 s   sfd44s50k391b-f d 3.91 55.0 s   sfd44s55k391b-f d 3.91 60.0 s   sfd44s60k391b-f d 3.91 cap. stock catalog case h (f) items part number code (inches) 240 vac oval 70c case temperature  4.0 *   sfa24s4k219b-f a 2.19 5.0 *   sfa24s5k219b-f a 2.19 6.0 *   sfa24s6k219b-f a 2.19 7.5 *   sfa24s7.5k219b-f a 2.19 10.0 *   sfa24s10k219b-f a 2.19 15.0 *   sfa24s15k263b-f a 2.63 20.0 *   sfa24s20k300b-f a 3.00 25.0 *   sfc24s25k263b-f c 2.63 30.0 *   sfc24s30k263b-f c 2.63 35.0 *   sfc24s35k263b-f c 2.63 40.0 *   sfc24s40k303b-f c 3.03 45.0 *   sfc24s45k303b-f c 3.03 50.0 *   sfc24s50k303b-f c 3.03 60.0 *   sfc24s60k391b-f c 3.91 70.0 *   sfc24s70k391b-f c 3.91 copy & paste a cde part number to check stock online:  go   

  cde cornell dubilier  ? 1605 e. rodney french blvd.  ?  new bedford, ma 02744 ? phone: (508)996-8561 ? fax: (508)996-3830 ?  www. cde.com type sf    motor-run and power supply capacitors  options ?     tinplated steel cans are standard. aluminum           cases, with and without studs, are available         upon request. ?     tighter capacitance tolerances such as 3%             or 6% are available. ?     +90 c ratings are available for hid lighting           and power supply applications.   ?     discharge resistors are available. ?     special terminal lugs such as 2 tines plus 1           fork lugs are available. ?     dual capacitance values are available for 370      part numbering system ratings     - oval  hardware and brackets:   see capacitor hardware, page 5.000 cap.  stock catalog case h (f) items part number code (inches) 660 ac val 70 c case temperature 1.0 s   sfa66s1k156b-f a 1.56 1.0 *   sfa66s1k219b-f a 2.19 2.0 s   sfa66s2k156b-f a 1.56 2.0 *   sfa66s2k219b-f a 2.19 3.0 s   sfa66s3k288b-f a 2.88 4.0 s   sfa66s4k288b-f a 2.88 5.0 s   sfa66s5k375b-f a 3.75 6.0 s   sfa66s6k375b-f a 3.75 8.0 s   sfa66s8k475b-f a 4.75 8.0 *   sfc66s8k291b-f c 2.91 10.0 s   sfa66s10k475b-f a 4.75 10.0 s   sfc66s10k291b-f c 2.91 12.0 s   sfc66s12k391b-f c 3.91 15.0 s   sfc66s15k391b-f c 3.91 18.0 s   sfc66s18k391b-f c 3.91 20.0 s   sfd66s20k391b-f d 3.91 25.0 s   sfd66s25k391b-f d 3.91 30.0 s   sfd66s30k391b-f d 3.91 35.0 s   sfd66s35k491b-f d 4.91 40.0 s   sfd66s40k491b-f d 4.91 sf c 37 s 35 k 291 b -f series case ac volt case material cap tol. % can height var rohs sf a = 1 1/4" oval 24  = 240 vac s = steel 7 = 7.0 f l = 3% 238 = 2.38" a = 2 way 70oc compliant b = 1 1/2 oval 37  = 370 vac t  = aluminum  35 = 35.0 f h = 6% 291 = 2.91" b = 4 way 70 oc -f = compliant     c = 1 3/4" oval 44  = 440 vac    w/steel cover  k = 10% 388 = 3.88" c = 2 way 90 oc blank = not d = 2.0" oval 66  = 660 vac a  = all aluminum 475 = 4.75" d = 4 way 90 oc       compliant 488 = 4.88" e = dual 2,3,4 70 oc f = forks 70 oc  = forks 90 oc h = forks 100 oc  = forks, 70 oc res. k = forks, 90 oc res.   l  = forks 100 oc res.  = other  cop  paste a cde part number to check stock online  o  

 cde cornell dubilier  ? 1605 e. rodney french blvd.  ?  new bedford, ma 02744 ? phone: (508)996-8561 ? fax: (508)996-3830 ?  www. cde.com type sf    motor-run and power supply capacitors  outline drawing - round case style case code ratings    - round  case code d (inches) h p 1.87 see ratings table s 2.12 see ratings table t 2.62 see ratings table cap stock catalog case h (f) items part number code (inches) 370 vac round 70c case temperature 2.0 *   sfp37s2k238b-f p 2.38 3.0 *   sfp37s3k238b-f p 2.38 4.0 s   sfp37s4k238b-f p 2.38 5.0 *   sfp37s5k238b-f p 2.38 6.0 *   sfp37s6k238b-f p 2.38 7.5 *   sfp37s7.5k238b-f p 2.38 10.0 s   sfp37s10k238b-f p 2.38 12.5 s   sfp37s12.5k238b-f p 2.38 15.0 s   sfp37s15k238b-f p 2.38 17.5 *   sfp37s17.5k238b-f p 2.38 20.0 s   sfp37s20k238b-f p 2.38 25.0 s   sfp37s25k288b-f p 2.88 30.0 s   sfp37s30k288b-f p 2.88 35.0 s   sfs37s35k288b-f s 2.88 40.0 s   sfs37s40k288b-f s 2.88 45.0 s   sfs37s45k375b-f s 3.75 50.0 s   sfs37s50k375b-f s 3.75 55.0 s   sfs37s55k375b-f s 3.75 60.0 s   sft37s60k303b-f t 3.03 65.0 *   sft37s65k303b-f t 3.03 70.0 *   sft37s70k303b-f t 3.03 75.0 *   sft37s75k391b-f t 3.91 80.0 s   sft37s80k391b-f t 3.91 90.0 *   sft37s90k475b-f t 4.75 100.0 *   sft37s100k475b-f t 4.75 440 vac round 70 c case temperature 2.0 *   sfp44s2k238b-f p 2.38 3.0 *   sfp44s3k238b-f p 2.38 4.0 *   sfp44s4k238b-f p 2.38 5.0 *   sfp44s5k238b-f p 2.38 6.0 *   sfp44s6k238b-f p 2.38 7.5 *   sfp44s7.5k238b-f p 2.38 10.0 s   sfp44s10k238b-f p 2.38 12.5 *   sfp44s12.5k238b-f p 2.38 15.0 s   sfp44s15k288b-f p 2.88 17.5 *   sfp44s17.5k288b-f p 2.88 20.0 s   sfp44s20k288b-f p 2.88 25.0 *   sfs44s25k288b-f s 2.88 30.0 s   sfs44s30k288b-f s 2.88 35.0 *   sft44s35k303b-f t 3.03 40.0 s   sft44s40k391b-f t 3.91 45.0 *   sft44s45k391b-f t 3.91 50.0 s   sft44s50k391b-f t 3.91 55.0 *   sft44s55k391b-f t 3.91 60.0 s   sft44s60k475b-f t 4.75 copy & paste a cde part number to check stock online:  go   

  cde cornell dubilier  ? 1605 e. rodney french blvd.  ?  new bedford, ma 02744 ? phone: (508)996-8561 ? fax: (508)996-3830 ?  www. cde.com type sf    motor-run and power supply capacitors  options ?   tinplated steel cans are standard. aluminum                cases, with and without studs, are available     upon request. ?   tighter capacitance tolerances such as 3% or        6% are available. ?   +90 c ratings are available for hid lighting           and power supply applications. ?    discharge resistors are available. ?   special terminal lugs such as 2 tines plus 1         fork lug are available. ?    dual capacitance values are available for 370     part numbering system hardware and brackets:    see capacitor hardware, page 5.000  ratings    - round -    cap stock catalog case h (f) items part number code (inches) 660 vac round 70c case temperature 2.0 *   sfp66s2k238b-f p 2.38 3.0 *   sfp66s3k238b-f p 2.38 5.0 *   sfp66s5k238b-f p 2.38 7.5 *   sfp66s7.5k288b-f p 2.88 10.0 *   sfp66s10k288b-f p 2.88 12.5 *   sfs66s12.5k288b-f s 2.88 15.0 *   sfs66s15k375b-f s 3.75 17.5 *   sft66s17.5k391b-f t 3.91 20.0 *   sft66s20k391b-f t 3.91 25.0 *   sft66s25k491b-f t 4.91 30.0 *   sft66s30k491b-f t 4.91 35.0 *   sft66s35k491b-f t 4.91 40.0 *   sft66s40k491b-f t 4.91 sf c 37 s 35 k 291 b -f series case ac volt case material cap tol. % can height var rohs sf p = 1 3/4" round 24  = 240 vac s = steel   7 = 7.0 f l = 3% 238 = 2.38" a = 2 way 70oc compliant s = 2.0"    round 37  = 370 vac t  = aluminum  35 = 35.0 f h = 6% 291 = 2.91" b = 4 way 70 oc -f = compliant     t = 2 1/2"  round 44  = 440 vac    w/steel cover  k = 10% 388 = 3.88" c = 2 way 90 oc blank = not 66  = 660 vac a  = all aluminum z = special 475 = 4.75" d = 4 way 90 oc compliant x = other 488 = 4.88" e = dual 2,3,4 70 oc f = forks 70 oc g = forks 90 oc h = forks 100 oc j = forks, 70 oc res. k = forks, 90 oc res.   l  = forks 100 oc res. copy & paste a cde part number to check stock online:  go  
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