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		  Datasheet File OCR Text:


		   description and features cmd28-21 series smt leds electro-optical characteristics and ratings 0.16 17.0 3.0 6.0 150 -40 to +85 -40 to +85 105 150 640 - 0.1 2.8 2.0 1 clear h.e . r ed cmd28-21vrc/tr8/t1 150 -40 to +85 -40 to +85 100 150 660 - 11.0 2.4 1.7 20 clear red cmd28-21src/tr8 150 -40 to +85 -40 to +85 100 150 640 - 1.5 2.8 2.0 20 clear red cmd28-21vr c/tr 8 150 -40 to +85 -40 to +85 105 150 585 - 3.5 2.8 2.0 20 clear yellow cmd28-21vyc/tr 8 cmd28-21vgc/tr8 singl e part number output color package color test current (ma) forward voltage typ. (v) forward voltage max. (v) luminous intens ity min. (mcd) luminous intens ity t yp. (mcd) peak wavelength (nm) storage temperature (  c) peak forward current max. (1  s@ 10%dutycycle)(ma) package type v iewing angle 20 1/2 (degrees ) green clear 20 2.1 2.8 1.0 5.5 - 570 150 105 -40 to +85 -40 to +85 150 single single single single reverse voltage (ir=100  a) (v) 5.0 5.0 5.0 5. 0 5.0 luminous intens ity max. (mcd) power dissipation (mw) operating temperature (  c) lead solder time @ 260  c 555 5 5 1.6 0.16 0.4 150 -40 to +85 -40 to +85 100 150 660 - 1.0 2.4 1.7 1 clear red c md 2 8 -2 1 s r c /t r 8 /t 1 150 -40 to +85 -40 to +85 105 150 570 - 0.1 2.8 2.1 1 clear green cmd28-21vgc/tr8/t1 150 -40 to +85 -40 to +85 105 150 585 - 0.25 2.8 2.1 1 clear yellow cmd28-21vyc/tr 8/t 1 single single single 5.0 5.0 5.0 55 5 surface mount technology ? tape and reel packaged for high-speed autoinsertion. ? convection and vapor-phase reflow compatible. ? compactform enables high density placement. ? gull wing lead form ? packaged 2000 pieces per reel. leading edge led optoelectronic performance ? consistent high brightness. ? low current types available. exceptional reliability ? stringent process controls assure quality. ? extensive qualification testing to meet strictest requirements. ? designed to permit easy post-reflow solder joint i nspection. 0.40 0. 50 0. 26 0.13  0.07 max. 0.80 1.40  0.20 2.50  0.20 4.20 max. 2.00  0.20 cathode all dimensions in mm. america: cml innovative technologies,inc. 147 central avenue hackensack -nj 07601 -usa tel:1-201-489 -8989 fax:1-201-489 -6911 e-mail:americas@cml-it.com europe: cml technologies gmbh &co.kg robert-bunsen-str.1 67098 bad d?rkheim -germany tel:+49 (0)6322 9567-0 fax:+49 (0)6322 9567-88 e-mail:europe@cml-it.com asia: cml innovative technologies,inc. 61 aida street singapore 459975 tel:(65)9630 -5003 e-mail:asia@cml-it.com cml-it reserves the right to make specification revisions that enhance the design and/or performance of the product cmd28-21 series smt leds




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of CMD28-21VGCTR8 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























