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		  Datasheet File OCR Text:


		  127 schurter, inc. ? phone 707-778-6311 ? fax 707-778-6401 ? e-mail info@schurterinc.com ? website http://www.schurterinc.com b a c order numbers  standard rated current  / voltage breaking capacity voltage drop at in power dissipation at 1.5 ?in pre-arcing l 2 t at 4 ?in packaging series mga 125v ma / a / v ~ a ~  ac / dc cos phi 1 typical mv typical mv typical a 2 s order no.suffix 3410.0021.xx 3410.0022.xx 3410.0025.xx 3410.0027.xx 3410.0029.xx 3410.0031.xx 3410.0033.xx 3410.0035.xx 3410.0036.xx 3410.0037.xx 3410.0240.xx 3410.0141.xx 200 ma / 125v 250 ma / 125v 375 ma / 125v 500 ma / 125v 750 ma / 125v 1       a / 125v 1.5     a / 125v 2       a / 125v 2.5 a / 125v 3       a / 125v 4       a /   63v 5       a /   32v 50a / 125v 50a / 125v 50a / 125v 50a / 125v 50a / 125v 50a / 125v 50a / 125v 50a / 125v 50a / 125v 50a / 125v 50a /  63v 50a /  32v 202 176 140 126 118 114 123 117 115 112 110 90 40 44 52 68 88 114 185 234 288 336 440 450 0.0013 0.0034 0.0037 0.0067 0.015 0.043 0.12 0.20 0.54 0.34 0.76 1.04 100 pieces taped & bagged: .xx = .01 750 pieces taped & reeled: .xx = .02 3,000 pieces taped & reeled:  .xx = .03 10,000 pieces taped & reeled:  .xx = .04 mga 125v   125v quick-acting surface mount fuse technical data approvals: c-ul-us recognition 100ma-3a/125v  file #e41599             4a/  63v             5a/  32v fusing time in seconds t s rated current i n ? "flip chip" design mounts on any side ? lowest resistance ? quick-acting ? hermetically sealed for operating temperatures in excess of 150?c ? low energy let-through ? superior cycling new enlargement time current characteristics                             n ?in in 2.5 ?in  rated current in 200ma ?5a 3  4 h   5 s n n n n built according to eiasocm-3216 (equivalent to 1206), ul 248-14 rated current see chart time current characteristic quick-acting breaking capacity 50a ac / dc ambient temperature max. tu -40?c / to +125?c climatic category 50/ 150/ 21 acc. to iec 60068 solderability reflow and wave: 245?c / 5 sec. acc. to eia-722, 4.8 material:  housing                terminals ceramic copper alloy, tin plated packaging 8mm tape and reel per eia-rs481 (equivalent to iec 286-3) dimensions in mm reflow wave a 1.14 1.65 b 1.52 1.52 c 2.93 2.03 max. 14.4 8.4 180 12.8 4   0.1 1.91   0.01 2   0.05 3.56   0.1 1.5 3.5   0.05 1.75   0.1 8   0.3 0.25 3.2 1.6 1.6
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