

	
			
			
			[image: ]	

	
				
			 
				
			
				
	
		
			
	 
	Part Number	Hot Search : 
			

						15800			SP483			SP483CN			S822TRW			GRM31C			DG445DY			11N120CN			ERIES			

			
	
	Product Description

			
	
	Full Text Search




				


		
		
		


			




			
				 	
				To Download 
				EM258512V Datasheet File

	
				 
				If you can't view the 
				Datasheet, Please click here to try to view without PDF Reader .	
				 



[image: ]


			
				
					





				　



			 



	

	



		



			
				


				


			



		
 
		





		  Datasheet File OCR Text:


		  50 ? magnum wire management products                  power distribution blocks                             base & rail mount                                euro-mag series                                    single & double row connectors                                               pcb    cage clamp                               filtered connectors em3923 series euro-mag terminal blocks 3.50 centers; modular specifications rating :  8a, 300v center spacing :  .138   (3.50 mm) wire range :  #16-26 awg housing material :  ul rated 94v0 thermoplastic contact material :  brass tin plated cage clamp:   brass, nickel plated screw size :  m2.0 nickel plated steel operating temperature :  105  c (221  f) max., -40  c  (-67  f) min. torque rating :  2.5 in-lb. recommended pcb hole diameters :  .055" (1.40) construction :  modular design features dove-tails for interlocking to achieve longer lengths agency information : ul/csa; ce certified part numbering system series # of poles 02 to  24 em3923 poles 2 3 4 5 6 7 8 9 10 11 12 13 l (mm) 7.00 10.50 14.00 17.50 21.00 24.50 28.00 31.50 35.00 38.50 42.00 45.50 poles 14 15 16 17 18 19 20 21 22 23 24 l (mm) 49.50 52.50 56.00 59.50 63.00 66.50 70.00 73.50 77.00 80.50 84.00 to convert to inches, divide by 25.4 table a 7.2+ _0.3 (0.283") 0.5+ _0.1 (0.020") 3.7+ _0.3 (0.146") 8.5+ _0.3 (0.335") 3.5+ _0.3 (0.138") l+ _0.5 0.9+ _0.1 (0.035") 3.5+ _0.1 (0.137") 1.75+ _0.3 (0.069") 3.7+ _0.3 (0.146") 3.5+ _0.1 (0.137")  1.3 (  0.051") 7.2+ _0.3 (0.283") em392305

 51 .33 (8.5) .29 (7.3) .09 (2.3) .14 (3.6) .02 (.50) .150 (3.81) .075 (1.90) .031 (.79) l em3503 series euro-mag terminal blocks 3.81 centers; modular specifications rating :  8a, 300v center spacing :  .150   (3.81 mm) wire size :  #16-26 awg housing material :  ul rated 94v0 thermoplastic contact material :  brass tin plated screw size :  m 2x3 zinc plated steel operating temperature :  105  c (221  f) max., -40  c  (-40  f) min. torque rating :  4.5 in-lb. recommended pcb hole diameters :  .055   (1.40) construction :  modular design features dove-tails for interlocking to achieve longer lengths approvals :  ul/csa; ce certified part numbering system series # of positions 02  to  24 e m 3 5 0 3 poles 2 3 4 5 6 7 8 9 10 11 12 13 l (mm) 7.62 11.43 15.24 19.05 22.86 26.67 30.48 34.29 38.10 41.91 45.72 49.53 poles 14 15 16 17 18 19 20 21 22 23 24 l (mm) 53.34 57.15 60.96 64.77 68.58 72.39 76.20 80.01 83.82 87.63 91.44 to convert to inches, divide by 25.4 table a em350305 single & double row                                   euro-mag series                                     base & rail mount                                 power distribution blocks                  wire management products filtered connectors                                     pcb    cage clamp                                connectors 

 52 ? magnum wire management products                  power distribution blocks                             base & rail mount                                euro-mag series                                    single & double row connectors                                               pcb    cage clamp                               filtered connectors l .035 (.90) .19 (4.9) .40 10.2) .197 (5.00) .10 (2.50) .10 (2.5) .57 (14.5) .10 (2.6) .33 (8.5) .12 (3.1) .07 (1.8) .03 (0.8) to convert to inches, divide by 25.4 em2585 series euro-mag terminal blocks 5.00 centers; modular specifications rating :  16a, 300v center spacing :  .197   (5.00 mm) consult factory for .394   (10.00 mm) wire range :  #12-26 awg housing material :  ul rated 94v0 thermoplastic contact material :  brass tin plated screw size :  m3x5 zinc plated steel operating temperature :  105  c (221  f) max., -40  c  (-40  f) min. torque rating :  7 in-lb.  recommended pcb hole diameters :  .055   (1.40) construction :  modular design features dove-tails for interlocking to achieve longer lengths connector style :  rising cage clamp  agency information :  ul/csa; ce certified position 02 03 04 05 06 07 08 09 10 11 12 13 l (mm) 10.00 15.00 20.00 25.00 30.00 35.00 40.00 45.00 50.00 55.00 60.00 65.00 position 14 15 16 17 18 19 20 21 22 23 24 l (mm) 70.00 75.00 80.00 85.00 90.00 95.00 100.00 105.00 110.00 115.00 120.00 part numbering system series # of positions orientation 02 to  24 h  - horizontal v  - vertical e m  2 5 8 5 table a l .197 (5.00) .40 (10.2) .10 (2.5) .10 (2.5) .10 (2.5) .57 (14.5) .18 (4.7) .035 (.90) .12 (3.1) .34 (8.5) .031 (.79) horizontal em258505v vertical

 53 5+ _0.1 (0.197") 3.5+ _0.3 (0.138") 13.3+ _0.3 (0.524") 15.3+ _0.3 (0.602") 0.8+ _0.1 (0.031") 7+ _0.3 (0.276") 2.5+ _0.3 (0.098") 5+ _0.1 (0.197") l+ _0.5 0.9+ _0.1 (0.035") 7+ _0.3 (0.276") 13.3+ _0.3 (0.524")  1.4~1.5 (  0.055"~0.059") em3225 series euro-mag terminal blocks 35  angle; 5.00 centers; modular specifications rating :  16a, 300v center spacing :  .197   (5.00 mm) consult factory for .393" (10.00 mm) wire range :  #14-24 awg housing material :  ul rated 94v0 thermoplastic contact material :  brass tin plated  cage clamp: brass, nickel plated  screw size :  m2.6 nickel plated steel operating temperature :  105  c (221  f) max., -40  c  (-40  f) min. torque rating :  5 in-lb. recommended pcb hole diameters :  .055" (1.40) construction :  modular design features dove-tails for interlocking to achieve longer lengths agency information :  ul/csa; ce certified poles 2 3 4 5 6 7 8 9 10 11 12 13 l (mm) 10.00 15.00 20.00 25.00 30.00 35.00 40.00 45.00 50.00 55.00 60.00 65.00 poles 14 15 16 17 18 19 20 21 22 23 24 l (mm) 70.00 75.00 80.00 85.00 90.00 95.00 100.00 105.00 110.00 115.00 120.00 to convert to inches, divide by 25.4 table a part numbering system series # of poles 02 to  24 em3 2 25 em322505 single & double row                                   euro-mag series                                     base & rail mount                                 power distribution blocks                  wire management products filtered connectors                                     pcb    cage clamp                                connectors 

 54 ? magnum wire management products                  power distribution blocks                             base & rail mount                                euro-mag series                                    single & double row connectors                                               pcb    cage clamp                               filtered connectors em2205 series euro-mag terminal blocks 45  angle, 5.00 centers, modular specifications rating :  10a, 300v center spacing :  .197   (5.00 mm) consult factory for .393" (10.00 mm) wire range :  #12-24 awg housing material :  grey polyamide type 6/6, 94v0 contact material :  brass tin plated cage clamp:   brass, tin plated screw size :  m2.6 chromate steel operating temperature :  105  c (221  f) max., -33  c  (-27  f) min. torque rating :  3.5 in-lb. recommended pcb hole diameters :  .055" (1.40) construction :  modular design features dove-tails for inter- locking to achieve longer lengths agency information :  ul/csa; ce certified poles 2 3 4 5 6 7 8 9 10 11 12 13 l (mm) 10.00 15.00 20.00 25.00 30.00 35.00 40.00 45.00 50.00 55.00 60.00 65.00 poles 14 15 16 17 18 19 20 21 22 23 24 l (mm) 70.00 75.00 80.00 85.00 90.00 95.00 100.00 105.00 110.00 115.00 120.00 to convert to inches, divide by 25.4 table a part numbering system series # of poles 02 to  24 em22 05 em220505

 55 l .13 (3.3) .35 (9.0) .031 (0.8) .44 (11.2) .20 (5.08) .24 (6.1) .10 (2.54) 0.52 (13.21) 0.138 (3.5) .035 (.09) t o   convert   to   inches,   divide   by   25.4 em2505   series eu r o-mag   t erminal   blocks 5.08   centers;   modular specific a tions rating :    16a,   300v center   spacing :    .20 0 ?   (5.08   mm) consult   factory   for   .40 0 ?   (10.16   mm) wi r e   range :    #12-26   a wg housing   material :    u l rated   94v0   thermoplastic contact   material :    brass   tin   plated sc r ew   size :    m3x5   zinc   plated   steel operating   t emperatu r e :    105  c   (22 1  f)   max.,   -4 0  c (-4 0  f)   min. t o r que   rating :    7   in-lb.  recommended   pc b hole   diameters :    .05 5 ?   (1.40) construction :    modular   design   featu r es   dove-tails   for interlocking   to   achieve   longer   lengths connector   style :    rising   cage   clamp agency   information position 02 03 04 05 06 07 08 09 10 11 12 13 l   (mm) 10.16 15.24 20.32 25.40 30.48 35.56 40.64 45.72 50.80 55.88 60.96 66.04 position 14 15 16 17 18 19 20 21 22 23 24 l   (mm) 71.12 76.20 81.28 86.36 91.44 96.52 101.60 106.68 111.76 116.84 121.92 part   numbering   system serie s #   of   position s orientation 02 to 2 4 v  -   vertical e m 2 5 0 5 t abl e a em250505v eu r o-mag   series       pcb ?   cage   clamp 

 56 ? magnum wire management products                  power distribution blocks                             base & rail mount                                euro-mag series                                    single & double row connectors                                               pcb    cage clamp                               filtered connectors 0.8  0.1 (0.031") 15.3  0.3 (0.602") 13.3  0.3 (0.524") 2.54  0.3 (0.100") 7  0.3 (0.276") l  0.5 3.5  0.3 (0.138") 5.08  0.1 (0.200") l  0.5 0.9  0.1 (0.035") 5.+ _0.3 (0.213") 5.08  0.1 (0.200") 9.9  0.3 (0.390")  1.4~1.5 (  0.055"~0.059") em3228 series euro-mag terminal blocks 35  angle; 5.08 centers; modular specifications rating :  16a, 300v center spacing :  .200   (5.08 mm) consult factory for .400" (10.16 mm) wire range :  #14-24 awg housing material :  ul rated 94v0 thermoplastic contact material :  brass tin plated cage clamp: brass, nickel plated screw size :  m2.6 nickel plated steel operating temperature :  105  c (221  f) max., -40  c  (-40  f) min. torque rating :  5 in-lb. recommended pcb hole diameters :  .055" (1.40) construction :  modular design features dove-tails for interlocking to achieve longer lengths agency information :  ul/csa; ce certified poles 2 3 4 5 6 7 8 9 10 11 12 13 l (mm) 10.16 15.24 20.32 25.40 30.48 35.56 40.64 45.72 50.80 55.88 60.96 66.04 poles 14 15 16 17 18 19 20 21 22 23 24 l (mm) 72.12 76.20 81.28 86.36 91.44 96.52 101.60 106.68 111.76 116.84 121.92 to convert to inches, divide by 25.4 table a part numbering system series # of poles 02 to  24 em3228 em322805

 57 7.5+ _0.1 (0.295") l+ _0.5 1+ _0.1 (0.039") 7.5+ _0.1 (0.295") 3.5+ _0.3 (0.138") 0.8+ _0.1 (0.031") 14+ _0.3 (0.551") 10.+ _0.3 (0.402") 5.4+ _0.3 (0.213") 2.5+ _0.3 (0.098") 10.2 + _ 0.3 (0.402")  1.4~1.5 (  0.055"~0.059") 5.4+ _0.3 (0.213") em2507 series euro-mag terminal blocks 7.50 centers; modular specifications rating :  16a, 300v center spacing :  .295   (7.50) wire range :  #14-22 awg housing material :  ul rated 94v0 thermoplastic contact material :  brass tin plated cage clamp:   brass, nickel plated screw size :  m2.6 nickel plated steel operating temperature :  105  c (221  f) max., -40  c  (-40  f) min. torque rating :  5.0 in-lb. recommended pcb hole diameters :  .055" (1.40) construction :  modular design features dove-tails for interlocking to achieve longer lengths agency information :  ul/csa; ce certified part numbering system series # of poles 02 to  24 em2507 poles 2 3 4 5 6 7 8 9 10 11 12 13 l (mm) 15.00 22.50 33.00 37.50 45.00 52.50 60.00 67.50 75.00 82.50 90.00 97.50 poles 14 15 16 17 18 19 20 21 22 23 24 l (mm) 105.00 112.50 120.00 127.50 133.00 142.50 150.00 157.50 165.00 172.50 180.00 to convert to inches, divide by 25.4 table a em250705 single & double row                                   euro-mag series                                     base & rail mount                                 power distribution blocks                  wire management products filtered connectors                                     pcb    cage clamp                                connectors 

 58 ? magnum wire management products                  power distribution blocks                             base & rail mount                                euro-mag series                                    single & double row connectors                                               pcb    cage clamp                               filtered connectors 7.5+ _0.1 (0.295") l+ _0.5 1+ _0.1 (0.039") 7.5+ _0.1 (0.295") 3.5+ _0.3 (0.138") 0.8+ _0.1 (0.031") 14+ _0.3 (0.551") 10.+ _0.3 (0.402") 5.4+ _0.3 (0.213") 2.5+ _0.3 (0.098") 10.2 + _ 0.3 (0.402")  1.4~1.5 (  0.055"~0.059") 5.4+ _0.3 (0.213") em3227 series euro-mag terminal blocks 35  angle, 7.50 centers; modular specifications rating :  16a, 300v center spacing :  .295   (7.50 mm) consult factory for .400" (10.16 mm) wire range :  #14-24 awg housing material :  ul rated 94v0 thermoplastic contact material :  brass tin plated cage clamp:  brass, nickel plated screw size :  m2.6 nickel plated steel operating temperature :  105  c (221  f) max., -40  c  (-40  f) min. torque rating :  5.0 in-lb. recommended pcb hole diameters :  .055" (1.40) construction :  modular design features dove-tails for interlocking to achieve longer lengths agency information :  ul/csa; ce certified part numbering system series # of poles 02 to  24 em3227 poles 2 3 4 5 6 7 8 9 10 11 12 13 l (mm) 15.00 22.50 33.00 37.50 45.00 52.50 60.00 67.50 75.00 82.50 90.00 97.50 poles 14 15 16 17 18 19 20 21 22 23 24 l (mm) 105.00 112.50 120.00 127.50 133.00 142.50 150.00 157.50 165.00 172.50 180.00 to convert to inches, divide by 25.4 table a em322705

 59   em2506 series euro-mag terminal blocks 7.62 centers; modular specifications rating :  16a, 300v center spacing :  .300   (7.62) wire range :  #14-24 awg housing material :  ul rated 94v0 thermoplastic contact material :  brass tin plated cage clamp:   brass, nickel plated screw size :  m2.6 nickel plated steel operating temperature :  105  c (221  f) max., -40  c  (-40  f) min. torque rating :  5.0 in-lb.  recommended pcb hole diameters :  .055" (1.40) construction :  modular design features dove-tails for interlocking to achieve longer lengths agency information :  ul/csa; ce certified part numbering system series # of poles 02 to  24 em2506 poles 2 3 4 5 6 7 8 9 10 11 12 13 l (mm) 15.24 22.86 30.48 38.10 45.72 53.34 60.96 68.58 76.20 83.82 91.44 99.07 poles 14 15 16 17 18 19 20 21 22 23 24 l (mm) 106.69 114.31 121.93 129.55 137.17 144.79 152.41 160.03 167.65 175.27 182.89 to convert to inches, divide by 25.4 table a em250605 single & double row                                   euro-mag series                                     base & rail mount                                 power distribution blocks                  wire management products filtered connectors                                     pcb    cage clamp                                connectors 

 60 ? magnum wire management products                  power distribution blocks                             base & rail mount                                euro-mag series                                    single & double row connectors                                               pcb    cage clamp                               filtered connectors l+ _0.5 0.9+ _0.1 (0.035") 3.5+ _0.3 (0.138") 7.62+ _0.1 (0.300") 7+ _0.3 (0.276") 0.8+ _0.1 (0.031") 15.3+ _0.3 (0.602") 13.3+ _0.3 (0.524") 3.81+ _0.3 (0.150") 13.3+ _0.3 (0.524") 7.62+ _0.1 (0.300") 7+ _0.3 (0.276")  1.4~1.5 (  0.055"~0.059") em3226 series euro-mag terminal blocks 35  angle, 7.62 centers; modular specifications rating :  16a, 300v center spacing :  .300   (7.62) wire range :  #14-24 awg housing material :  ul rated 94v0 thermoplastic contact material :  brass tin plated cage clamp:   brass, nickel plated screw size :  m2.6 nickel plated steel operating temperature :  105  c (221  f) max., -40  c  (-40  f) min. torque rating :  5.0 in-lb. recommended pcb hole diameters :  .055" (1.40) construction :  modular design features dove-tails for interlocking to achieve longer lengths agency information :  ul/csa; ce certified part numbering system series # of poles 02 to  24 em3 2 26 poles 2* 3* 4 5 6 7 8 9 10 11 12 13 l (mm) 15.24 22.86 30.48 38.10 45.72 53.34 60.96 68.58 76.20 83.82 91.44 99.07 poles 14 15 16 17 18 19 20 21 22 23 24 l (mm) 106.69 114.31 121.93 129.55 137.17 144.79 152.41 160.03 167.65 175.27 182.89 * mold to length to convert to inches, divide by 25.4 table a em322605




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of EM258512V 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























