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		  Datasheet File OCR Text:


		  regulato r rev.: a date:  12-21-07 b d o x r e crysteks new  b d o x r e   series regulators offer dc voltage regulation integrated in a  rugged connectorized sma housing.  simply connect the +6vdc wall adapter to the  input using the adapter cable and it will provide a clean dual regulated 250ma dc output  at the specifed voltage.  available off the shelf in +1.8 / +2.5 vdc and +3.3 / +5.0 vdc.  customers may also specify output voltage combinations. perfect for lab use when a  dual dc output power supply is required. the  b d o x r e  regulator is also offered in a kit that includes all items required to provide  a dc power supply solution.           

 regulato r rev.: a date:  12-21-07 b d o x r e part number description crbr-1.8-2.5v-kit +1.8vdc & +2.5vdc redbox regulator, adapter  cable, wall adapter, sma to alligator clips crbr-3.3-5.0v-kit +3.3vdc & +5.0vdc redbox regulator, adapter  cable, wall adapter, sma to alligator clips crbr-1.8-2.5v +1.8vdc & +2.5vdc connectorized regulator crbr-3.3-5.0v +3.3vdc & +5.0vdc connectorized regulator ccadp-mm-6 rg174 cable, sma/2.1mm male/male ccsmacl-mc-24 24 rg174 cable, sma to alligator clips ctran-600 +6vdc (0.6a) wall adapter pro power spec: operating temp.     -40c to 85c storage:       -45c to 90c input voltage:   (crbr-1.8-2.5v)  +3.0vdc min.,+6vdc max.   (crbr-3.3-5.0v)  +5.5vdc min.,+6vdc max. output voltage:      per pn selection output current per side:    250 ma max output voltagetolerance:   +/- 1% max adapter cable p/n ccadp-mm-6 supplied with kit. caution : care must be taken  when using unspecifed wall  adapters as unloaded volt - age may exceed specifed input  voltage resulting in regulator  damage. 0.625 (15.88) 0.625 (15.88) 0.625 (15.88) ? 0.118     thru 2x (3.00) sma x3 1.250 (31.75) front redbox regulator 3.3vdc 250ma 5.0vdc 250ma 1.250 (31.75) 0.590 (14.99) side 0.250 (6.35) back 1.000 (25.40) 1.000 (25.40) ? 0.118     thru 2x (3.00) adapter cable p/n ccsmacl-mc-24 supplied with kit. +6vdc wall adapter p/n ctran-600 supplied with kit.
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