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		  Datasheet File OCR Text:


		  surface mount sop sockets no. skt-01-1098 for custom connector solutions or the name and location of  your nearest meritec sales representative or distributor call 1-888-meritec (888-637-4832). meritec  ?   1359 west jackson street  ?  post office box 8003  ?  painesville, ohio 44077 phone:  888-meritec or (888-637-4832) / (440) 354-3148  ?  fax:  (440) 354-0509  ?  internet: www.meritec.com ? meritec smtsopskt 01 1098 10m the psop, tsop and ssop sockets are designed  for  use   in   oem, prototyping and programming applications.  the unique positive locking lid secures devices  to  high normal  force surface  mount  contacts.  the  common land-pad foot-print  of  the   socket   and   device eliminates the need to  modify  a  pcb  layout  after development  stages.  these  zero   insertion   force sockets  can  be  effortlessly  loaded  and  unloaded minimizing  the  potential  risk  of  damaged  leads. features and benefits ? for oem, prototyping, programming and test applications ? surface mount ? zero insertion force ? land pad footprint common for package and socket ? positive locking lid design ? effortless loading and unloading ? high normal force contacts ? available without alignment pins for pick and place ? available with alignment pins to facilitate hand placement ? standard packaging is in trays or tape and   reel configurations. specifications electrical: ? contact resistance:  30 milliohms max. ? current rating:  0.5 amp ? dielectric withstanding voltage:  250v ac ? insulation resistance:  500 mega ohms mechanical: ? contact material:  copper alloy with pbsn plating ? minimum insertion/withdrawal cycles:  50 environmental: ? body, lid and locking material:  lcp ? flammability:  94v-0 ? temperature range:  -55?c to +105?c    where quality assures performance all statements, specifications and technical information on this data sheet are subject to change at any time without notice  www..net

 meritec  ?   1359 west jackson street  ?  post office box 8003  ?  painesville, ohio 44077 phone:  888-meritec or (888-637-4832) / (440) 354-3148  ?  fax:  (440) 354-0509  ?  internet:  www.meritec.com ? meritec smtsopskt 01 1098 10m for custom connector solutions or the name and location of  your nearest meritec sales representative, call 1-888-meritec (888-637-4832). surface mount 1.27mm psop socket no. skt-01-1098 a m i db m i dc m i d r e b m u n t r a p c e t i r e m d r a d n a t s . y t q e g a k c a p e g a k c a ps d a e l #m ms e h c n im ms e h c n im ms e h c n i t u o h t i w s n i p t n e m n g i l a h t i w s n i p t n e m n g i l a y a r t r e p m m 7 2 . 1 p o s p 4 40 1 . 0 35 8 1 . 17 6 . 6 20 5 0 . 10 9 . 1 36 5 2 . 11 0 - 4 4 - 1 2 0 0 8 92 0 - 4 4 - 1 2 0 0 8 92 3 e p a t l e e r & 0 5 2 dimension chart millimeters(inches) minimum area clear of other components 1.27 (.050) ? thru for optional alignment pins 2 places 0.50 (.0197) 5.08 (.200) 1.27 (.050) 2.11 (.083) b c 16.51 (.650) 7.33 (.289) 19.52 (.769) a 1.27 (.050) pitch optional, removable alignment pins 13.10 (.516) 1.98 (.078) 3.48 (.137) 27.94 (1.100) socket land-pad footprint *  note: when ordering tape and reel packaging, the part number should be followed by the letter "k" * *  www..net

 meritec  ?   1359 west jackson street  ?  post office box 8003  ?  painesville, ohio 44077 phone:  888-meritec or (888-637-4832) / (440) 354-3148  ?  fax:  (440) 354-0509  ?  internet: www.meritec.com ? meritec smtsopskt 01 1098 10m for custom connector solutions or the name and location of  your nearest meritec sales representative, call 1-888-meritec (888-637-4832). surface mount 0.80mm ssop socket no.  skt-01-1098 optional, removable alignment pins 19.52 (.769) a 0.80 (.0315) pitch minimum area clear of other components 1.27 (.050) ? thru for optional alignment pins 2 places 0.40 (.016) 3.20 (.126) 0.80 (.0315) 2.39 (.094) b c 15.20 (.598) 6.28 (.247) 27.94 (1.100) 13.10 (.516) 1.98 (.078) 3.48 (.137) dimension chart millimeters(inches) socket land-pad footprint a m i db m i dc m i d r e b m u n t r a p c e t i r e m d r a d n a t s . y t q e g a k c a p e g a k c a ps d a e l #m ms e h c n im ms e h c n im ms e h c n i t u o h t i w s n i p t n e m n g i l a h t i w s n i p t n e m n g i l a y a r t r e p m m 0 8 . 0 p o s s 6 50 6 . 5 28 0 0 . 10 6 . 1 20 5 8 .8 3 . 7 28 7 0 . 11 0 - 6 5 - 2 2 0 0 8 92 0 - 6 5 - 2 2 0 0 8 92 3 e p a t l e e r & 0 5 2 *  note: when ordering tape and reel packaging, the part number should be followed by the letter "k" * *  www..net

 a m i db m i dc m i d r e b m u n t r a p c e t i r e m d r a d n a t s . y t q e g a k c a p e g a k c a ps d a e l #m ms e h c n im ms e h c n im ms e h c n i t u o h t i w s n i p t n e m n g i l a h t i w s n i p t n e m n g i l a y a r t r e p m m 0 5 . 0 p o s t 0 45 8 . 1 17 6 4 .0 5 . 94 7 3 .1 6 . 3 16 3 5 .1 0 - 0 4 - 0 2 0 0 8 92 0 - 0 4 - 0 2 0 0 8 90 7 8 45 8 . 3 15 4 5 .0 5 . 1 13 5 4 .2 6 . 5 15 1 6 .1 0 - 8 4 - 0 2 0 0 8 92 0 - 8 4 - 0 2 0 0 8 93 6 6 55 8 . 5 14 2 6 .0 5 . 3 11 3 5 .3 6 . 7 14 9 6 .1 0 - 6 5 - 0 2 0 0 8 92 0 - 6 5 - 0 2 0 0 8 96 5 e p a t l e e r & 0 5 2 0 5 2 0 5 2 ? meritec smtsopskt 01 1098 10m meritec  ?   1359 west jackson street  ?  post office box 8003  ?  painesville, ohio 44077 phone:  888-meritec or (888-637-4832) / (440) 354-3148  ?  fax:  (440) 354-0509  ?  internet:  www.meritec.com surface mount 0.50mm tsop socket no. skt-01-1098 optional, removable alignment pins 23.52 (.926) a 0.50 (.0197) pitch 5.33 (.210) 1.27 (.050) ? thru for optional alignment pins 2 places 0.30 (.012) 3.72 (.146) 1.74 (.069) 31.75 (1.250) 17.60 (.693) 10.16 (.400) 2.00 (.079) 0.50 (.0197) 1.55 (.061) b c minimum area clear of other components millimeters(inches) socket land-pad footprint * dimension chart *  note: when ordering tape and reel packaging, the part number should be followed by the letter "k"    where quality assures performance for custom connector solutions or the name and location of  your nearest meritec sales representative, call 1-888-meritec (888-637-4832). all statements, specifications and technical information on this data sheet are subject to change at any time without notice *  www..net




		


		
			

			▲Up To 
				Search▲    



		 
	
Price & Availability of 980020-40-01 
	[image: ]
	
			


	


	
			
		


				
	
				All Rights Reserved © 
				IC-ON-LINE 2003 - 2022  



	



	
			[Add Bookmark] [Contact 
				Us] [Link exchange] [Privacy policy]
	
				Mirror Sites :  [www.datasheet.hk]   
				[www.maxim4u.com]  [www.ic-on-line.cn] 
				[www.ic-on-line.com] [www.ic-on-line.net] 
				[www.alldatasheet.com.cn] 
				[www.gdcy.com] 
				[www.gdcy.net]





	

	


.
.
.
.
.




		 	We use cookies to deliver the best possible 
	web experience and assist with our advertising efforts. By continuing to use 
	this site, you consent to the use of cookies. For more information on 
	cookies, please take a look at our 
	Privacy Policy.	
	X




 
 























