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		  electrical parameters @ 25  c electr electr onics onics , inc , inc . . tel: (818) 892-0761 f ax: (818) 894-5791 http://www.pca.com pca electronics, inc. 16799 schoenborn st. north hills, ca 91343 product performance is limited to specified parameters.  data is subject to change without prior notice. schematic package EPF8214S crosstalk (db min.) [between channels] common mode rejection (db min.) 30 mhz -18 60 mhz -14 1-30 mhz -30 100 mhz -25 500 mhz -10 62 mhz -45 100 mhz -40 80 mhz -12 30 mhz -50 csf8214s    rev. -   5/10/01 dimensions dim. min. min. max. max. nom. nom. (inches) (millimeters) 10/100 lan interface module f or pc card applications return loss (db min.) ?  isolation :  1500 vrms    ?  cable side impedance :  100  ?     a b c d e f g h i j k l m n p q r .455 .330 .075 --- .005 --- .450 .018 .008 --- 0  .025 --- --- --- --- --- .475 .350 .085 --- .010 --- .470 .022 .012 --- 8  .045 --- --- --- --- --- .465 .340 .080 .350 .007 .050 .460 .020 .010 .057 4  .035 .030 .050 .090 .520 .200 11.55 8.38 1.90 --- .127 --- 11.43 .457 .203 --- 0  .635 --- --- --- --- --- 12.07 8.89 2.03 --- .254 --- 11.94 .559 .305 --- 8  1.14 --- --- --- --- --- 11.81 8.64 2.03 8.89 .178 1.27 11.68 .508 .254 1.45 4  .889 .762 1.27 2.29 13.21 5.08 ocl @ 70  c cable side 350   h 100 khz, 0.1 vrms 8 ma dc bias -2.0 insertion loss (db min.) 100 khz- 100 mhz ?  compatible with intel, tdk, qsi & ics transceivers    ?  guaranteed to operate with 8ma dc bias at 70  c on cable side    ?  low profile, fully integrated with two channels    ?  complies with or exceeds ieee 802.3, 10 bt/100 bx standards   ? receive channel tr ansmit channel 7 6 8 10 9 11 1:1 1:1 1 2 3 16 15 14 a g l k p pad  layout q m r b j hf* e c d i r n pin 1 i.d.
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