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		  Datasheet File OCR Text:


		  features /  benefits operating conditions mdexlummndm_a dialight corporation  1501 route 34 south ? farmingdale, nj 07727  usa tel: (1) 732-919-3119 ? fax: (1) 732-751-5778 ? www.dialight.com minidim led driver  mains dimmable led driver accepts trailing edge phase control voltage to produce dimmed led  light ouput  dimming level down to *20%  choice of max outputs 350 or 700ma  high reliability (no electrolytic capacitors)  thermal, short circuit, over voltage & open circuit protection  cage clamp terminals for easy wiring  en61347-2-13, en62384, en55015,  en61000-3-2 & en61547 compliant   ce, enec-05 approved applications  residential lighting  restaurants, bars & entertainment venues  meeting & conference rooms  display cases & furniture  input voltage 230-240v 50hz  drives 1-9 leds @ 350ma or  1-4 leds @ 700ma  max vf = 32v @ 350ma or 18v @ 700ma  ambient temperature -20oc to +45oc  max case temperature < +85oc  output power 1.0 - 10.5w dialight reserves the right to make changes at any time in order to supply the best product possible. MND70-12-1-ML-N   insta 53128 r/jung 1254 ude/berker/gira   opus 852395   insta 55190 / berker 286710 / jung / gira   epv pab315   crabtree trailing edge push button dimmer   leax lxr600 suggested dimmers ordering information dialight-lumidrives ltd. york house ? wetherby road ? long marston, york, yo26 7nh tel: +44(0) 1904 739150 ? fax: +44(0) 1904 737926 ? www.dialight.com *minimum dimming level determined by dimmer type & load conditions.   larger loads typically allow for deeper dimming.

 mechanical dimensions minidim led driver 99mm x 39mm x 23.5mm (3.90 x 1.54 x 0.93) weight 70g mdexlummndm_a dialight corporation  1501 route 34 south ? farmingdale, nj 07727  usa tel: (1) 732-919-3119 ? fax: (1) 732-751-5778 ? www.dialight.com dialight-lumidrives ltd. york house ? wetherby road ? long marston, york, yo26 7nh tel: +44(0) 1904 739150 ? fax: +44(0) 1904 737926 ? www.dialight.com dialight reserves the right to make changes at any time in order to supply the best product possible. wiring diagram
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