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		  Datasheet File OCR Text:


		   general purpose power relays 0.4w features file no.:cqc02001001951 contact rating inrush rating @ 125vac 110 77.0 11.0 hongfa relay coil power 25200   15%                           16a/ 250vac @85c JQX-115F-I (high inrush) 1h(s)3a(g)(f)   vde file no.:116934 specifications ratings vde0860 shock resistance dielectric strength sealed ip67 & flux proof *note: the agsno 2 material is with indium iso9001*iso/ts16949 *iso14001 certified version: en02-20040601 90 JQX-115F-I JQX-115F-I 1a 50m (at 1a/  6vdc) agsno2 440vac/ 125vdc 16a 4000va 16a  250vac (3 x 104   360 ops/hour) tv-5, 80a (2.5 x 104 ops) 2 x 106 ops1 x 10 5 ops contact arrangementinitial contact resistance max. contact material max. switching voltage max. switching current max. switching power mechanical lifeelectrical life 1000m  500 vdc 5000vac  1min.1000vac  1min. 10kv (1.2x50s) max. 15ms max.  8ms max.  55 100 m/s2 1000 m/s2  10  to 150hz,  20g 35% to 85% -40  to +85 pcb 13.5g miniature high power relay contact data characteristics coil nominal voltage vdc coil resistance (20 ) pick-up voltage vdc drop-out voltage vdc coil data 5 6 12 24 48 60 3.50 4.20 8.40 16.8 33.6 42.0 0.5 0.6 1.2 2.4 4.8 6.0 high inrush tv-5 80a /125vac low height 15.7 mm 5kv dielectric coil to contacts creepage distance 10mm sealed ip67& flux proof types available safety approval ratings initial insulation resistance   between coil and contacts  between open contacts surge voltage between coil and contactsoperate time (at nomi. volt.) release time (at nomi. volt.) temperature rise (at nomi. volt.)                 functional                destructive vibration resistancehumidity ambient temperature termination unit weight construction 62   10% 90   10% 360   10% 1440   10% 5760   15% 7500   15% 9 6.30 0.9 203   10% 18 12.6 1.8 810   10% 7.5 9.0 18 36 72 90 165 13.5 27 max. allowable  voltage vdc(at 20 ) ** * * * *

  general purpose power relays JQX-115F-I characteristics  curve 5mm  1 form a 5mm 1 form a 16 a 1.4 0 1 14 4 8 6 10 12 2 20 16 18  +60 +40 +20 1.0 0.6 0 +80 +100 1000 100 10 3.6 3.4 2.2 1.8 2.6 3.0 life curve coil operating range (dc) operations (x10000 ops) coil voltage(u/un) contact current (a)  ambient temperature( ) 20.16 5.04 a (with indium) 91 coil voltage      5, 6, 9,12, 18, 24, 48, 60, 110vdc JQX-115F-I  / 012 s 3 1h version         3: 5.0mm ordering information type structure      s: sealed  ip67       nil: flux proof contact arrangement     1h: 1 form a outline dimensions, wiring diagram and pc board layout outline dimensions wiring diagram pcb layout contact material         a:   agsno2
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