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		  semitop ? 3 mosfet module SK80MBBB055 publish data features  	
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 mbbb absolute maximum ratings    , 1. /* 
 

 


 symbol conditions values units mosfet ( ## .. ( ( 2## 3 14 ( 5     , 1. -4 /6 7 778 -8 9 5 %   : 7 6    , 1. -4 /6 1;< 78< 9   = ! >> ? 7.4 / inverse diode 5 @ , ! 5     , 1. -4 /6 778 -8 9 5 @% , ! 5 %   : 7 6    , 1. -4 /6 1;< 78< 9   = ! >> ? 7.4 / freewheeling cal diode 5 @ , ! 5     , / 9   = /    ! >> ? 71. /     
	* 74  1a4 / (  9* 7  7 1.44 b ;444 ( characteristics    , 1. /* 
 

 


 symbol conditions min. typ. max. units mosfet ( 0## ( 2# , 4 (* 5  , 4*1. 9 .. ( ( 2# ( 2# , ( # 6 5  , 4*1. 9 1*. ;*1 f 74*a @   ( 2# , 4 (6 ( # , 1. (6  , 7 %g 7*a. @   4*- @ $ #    
  
f f 9 j  5 @ , 96   )= , /6 0 2 , e c   ( 0 , 96 b , 9bc  free-wheeling diode ( @ 5 @ , 96 ( 2# , ( ( 5 00% 
  
f 9 j  5 @ , 96   )= , / c   (  , 96 b , 9bc  mechanical data %7  k
 1*1. 1*. l  ;4  	
 #'%5 & m ;    fig. 3 output characteristic, t p = 80 s, t j = 25 c fig. 4 breakdown voltage vs. temperature fig. 5 typ. turn-on/-off energy=f(ic) fig. 6 typ. turn-on/-off energy=f(rg) fig. 7 gate charge characteristic, i dp = 90 a fig. 8 diode forward characteristic, t p = 80 s sk 80 mbbb 055 mosfet,transistor 2 13-07-2009 dil ? by semikron

 dimensions in mm #n22'# ' $'59%' '0 @0  ' #$'0 &5l# 9l  ' %nl 5l2 &5l# 5l  ' &f 1  	
   88 % this is an electrostatic discharge sensitive device (esds), international standard iec 60747-1, chapter ix. * the specifications of our components may not be considered as an assurance of component characteristics. components have to be tested for the respective application. adjustments may be necessary. the use of semikron products in life support appliances and systems is subject to prior specification and written approval by semikron. we therefore strongly recommend prior consultation of our personal. sk 80 mbbb 055 mosfet,transistor 3 13-07-2009 dil ? by semikron
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