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		  Datasheet File OCR Text:


		                     single p h ase gl ass passi vat ed b r idge re ctifier   vo ltag e  rang e  50 t o  1000 volt s  DF15005M   thru   df1510m  c u r r e n t   1 . 5   a m p e r e     features    dfm   ?   h i gh   forward  su rg e cu rren t cap a b ility  ?   gl ass passi vat e d  c h i p  j unct i on   ?   high case  diel ectric strength  ?   high tem p erature  so l d eri n g guara n teed:  26 0 o c /  10 sec o nds    mechanica l data    ?   case:  tran sfer m o ld ed  p l astic  ?   term in al:  lead  so ld erab le  p e r mil-std-750   m e t hod 2 0 2 6   ?   po larity:  po larity sy m b o l s  m a rk ed   on  case  ?   mo un ting :   any  ?   w e igh t:  0.0 4   o u n ce, 1.0 gr am    ma x i mum r a tings an d electri cal  character isti cs    ?   r a t i ngs at   25 o c am bient te mperat ure  unless  othe rwise s p e c ified  ?   si ngl e pha s e, h a l f   wa ve,   6 0 h z ,  resistiv e or ind u c tiv e lo ad   ?   fo r  cap acitiv e lo ad  d e rate  curren t b y  2 0 %       s y m b o l s df  15005m df  1501m df  1502m df  1504m df  1506m  df  1508m  df  1510m unit  maxi m u m  repetiti ve peak reverse  v o ltage  v rrm   5 0   10 0   2 0 0   40 0   6 0 0   80 0   10 0 0   vol t s m a x i mu m r m s  v o l t a g e   v rms   3 5   7 0   14 0   28 0   4 2 0   56 0   7 0 0   vol t s m a xim u m  dc blo c king voltage  v dc   5 0   10 0   2 0 0   40 0   6 0 0   80 0   10 0 0   vol t s maxi m u m  aver age forwa r d rectif ie d current,  0. 06? ( 1 . 5 m m ) lead length at  t a  =  4 0 o c ( n ote 1)   i (av)   1 . 5   am ps peak forwa r d sur g e current    8. 3 m s single half sine wave super i m p osed on    r a ted load ( j ede c   m e thod)   i fsm   5 0   am ps rating for  fusing ( t          ratings  and characteristic curves DF15005M t h ru  df1510m      sep- 03,  re v a                                        micro electronic ins t rument in c.      
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