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		  Datasheet File OCR Text:


		  m/a-com division of amp incorporated   n   north america:  tel. (800) 366-2266, fax (800) 618-8883   n asia/paci?:  tel. +85 2 2111 8088, fax +85 2 2111 8087 n   europe:  tel. +44 (1344) 869 595, fax +44 (1344) 300 020 www.macom.com amp and connecting at a higher level are trademarks. speci?ations subject to change without notice. 3-4 sma terminations 2001 thru 2004 series v2.00 features small size light weight low vswr ideal for test and measurement as well as system use 1. vswr based on 1.05 + 0.01 f (ghz) max. 2. calibrated termination supplied with data identifying actual vswr values at 2.0, 4.0, 12.4 and 18 ghz. finish is gold. 3. with 2" monel bead chain attached to nickel plated brass eyelet with 0.130 i.d. clearance hole end adds to length of device. 4. power is derated linearly from 3 watts at   25?. vswr based on 1.05:1 + 0.008 f (ghz) max. 5. gold plated body with passivated stainless steel coupling nut. standard ?ish is gold. for passivated stainless steel, change part number suf? from -00 to -02. vswr vswr vswr vswr  frequency power dc - 4 4 - 12.4 12.4 - 18 18 - 26.5 plug jack (ghz) (w) avg. (ghz) (ghz) (ghz) (ghz) part number fig. part number fig. 0.5 dc - 2 1.10:0 - - - 2001-6500-00 2 2002-6500-00 5 2 - 4 1.15:1 dc - 4.0 dc - 2 1.10:1 - - - 2001-6501-00 2 - - 2 - 4 1.15:1 1.0 dc - 1 1.05:1 - - - 2001-6151-02 5 2-- 1 - 4 1.10:1 dc - 1 1.05:1 - - - 2003-6151-02 5 1-- 1 - 4 1.10:1 1.05:1 1.05:1 - - 2001-6116-00 2 2002-6116-00 5 dc - 12.4 0.5 1.05:1 1.05:1 - - 2003-6116-00 1 2004-6116-00 4 1.05:1 1.15:1 1.15:1 - 2001-6105-00 3 3 2002-6105-00 6 3 1.0 1.05:1 1.15:1 1.15:1 - 2001-6100-00 3 2002-6100-00 6 1.05:1 1.15:1 1.20:1 - 2001-6101-00 2 2002-6101-00 5 1.09:1 1 1.17:1 1 1.23:1 1 - 2001-6143-00 2 - - 3.0 4 1.08:1 4 1.15:1 4 1.20:1 4 - 2001-6147-00 2 3 -- 1.05:1 1.05:1 1.05:1 - 2001-6118-00 2 2 2002-6118-00 2 5 1.05:1 1.05:1 1.10:1 - 2001-6117-00 2 2002-6117-00 5 1.10:1 1.10:1 1.10:1 - 2001-6111-00 2 2002-6111-00 5 dc - 18.0 1.05:1 1.15:1 1.20:1 - 2001-6112-00 2 2002-6112-00 5 1.10:1 1.20:1 1.30:1 - 2001-6113-00 2 2002-6113-00 5 1.10:1 1.20:1 1.30:1 - 2001-6115-00 2 3 2002-6114-00 5 3 0.5 1.05:1 1.05:1 1.10:1 - 2003-6117-00 1 2004-6117-00 4 1.10:1 1.10:1 1.10:1 - 2003-6111-00 1 2004-6111-00 4 1.05:1 1.15:1 1.20:1 - 2003-6112-00 1 2004-6112-00 4 1.10:1 1.20:1 1.30:1 - 2003-6113-00 1 2004-6113-00 4 1.10:1 1.20:1 1.30:1 - 2003-6115-00 1 3 2004-6115-00 4 3 1.05:1 1.10:1 1.20:1 1.30:1 2001-6110-00 2 2002-6110-00 5 dc - 26.5 1.05:1 1.10:1 1.20:1 1.30:1 2003-6110-00 1 2004-6110-00 5 l l l l 

 m/a-com division of amp incorporated   n   north america:  tel. (800) 366-2266, fax (800) 618-8883   n asia/pacitc:  tel. +85 2 2111 8088, fax +85 2 2111 8087 n   europe:  tel. +44 (1344) 869 595, fax +44 (1344) 300 020 www.macom.com amp and connecting at a higher level are trademarks. specitcations subject to change without notice. 3-5 sma terminations 2001 thru 2004 series v2.00 all sma standard model terminations are 50 ohms and are derated linearly to 10% power at 125?c. operating temperature range is -54 to +125?c. power derating temperature (?c) power (%) 0? 25? 50? 75? 100? 125? 120 100 80 60 40 20 0 10 figure 1 figure 2 figure 3 figure 4 figure 5 figure 6 typical temperature derating        
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