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		  Datasheet File OCR Text:


		  high-current multilayer ferrite chip bead | | | | | | | | | | | | | | |  acml-0402h standard specifications: applications: features: 1 . 0   x   0 . 5   x   0 . 5m m rohs compliant 3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 08.11.10 visit www.abracon.com for terms & conditions of sale t tape and  reel abracon is  ce r tified  abracon is  iso9001:2008  ce r tified  ? multilayer monolithic structure yields high reliability ? unique terminal electrode structure ensures permissable currents ? high impedence over a wide frequency range ? video equipment, audio equipment ? automotive electrical equipment ? communication equipment ? oa equipment and other p a r t   n o .   i m p e d a n ce   tes t   f r eq .   r dc   r a t e d   c u r r e n t   ( ? )    25 %   ( m h z )   ( ? ) m ax .   ( m a ) m ax .   a c ml - 0 402 h - 0 6 0   6   100   m h z , 200   m v   0 . 05   500   a c ml - 0 402 h - 1 0 0   10   100   m h z , 200   m v   0 . 05   500   a c ml - 0 402 h - 1 1 0   11   100   m h z , 200   m v   0 . 05   500   a c ml - 0 402 h - 1 5 0   15   100   m h z , 200   m v   0 . 1   500   a c ml - 0 402 h - 1 9 0   19   100   m h z , 200   m v   0 . 1   500   a c ml - 0 402 h - 2 2 0   22   100   m h z , 200   m v   0 . 15   500   a c ml - 0 402 h - 3 0 0   30   100   m h z , 200   m v   0 . 2   500   a c ml - 0 402 h - 3 2 0   32   100   m h z , 200   m v   0 . 2   500   a c ml - 0 402 h - 3 3 0   33   100   m h z , 200   m v   0 . 2   500   a c ml - 0 402 h - 4 0 0   40   100   m h z , 200   m v   0 . 2   500   a c ml - 0 402 h - 4 7 0   47   100   m h z , 200   m v   0 . 2   500   a c ml - 0 402 h - 5 0 0   50   100   m h z , 200   m v   0 . 2   500   a c ml - 0 402 h - 6 0 0   60   100   m h z , 200   m v   0 . 2   500   a c ml - 0 402 h - 7 0 0   70   100   m h z , 200   m v   0 . 2   500   a c ml - 0 402 h - 7 5 0   75   100   m h z , 200   m v   0 . 2   500   a c ml - 0 402 h - 8 0 0   80   100   m h z , 200   m v   0 . 2   500   a c ml - 0 402 h - 9 0 0   90   100   m h z , 200   m v   0 . 25   500   a c ml - 0 402 h - 1 0 1   100   100   m h z , 200   m v   0 . 25   500   a c ml - 0 402 h - 1 2 1   120   100   m h z , 200   m v   0 . 25   500   a c ml - 0 402 h - 1 5 1   150   100   m h z , 200   m v   0 . 4   400   a c ml - 0 402 h - 1 8 1   180   100   m h z , 200   m v   0 . 4   400   a c ml - 0 402 h - 2 2 1   220   100   m h z , 200   m v   0 . 4   400   a c ml - 0 402 h - 2 4 1   240   100   m h z , 200   m v   0 . 4   400   a c ml - 0 402 h - 3 0 1   300   100   m h z , 200   m v   0 . 5   300   a c ml - 0 402 h - 3 3 1   330   100   m h z , 200   m v   0 . 5   300     p arameters abracon p/n:   acml-0402h-xxx operating temperature : -55c to + 125c storage temperature: - 5 to + 40 c, humidity 40 % ~ 70%  abracon is  ce r tified  abracon is  iso9001:2008  ce r tified 

 high-current multilayer ferrite chip bead | | | | | | | | | | | | | | |  acml-0402h standard specifications - continued: 1 . 0   x   0 . 5   x   0 . 5m m rohs compliant 3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 08.11.10 visit www.abracon.com for terms & conditions of sale abracon is  ce r tified  abracon is  iso9001:2008  ce r tified  abracon is  ce r tified  abracon is  iso9001:2008  ce r tified  i r :   r a t e   c u rr e nt.   a ppli e d   th e   c u rr e nt   t o   c o il s ,   th e   t e mp e r a t u r e   r i s e   s h a ll   n o t   b e   m o r e   th a n   3 0 p a r t   n o .   i m p e d a n c e   t e s t   f r e q .   rd c r a t e d   c u rr e n t   ( ? )    2 5 %   ( m h z )   ( ? ) m a x .   ( m a ) m ax .   a c m l - 0 4 0 2 h - 4 21   4 2 0   1 00   m h z , 2 0 0   m v   0 . 5   3 00   a c m l - 0 4 0 2 h - 4 81   4 8 0   1 00   m h z , 2 0 0   m v   0 . 5   3 00   a c m l - 0 4 0 2 h - 6 01   6 0 0   1 00   m h z , 2 0 0   m v   0 . 6   3 00   a c m l - 0 4 0 2 h - 1 02   1 0 0 0   1 00   m h z , 2 0 0   m v   0 . 9 5   2 00   a c m l - 0 4 0 2 h - 1 52   1 5 0 0   1 00   m h z , 2 0 0   m v   1 . 1 5   1 00   a c m l - 0 4 0 2 h - 1 82   1 8 0 0   1 00   m h z , 2 0 0   m v   1 . 4   1 00     options and part identification s t a nd ar d   t es t ing   c ondi t i o n o r d i na ry   hu m i d i t y ( 25  t o   85%   rh ) hu m i d i t y 20 2 60  t o   70   %   r h t e m pe r a t u re u n l ess   o t h er w i se   s p ec i f i e d i n   case   o f  doub t o r d i na ry   t e m pe r a t u r e ( 15  t o   3 5 ) a c m l -0 4 02h-               -           to l e r an c e   n :    30 %   i nduc t a n ce   co d e   p l ea s e   r e f e r   t o  t he   t ab l e   on   p age   2   pa c ka g i ng   b l an k :   bu l k   t :   t ape   a nd   r ee l   reflow profile i t e m   r a m p - u p   p r e - h ea t i n g   r e f l o w   p ea k   t e m p .   c ooling   t e m p .   sc o pe   r . t .   ~   1 5 0  c   15 0  c   ~   2 00  c   2 17  c   2 6 0 ? 5  c   p e a k   t e m p .   ~   1 50  c   t i m e   s p e c .   --   6 0   ~   1 80   s e c   6 0   ~   1 5 0   s e c   20   ~   4 0   s e c   - -  

 high current multilayer ferrite chip bead | | | | | | | | | | | | | | |  acml-0402h 1 . 0   x   0 . 5   x   0 . 5m m rohs compliant 3033 2   e s p e ranza , r an c ho  s an t a   mar g ar it a ,  ca lif o r n i a   9268 8 tel   949-546-8000   |   f ax  949-546-800 1 |  ww w . abra c on .c o m revised: 08.11.10 visit www.abracon.com for terms & conditions of sale tape & reel:  tape and reel 10,000 pcs/reel outline drawing: abracon is  ce r tified  abracon is  iso9001:2008  ce r tified  d i m en s i on  :  m m r ec o mm e nd e d   l a nd   p a tt e r n a   b   c   d   1 . 00  0 . 1   0 . 5  0 . 1   0 . 5  0 . 1   0 . 25  0 . 1     a   b c 0 . 4   1 . 2 ~ 1 . 4 0 . 5   attention:   abracon  corporation?s  products  are  cots  ?  commercial-off-the-shelf  products;  suitable  for  commercial,  industrial  and,  where  designated,  automotive  applications.    abracon?s  products are not specifically designed for military, aviation, aerospace, life-dependant medical applications or any application requiring high reliability where component failure could result in loss  of life and/or property.  for applications requiring high reliability and/or presenting an extreme operating environment, written consent and authorization from abracon corporation is required.  please contact abracon corporation for more information.    t= tape and reel (10,000pcs/reel) dimension : mm a b t w p f 0 . 65   1 . 1 5   0 . 6 0   8   2   3 . 5   a b c d 178   6 0   1 0   2      
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