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		  Datasheet File OCR Text:


		        for additio nal information please contact:             vectron international, inc.         267 lowell road         hudson, nh 03051           usa         tel: (603) 598 - 0070   fax: (603) 598 - 0075           www.vectron.com   usa:   vectron international ? 166 glover avenue, norwalk, ct 06856 ? tel: 1 - 88 - vectron - 1 ? fax:  1 - 888 - fax - vectron   europe:   in denmark, finland, ireland, italy,  israel, norway, spain, uk:  tel:  44(0) 1703 766 288 ? fax:  44 (0) 1703 766 822   in austria, belgium, france, germany, luxembourg, netherlands, sweden, switzerland:  tel:  49 (0) 72 63 648 0 ? fax: 49(0) 72 63 125   asia:   in china, taiwan, japan:  tel:  1 - 603 - 598 - 0075 ? in korea, singapore, australia, india:  tel: 1 - 203 - 853 - 4433 ? fax:  1 - 203 - 849 - 1423     vectron international reserves the right to make changes to the product(s) and/or information contained herein without notice.     no liability is assumed as a  result of their use or application.   no rights under any patent accompany the sale of any such product(s) or information.         TFH150A saw filter   preliminary   150 mhz saw filter    for cdma basestation applications       parameter   minimum   maximum   unit   lower 0.5 db frequency     149.410   mhz   upper 0.5 db frequency   150.590     mhz   lower 5 db frequency   149.115     mhz    upper 5 db frequency     150. 885   mhz    lower 15 db frequency   148.750     mhz    upper 15 db frequency     151.250   mhz    lower 30 db frequency   147.750     mhz   upper 30 db frequency     152.250   mhz   ultimate rejection   30     db   insertion loss     25    db   amplitude ripple     0.6   db p - p   phase ripple (withi n 150.0  0.590 mhz)      5   deg. p - p   input return loss   14     db   output return loss   14     db   temperature range of operation   0   80    c     package outline   matching configuration   19mmx6.5mm leadless chip carrier   source/load impedance 50 w   matching component values to be provided  
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