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		  Datasheet File OCR Text:


		  website: website: website: website: website:   www.wickmann.com ?    europe europe europe europe europe  tel: +49 (2302) 662-107 ?    americas americas americas americas americas  tel: +1 (404) 699-7820 ? asia asia asia asia asia  tel: +852 26 14-1108 faxback:  +1 (404) 699-6176   e-mail: sales@wickmann.com   e-mail:  service@wickmannusa.com e-mail: sales@wickmann.com.hk wickmann 000801 000801 000801 000801 000801 20 21 +0,5 ?  5,2 0,65 +0.04 -0.01 103,5 max. ?  5,4 32ma 0032 250v 640 0.1 0.005 50ma 0050 250v 600 0.1 0.009 63ma 0063 250v 560 0.1 0.011 80ma 0080 250v 520 0.2 0.017 100ma 0100 250v 470 0.2 0.022 125ma 0125 250v 420 0.2 0.033 160ma 0160 250v 370 0.2 0.085 200ma 0200 250v 320 0.3 0.12 250ma 0250 250v 280 0.3 0.13 315ma 0315 250v 250 0.3 0.16 400ma 0400 250v 230 0.4 0.28 500ma 0500 250v 210 0.4 0.35 630ma 0630 250v 190 0.5 0.6 800ma 0800 250v 170 0.6 1.1 1.00a 1100 250v 160 0.7 2.0 1.25a 1125 250v 160 0.8 3.2 80a / 250vac 50-60hz cos  j  = 1.0 1 m m m m m inia inia inia inia inia ture ture ture ture ture  f  f  f  f  f uses uses uses uses uses dimensions (mm) dimensions (mm) dimensions (mm) dimensions (mm) dimensions (mm) limits for pre-arcing time limits for pre-arcing time limits for pre-arcing time limits for pre-arcing time limits for pre-arcing time permissible continuous operating current is  permissible continuous operating current is  permissible continuous operating current is  permissible continuous operating current is  permissible continuous operating current is        100  100  100  100  100 % at ambient temperature of 23oc (73.4of). % at ambient temperature of 23oc (73.4of). % at ambient temperature of 23oc (73.4of). % at ambient temperature of 23oc (73.4of). % at ambient temperature of 23oc (73.4of). specifications specifications specifications specifications specifications packaging packaging packaging packaging packaging 000:  bulk (1000 pcs.) 002:  bulk (10 pcs.) 040:  axial leads - bulk (1000 pcs.) 043:  axial leads - tape/reel (1250 pcs.) materials materials materials materials materials tube: glass end caps: nickel-plated brass axial leads: silver-plated caps tin-plated copper wires operating t operating t operating t operating t operating t emperature emperature emperature emperature emperature -25oc to +70oc  (consider de-rating) climatic category climatic category climatic category climatic category climatic category -25oc/+70oc/21  days (en 60068-1..3) stock conditions stock conditions stock conditions stock conditions stock conditions +10oc to +60oc relative humidity    75% yearly average, without dew, maximum value for 30 days-95% vibration resistance vibration resistance vibration resistance vibration resistance vibration resistance 24 cycles at 15 min. each (en 60068-6) 10 - 60hz at 0.75mm amplitude  60 - 2000hz at 10g acceleration solderability solderability solderability solderability solderability 260oc,    3 sec. (wave) 350oc,    1 sec. (hand) soldering heat resistance soldering heat resistance soldering heat resistance soldering heat resistance soldering heat resistance 260oc, 10 sec. (iec 68-2-20) marking marking marking marking marking  , m,  current rating, 250v, c unit weight unit weight unit weight unit weight unit weight 1.1g (approx.) 2.1g (with leads) order order order order order qty. qty. qty. qty. qty. order- order- order- order- order- series series series series series amp code         packaging amp code         packaging amp code         packaging amp code         packaging amp code         packaging information information information information information number       number       number       number       number             201 din 41571, t din 41571, t din 41571, t din 41571, t din 41571, t .2, 250v .2, 250v .2, 250v .2, 250v .2, 250v , m , m , m , m , m time-current characteristic time-current characteristic time-current characteristic time-current characteristic time-current characteristic medium time lag (m) standard standard standard standard standard din 41571, t.2 approvals approvals approvals approvals approvals none features features features features features visual fault indication direct solderable or plug-in versions worldwide availability weblinks weblinks weblinks weblinks weblinks data sheet data sheet data sheet data sheet data sheet www.wickmann.com/products/201.pdf time-current curve time-current curve time-current curve time-current curve time-current curve www.wickmann.com/itcurves packaging packaging packaging packaging packaging www.wickmann.com/pack faxback document # 206 faxback document # 206 faxback document # 206 faxback document # 206 faxback document # 206 rated current 1.5 x i rated 2.1 x i rated    4 x i rated 10 x i rated 32ma ... 1.25a       > 1h   < 10 min     40ms ... 2s 5ms ... 90ms 5x20mm / no.  201 201 201 201 201   rated amp voltage breaking voltage drop power dissipation melting integral    approvals  current code rating capacity 1.0 x i rated 1.5 x i rated   10 x i rated   max. (mv) max. (w) min. (a 2 s) none 1  for higher current ratings, see no. 181.

 website: website: website: website: website:   www.wickmann.com ?    europe europe europe europe europe  tel: +49 (2302) 662-107 ?    americas americas americas americas americas  tel: +1 (404) 699-7820 ? asia asia asia asia asia  tel: +852 26 14-1108 faxback:  +1 (404) 699-6176   e-mail: sales@wickmann.com   e-mail:  service@wickmannusa.com e-mail: sales@wickmann.com.hk wickmann 000801 000801 000801 000801 000801 t t t t t ime (sec.) ime (sec.) ime (sec.) ime (sec.) ime (sec.) contact wickmann for individual i-t curves i i i i i fault fault fault fault fault  / i  / i  / i  / i  / i rated rated rated rated rated m m m m m inia inia inia inia inia ture ture ture ture ture  f  f  f  f  f uses uses uses uses uses 5x20mm / no.           201 201 201 201 201 23456789 110 0 . 0 0 1 0 . 0 1 0 . 1 1 1 0 1 0 0 1 , 0 0 0 1 0 , 0 0 0 1 0 0 , 0 0 0 15 1.5 d in 41 57 1, t .2  (3 2m a ... 1.2 5a ) i-t characteristics (m in-m ax  lim it)
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