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		  Datasheet File OCR Text:


		  parameter min typ max units conditions operating frequency 1215 1400 mhz gain 50 52 db peak power output 61 61.7 63 dbm prf 3.57 khz pw = 15   sec rf power in: operate +7 +10 +18 dbm no damage +20 vswr in 1.4:1 1.5:1 out 1.4:1 1.5:1 pulse delay on 200 435 600 nsec puse delay off 200 400 600 nsec harmonics ii 30 35 dbc iii 30 38 dbc impedance 50 ohms transition (rise/fall) time 80 120 500  sec dc current 5.3 7.5 amp at +41.5 vdc 0.45 0.7 amp at +15 vdc operating temperature -46 +25 +52  cta j1 connector a gnd (shld) j n/c t n/c b modin + k n/c u +41.5vrt c modin - l n/c v +41.5vrt d n/c m gnd(shld) w +41.5vrt e pabit + n n/c x +41.5v f pabit - p   15vrt y +41.5v g paot + r   15vrt z +41.5v h paot - s +15v model no. CAMH9126 l-band power amplifier features l-band op. freq. 52 db gain 61.7 dbm pout 45% efficiency vswr, infinity to1 withstand amp daico   industries rev. d  / iss. 1 guaranteed performance do not alter, cut, or grind contains beryllium oxide caution beo rf in j2 rf out j3 a,m b c e f g h j1 connector gnd modin + modin - pabit + pabit - paot + paot - +15v +41.5v d,j,k l,n,t p,r u,v,w s x,y,z n/c +15vrt +41.5vrt .75 10.38 aa 10.50 max .12 top side made in u.s.a. h j3 j1 j2 a3 rf out rf in high power amplifier daico industries, inc. CAMH9126 sn dc +15v +41.5v 10.00 2.00 10.880 .60 2.40 6.40 .44 2.88 2x .50 2x 1.000 2x .65 .75 front power amplifier 3x 1.125 1.000 1.000 4.000 7.000 8.000 2x .650 .086-56 unc-2b 3 pls. .250-.252 x .38 slot .40 min deep including support flange. .250-.252 dia. x.40 min deep including support flange view a-a sensor/logic n/c = no connect
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