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		  Datasheet File OCR Text:


		  compact  edfa m o d u l e fa 155e series features l compact and thin:  120w x 16h x 80d (mm) l power supply dc+5v . l alc (auto level control) / acc (auto current control) /  a tc (auto  t emperature control). l a vailable various alarm output (ttl/cmos level). l w ith communication functions, to set level and mode and display monitor are available. l communication interface is available for rs-232c and rs-422/rs-485. l by multi drop structure by rs-422/rs-485, able to control up to 255 edfas from one pc. l by memorizing control information to eeprom, stand alone operation is possible after turning on a switch. applications shin-kokusai building, 3-4-1, marunouchi chiyoda-ku, tokyo, 100-8303, japan phone: 81-3-3216-1577 fax: 81-3-3216-1402 url: http://www.mitsubishi-cable.co.jp 411 hackensack  a venue hackensack nj 07601 phone: 1-201-343-1818/1-888-954-1818 fax: 1-201-343-6113 url: http://www.mcausa.com l optical fiber communication system l dwdm optical communication l optical catv system l optical analog transmission l optical space transmission l optical measurement this compact erbium doped fiber amplifier (edfa) module, fa155e is an optical fiber amplifier, which directly amplifies (without the conversion to electrical signals) c-band (1530~1565nm) optical signals through stimulated emission that occurs when er doped fiber (edf) suited for c-band optical amplification is pumped by a 0.98? or 1.48? laser diode.  this product was designed to be put in a main system. users can manage up to 255 edfas from one computer via a rs-232c or rs-422/rs-485 communication interface by remote control.  after setting conditons, without communication functions, it also works as stand alone. v ersion 1.0  nov. 30, 2001 1 0 0 m w

 standard specifications dimensions t ypical performance compact edfa m o d u l e the information in this document is subject to change without notice. *1 wavelength: 1550nm, input power: +5dbm *2 wavelength: 1550nm, input power: -10dbm *3 wavelength: 1550nm, input power: -5dbm *4 apc polished connector (return loss 3 60db) is also available. fa155e-1375 fa155e-1675 FA155E-1360 fa155e-1660 output power  *1 3 +13 3 +16 3 +13 3 +16 dbm noise figure db 3db bandwidth nm input signal power: -10dbm polarization dependent gain db optical connector available sc connector  *4 safety requirement power supply v dimensions mm excluding protrusions approx. weight kg 0.4 characteristics unit  7.5  *2  6.0  *3 1530 - 1565  0.1 fc connector (spc polished : return loss 3 40db) ul 1950 dc +5(?%) 120w x 16h x 80d notes standard low noise module mounting area caution: keep 4-m3 screw depth for module mounting less than 3mm 4-m3 tap screw (depth less than 3mm) 4-m3 tap screw (depth less than 6mm) heatsink (option) mounting area no. 1 contact identification id setting switch 40 120 1000?00 100?0 54 optical connector (fc and sc type available) communication interface selection unit: mm measured at acc mode 1 0 0 m w f a155e

 standard specifications dimensions t ypical performance compact edfa m o d u l e the information in this document is subject to change without notice. *1 wavelength: 1550nm, input power: +5dbm *2 wavelength: 1550nm, input power: -10dbm *3 wavelength: 1550nm, input power: -5dbm *4 apc polished connector (return loss 3 60db) is also available. fa155e-1375 fa155e-1675 FA155E-1360 fa155e-1660 output power  *1 3 +13 3 +16 3 +13 3 +16 dbm noise figure db 3db bandwidth nm input signal power: -10dbm polarization dependent gain db optical connector available sc connector  *4 safety requirement power supply v dimensions mm excluding protrusions approx. weight kg 0.4 characteristics unit  7.5  *2  6.0  *3 1530 - 1565  0.1 fc connector (spc polished : return loss 3 40db) ul 1950 dc +5(?%) 120w x 16h x 80d notes standard low noise module mounting area caution: keep 4-m3 screw depth for module mounting less than 3mm 4-m3 tap screw (depth less than 3mm) 4-m3 tap screw (depth less than 6mm) heatsink (option) mounting area no. 1 contact identification id setting switch 40 120 1000?00 100?0 54 optical connector (fc and sc type available) communication interface selection unit: mm measured at acc mode 1 0 0 m w f a155e
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