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		  Datasheet File OCR Text:


		       dc sputtering                 CPW2870B15   power supply      36kw ? 440/460/480vac   with active   arc suppression             description       in the 1990s, cpi canada pioneered reliability  using  resonant pow e r conversion technology  for high  pow er processing.  this m e thod offers unique  advantages in sputtering system s in the areas of wide  load range, reliability  (using an inherently  short- circuit proof, rugged pow er chain), and w i de control  range (from  < 1% to full power).  with proven reliability , cpi has continued to evolve  this technology  into higher pow ers w ith 36 kw  available in an 8.75? high chassis.  when it com e s to  watts/inch 3  (size), watts/lbs (weight), watts/$  (price), and proven field reliability , cpi is unm atched  in the industry .                 specifications  input  power requi rem e nt s:     396v -  528 vac     int e rl ocks for safe operat i on  at  61 am ps m a x  50/ 60hz, 4 wi re  3 phase + gnd      prot ect i on:              o v e r   t e m p e r a t u r e       effi ci ency :     >  90%      over-current ,  over-vol t a ge,  over-power             input   under  vol t a ge        out put   power:     36kw                  c ool i ng:   forced  ai r:   front  panel       m oni t o rs o/ p vol t a ge,    t am bi ent  = 35  c  m a x. at  ful l  power  di gi t a l  m e t e r:       power and current               w e i ght :   approx.  115  l b s    user interface:      rem o te analog sensing    inpu t/ output power term inals for easy installation.    digital  interface:    rs-232,  422,  485    dim e nsi ons:  8.72? h x 26.2? dp  - 19? rack m ount      r e m o t e   cont rol   vi a  di gi t a l   port s                    igni t i on  vol t a ge:      1000v                  out put   vol t a ge:      575v  m a x        out put   c u rrent :      120a  m a x       

        product advantages      delivery  tim e:        ty pically  4 to 6 weeks for un-forecasted units       jit  for  scheduled  production    active arc suppression:  built in to act upon arcs within 400 nsec and suppress them                   within 10   secs.      highest output power in an 8.75? chassis:  36 kw over a wide process range      wide load range:  575v & 120a covers m a ny  different processes running at different  powers, different m a terials and argon pressures.  we can adjust load range  for specific custom er requests!      optional interfaces:      others available upon request.      product certification:      iec 60950, ul 60950, csa 60950, ce      product com p liant:      nec, nfpa 79, semi-s2, semi-f47    reliability  designed in:      extensive worst-case analy s is design reviews       based  on  continuous  duty   cy cle            uses established technology  with proven reliability  record of > 300,000        hours  mtbf.    reliability  built in and tested:    e.s.s. (envi ronm ental stress screening) on 100% production  ?  random  frequency  vibration along 3 axis (20 grm s )  ?  rapid tem p erature change (25  c/ m i n)     iso 9001      options    higher power configurations:  can be c onfigured with two m o re units to  give 108 kw output power without any           changes to the units or the host interfaces             communications & power industries inc., 45 river dr ive, georgetown, ontario, canada  l7g 2j4  tel: (905) 877-0161     fax:  (905) 877-5327    email:  marketing @ cmp.cpii.com    website: www.cpii.com/cmp    
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