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		  Datasheet File OCR Text:


		  f1740-1511 and f1740-1411 vishay roederstein www.vishay.com to contact us: rfi@vishay.com document number 27002 82 revision 02-oct-00 suppression capacitors, (bi-polar) capacitors  class x1 ac 275v dimensions in mm technical data: see page 73 (document number 27001) terminals: insulated stranded copper wire, type liy 0.5mm 2  (or awg 20) ends stripped and tinned or insulated solid copper wire, type yv (d = 0.8mm), ends stripped on request coating: plastic case, epoxy resin sealed, flame retardant, ul-class 94v-0 rated voltage: ac 275v, 50/60hz capacitance dimensions weight quantity ordering d x l package code* (mm) (g) (pcs) 6800 pfx1 10 x 33 4.9 600 f1740-268-1511 8200 pfx1 10 x 33 5.0 600 f1740-282-1511 0.01  fx1 10 x 33 5.1 600 f1740-310-1511 0.015  fx1 10 x 33 5.3 600 f1740-315-1511 0.022  fx1 10 x 33 5.7 600 f1740-322-1511 0.027  fx1 12 x 27 6.0 500 f1740-327-1511 0.033  fx1 12 x 27 6.3 500 f1740-333-1511 0.047  fx1 12 x 35 6.8 500 f1740-347-1511 0.068  fx1 14 x 35 8.6 400 f1740-368-1511 0.1  fx1 16 x 35 10.8 300 f1740-410-1511 0.15  fx1 18 x 35 13.9 300 f1740-415-1511 0.22  fx1 20 x 35 16.6 250 f1740-422-1511 0.27  fx1 20 x 50 22.5 200 f1740-427-1511 0.33  fx1 20 x 50 23.0 200 f1740-433-1511 0.47  fx1 20 x 50 36.5 150 f1740-447-1511 black black *with         mark, the ordering code is f1740-  . . .  -1411. 5 + 2 80 + 5 l + 2 d    0.5 black black circuit diagram:

 f1740-1511 and f1740-1411 vishay roederstein document number 27002 to contact us: rfi@vishay.com www.vishay.com revision 02-oct-00 83 impedance (z) as a function of frequency (f) at t a  = 20  c (average). measurement with lead length 50mm. 10 2 10 1 10 0 10 -1 10 -2 z [ ? ]     0.01 0.05   0.1 0.5 1.0 5.0 10 50 100 f [mhz] approvals country specification electrical values approval reference approval mark u.s.a. (for ac 250v) cb test-certificate (for ac 275v) 6800pfx1 - 0.47  fx1 de 1-6351 germany en 132 400 for ac 275v iec 60384-14, 2nd edition this approval mark together with the cb-certificate replace all national approval marks of the following countries (they have already signed the cb-agreement): austria belgium denmark finland sweden france germany ireland italy switzerland netherlands israel portugal spain great britain japan norway china poland czech. republic singapore rep. of korea hungary iceland slovenia 6800pfx1 - 0.47  fx1 94601     6800pfx - 0.47  fx e 76297 0.01   f 0.027   f 0.047   f 0.068   f 0.1   f 0.15   f 0.22   f suppression cap.  (bi-polar)  class x1 ac 275v ul 1283
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