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		  Datasheet File OCR Text:


		  features /  benefits vehicle strip lighting 18.5 inch (470mm) 12 inch (305mm)  6 inch (153mm) mdtbvslx001_g dialight corporation  1501 route 34 south ? farmingdale, nj 07727  usa tel: (1) 732-919-3119 ? fax: (1) 732-751-5778 ? www.dialight.com p low power consumption   p wide angle uniform beam p long life  p robust design p suitable for both indoor and outdoor applications p shatterproof diffused lens p shock and vibration resistant p saves money - reduces maintenance cost application dialights vehicle strip light is a high intensity lighting application designed for doorways, engine compartments, and multiple other locations where intense lighting is needed within a sleek design. p operating temperature: -40 o c to +55 o c p storage temperature:   standard lens:  -40 o c to +120 o high tempature lens:  -40 o c to +149 o operating conditions p housing material: anodized aluminum p lens material:  std. lens: polycarbonate ul94 flammability rating high tempature lens: polysulfone p 18 awg lead wire from rear of housing materials / finish part numbers part number size typical l umen output color lens voltage vsl-cc-17b-35-802 18.5 300 cool white clear 10-30 volts  vsl-cc-17b-35-806 18.5 150 warm white clear 10-30 volts  vsl-cc-17b-35-811 18.5 300 cool white high temptature 10-30 volts vsl-cc-37b-35-809 18.5 450 cool white clear 24 volts vsl-cc-37b-35-810 18.5 450 cool white high temptature 24 volts vsl-cc-16b-35-802 12 275 cool white clear 10-30 volts  vsl-cc-16b-35-803 12 275 cool white high temptature 10-30 volts VSL-CC-15B-35-801 6 80 cool white clear 10-30 volts  vsl-cc-15b-35-802 6 140 cool white clear 10-30 volts  vsl-cc-15b-35-813 6 140 cool white high temptature 10-30 volts dialight europe ltd exning road ? newmarket ? suffolk, united kingdom, cb8 0ax tel :+44 (0)1638 666541 ? www.dialight.com

 18.5 strip mechanical drawing dimensions specified in inches [mm] current draw 6 strip mechanical drawing dimensions specified in inches [mm] 12 strip mechanical drawing dimensions specified in inches [mm] 12 vdc typ 24 vdc typ 18 (1 watt leds) 910 mamps 410 mamps 18 (3 watt leds) - 1.4 amps 12 (1 watt leds) 700 mamps 350 mamps 6 (1 watt leds) 270 mamps 135 mamps 6 (2 watt leds) 580 mamps 290 mamps mdtbvslx001_g dialight corporation  1501 route 34 south ? farmingdale, nj 07727  usa tel: (1) 732-919-3119 ? fax: (1) 732-751-5778 ? www.dialight.com dialight europe ltd exning road ? newmarket ? suffolk, united kingdom, cb8 0ax tel :+44 (0)1638 666541 ? www.dialight.com
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