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		  Datasheet File OCR Text:


		  ? 2008 glenair, inc.  cage code 06324  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  26   e-mail:  sales@glenair.com  cb series connectors vg95351 and vg96934 quali   ed connectors vg95351 and vg96934 quali   ed products about the vg speci   cations the german federal of   ce of defense technology  and procurement (bwb) establishes procurement  standards for defense items not covered by commercial  specifications. vg standards are established by the  deutsches institut fr normung (din). these standards  are widely used in european and north american defense  programs. like their u.s. military speci   cation counterparts,  these vg specs require rigorous quali   cation testing in  order to guarantee performance and interchangeability.  vg 95351 seven pole connectors and accessories vg part  number glenair part  number configuration description page vg95351a7 cb07a1l0 cable plug for use with heatshrink boot page 27 vg95351b7 cb07b1l0 vg95351b7 a c d e f g b flange mount receptacle for  panel mounting page 27 panel cutout page 13 vg95351c7 cb07c1l0 jam nut receptacle for rear  panel mounting page 27 panel cutout page 13 vg95351d7 cb07d1l0 in-line receptacle for free- hanging cables page 28 vg95351e7 CB07E1L0 thread-in panel mount  receptacle with pg9 thread  page 28 panel cutout page 13 vg95351z1 cbgk-b elastomeric gasket for use with  style b    ange mount receptacle page 28 vg95351z2 cbor-b o-ring for use with style b    ange  mount connector page 28 which vg spec is preferred? vg96934  covers the ten pin connector and is  the preferred version for new applications. choose  the 10 pin connector per vg96934 if shielding is a  requirement, or printed circuit tail contacts are required,  or if the connector should be furnished with a backshell.  these options are not available on the 7 pin connector  covered by  vg95351 . both the seven pin and the ten pin  connector share identical external dimensions. vg95351  does not have provisions for alternate key positions. if  keyed connectors are necessary, then use vg96934 ten  pin connectors, or instead specify the appropriate glenair  cb series connector.

 ? 2008 glenair, inc.  cage code 06324  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  27   e-mail:  sales@glenair.com  cb series connectors vg95351 and vg96934 quali   ed connectors a b c d e f g 13o 120 90 ? 18.0 max 10.0 max ? 14.2 max 18.3 max 21.0 max knurl vg95351 a7 7 pin cable plug with solder cup contacts. knurled  platform for attachment of heatshrink boot for  watertight seal. maximum weight 7  grams. vg part number glenair part no. vg95351a7 cb07a1l0 vg95351 b7 7 pin    ange mount receptacle with solder cup  contacts. maximum weight 16  grams. vg part number glenair part no. vg95351b7 cb07b1l0 a b c d e f g ? 17.0 max 13.3 max flats location of  polarizing  code 2.0  16.2 max 20.6 max 3.0 max 3.0 max  panel jam nut washer m14 x 0.75 o-ring vg95351 c7 7 pin jam nut mount receptacle with solder cup  contacts. maximum weight 13  grams. vg part number glenair part no. vg95351c7 cb07c1l0 vg95351 style a: plug vg95351 style b: flange mount receptacle vg95351 style c: jam nut mount receptacle vg95351b7 a c d e f g b vg95351b7 a c d e f g b ? 3.7/3.3 thru  hole 2 plcs rad 3.5  25.0  0.1 20.5 max. 32.0 max. ? 13.5 max. 1.5  0.15 13 max. detail  a location of  polarizing code ? 12.8 max. ? 18.0

 ? 2008 glenair, inc.  cage code 06324  printed in u.s.a. glenair, inc. ? 1211 air way ? glendale, ca 91201-2497 ? 818-247-6000 ? fax 818-500-9912 www.glenair.com  28   e-mail:  sales@glenair.com  cb series connectors vg95351 and vg96934 quali   ed connectors shown with heatshrink boot purchased separately. . 24.2 max 15.5 max 18.0 max detail  a 14.2 max a b c d e f g knurl vg95351 d7 7 pin in-line receptacle with solder cup contacts.  maximum weight 16  grams. vg part number glenair part no. vg95351d7 cb07d1l0 . a c d e f g b 14.2 max. 21.9 max. 17.0 ? 18.0 max. ? 13.5 max. 4.0 2.0 pg 9 thread  i.a.w. din 40430 location of  polarizing  code vg95351 e7 7 pin panel mount receptacle with pg9 thread and  solder cup pins. maximum weight 16  grams. vg part number glenair part no. vg95351e7 CB07E1L0 ? 3.1  32.0 max. ? 18.0 max. . vg95351 z1 gasket for use with vg95351 style b connector. nitrile rubber.  maximum weight 3 grams. vg part number glenair part no. vg95351z1 cbgk-b 10.7 i.d. x 1.8 . vg95351 z2 o-ring for use with vg95351 style b connector. nitrile rubber.  maximum weight 2 grams. vg part number glenair part no. vg95351z2 cbor-b vg95351 style d: in-line receptacle vg95351 style e: threaded-in panel mount receptacle vg95351 style z1: gasket vg95351 style z2: o-ring
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