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		  Datasheet File OCR Text:


		  more product available online: www.digikey.com toll-free: 1-800-344-4539  ?  phone 218-681-6674  ?  fax: 218-681-3380 1318   (t071) f  rated     tan      leakage  rated ripple cur.  dia.  dim.      cut tape             voltage  cap.   (maximum)  current  @120hz/85c  d  l  digi-key    pricing    digi-key  tape & reel   nichicon    (vdc)  (f)  @120hz/20c  (a)  (ma rms)  (mm)  (mm)  part no.  5  10  25  part no.  size  pricing  part no.      22  0.35  3  19  3.0  5.4 493-2075-1-nd  .89  1.47 3.41 493-2075-2-nd 2,000 63.00/m uwx0g220mcl2gb    33  0.35  3  28  4.0  5.4 493-2076-1-nd  .89  1.47 3.41 493-2076-2-nd 2,000 63.00/m uwx0g330mcl1gb    47  0.35  3  33  4.0  5.4 493-2077-1-nd  .89  1.47 3.41 493-2077-2-nd 2,000 63.00/m uwx0g470mcl1gb   4  56  0.35  3  42  5.0 5.4 493-2078-1-nd .94 1.54 3.58 493-2078-2-nd 1,000 66.00 uwx0g560mcl1gb    100  0.35  4  56  5.0  5.4 493-2079-1-nd  .94  1.54 3.58 493-2079-2-nd 1,000 66.00 uwx0g101mcl1gb    150  0.35  6  79  6.3  5.4 493-2080-1-nd 1.21  2.00 4.63 493-2080-2-nd 1,000 85.50 uwx0g151mcl1gb    220  0.35  8.8  96  6.3  5.4 493-2081-1-nd 1.21  2.00 4.63 493-2081-2-nd 1,000 85.50 uwx0g221mcl1gb    330  0.35  13.2  145  8.0  5.4 493-2082-1-nd 1.30  2.14 4.96 493-2082-2-nd 1,000 91.50 uwx0g331mcl1gb    22  0.26  3  21  3.0  5.4 493-2083-1-nd  .85  1.40 3.25 493-2083-2-nd 2,000 60.00/m uwx0j220mcl2gb    22  0.26  3  28  4.0  5.4 493-2084-1-nd  .85  1.40 3.25 493-2084-2-nd 2,000 60.00/m uwx0j220mcl1gb    33  0.26  3  37  5.0  5.4 493-2085-1-nd  .94  1.54 3.58 493-2085-2-nd 1,000 66.00 uwx0j330mcl1gb    47  0.26  3  45  5.0  5.4 493-2086-1-nd  .89  1.47 3.41 493-2086-2-nd 1,000 63.00 uwx0j470mcl1gb  6.3  56  0.26  3.528  52  6.3  5.4  493-2087-1-nd  .94  1.54  3.58 493-2087-2-nd 1,000  66.00 uwx0j560mcl1gb    100  0.26  6.3  70  6.3  5.4 493-2088-1-nd  .94  1.54 3.58 493-2088-2-nd 1,000 66.00 uwx0j101mcl1gb    150  0.26  9.45  71  6.3  5.4 493-2089-1-nd 1.28  2.10 4.88 493-2089-2-nd 1,000 90.00 uwx0j151mcl1gb    220  0.26  13.86  110  8.0  5.4 493-2090-1-nd 1.30  2.14 4.96 493-2090-2-nd 1,000 91.50 uwx0j221mcl1gb    330  0.26  20.79  170  8.0  5.4 493-2091-1-nd 1.30  2.14 4.96 493-2091-2-nd 1,000 91.50 uwx0j331mcl1gb    22  0.2  3  33  5.0  5.4 493-2092-1-nd  .85  1.40 3.25 493-2092-2-nd 1,000 60.00 uwx1a220mcl1gb    33  0.2  3.3  41  5.0  5.4 493-2093-1-nd  .94  1.54 3.58 493-2093-2-nd 1,000 66.00 uwx1a330mcl1gb    47  0.2  4.7  52  6.3  5.4 493-2094-1-nd  .94  1.54 3.58 493-2094-2-nd 1,000 66.00 uwx1a470mcl1gb  10  56  0.2  5.6  57  6.3  5.4  493-2095-1-nd  .94  1.54  3.58 493-2095-2-nd 1,000  66.00 uwx1a560mcl1gb    100  0.2  10  76  6.3  5.4 493-2096-1-nd  .94  1.54 3.58 493-2096-2-nd 1,000 66.00 uwx1a101mcl1gb    150  0.2  15  111  8.0  5.4 493-2097-1-nd 1.64  2.70 6.26 493-2097-2-nd 1,000 115.50 uwx1a151mcl1gb    220  0.2  22  135  8.0  5.4 493-2098-1-nd 1.30  2.14 4.96 493-2098-2-nd 1,000 91.50 uwx1a221mcl1gb    10  0.16  3  18  3.0  5.4 493-2099-1-nd  .85  1.40 3.25 493-2099-2-nd 2,000 60.00/m uwx1c100mcl2gb    10  0.16  3  23  4.0  5.4 493-2100-1-nd  .85  1.40 3.25 493-2100-2-nd 2,000 60.00/m uwx1c100mcl1gb    22  0.16  3.52  37  5.0  5.4 493-2101-1-nd  .85  1.40 3.25 493-2101-2-nd 1,000 60.00 uwx1c220mcl1gb  16  33  0.16  5.28  49  6.3  5.4  493-2102-1-nd  1.02  1.68  3.90 493-2102-2-nd 1,000  72.00 uwx1c330mcl1gb    47  0.16  7.52  58  6.3  5.4 493-2103-1-nd  .94  1.54 3.58 493-2103-2-nd 1,000 66.00 uwx1c470mcl1gb    56  0.16  8.96  63  6.3  5.4 493-2104-1-nd 1.02  1.68 3.90 493-2104-2-nd 1,000 72.00 uwx1c560mcl1gb    100  0.16  16  86  6.3  5.4 493-2105-1-nd 1.04  1.72 3.98 493-2105-2-nd 1,000 73.50 UWX1C101MCL1GB    4.7  0.14  3  12  3.0  5.4 493-2106-1-nd  .85  1.40 3.25 493-2106-2-nd 2,000 60.00/m uwx1e4r7mcl2gb    4.7  0.14  3  16  4.0  5.4 493-2107-1-nd  .85  1.40 3.25 493-2107-2-nd 2,000 60.00/m uwx1e4r7mcl1gb    10  0.14  3  27  5.0  5.4 493-2108-1-nd  .94  1.54 3.58 493-2108-2-nd 1,000 66.00 uwx1e100mcl1gb   25  22  0.14  5.5  42  6.3 5.4 493-2109-1-nd 1.02 1.68 3.90 493-2109-2-nd 1,000 72.00 uwx1e220mcl1gb    33  0.14  8.25  52  6.3  5.4 493-2110-1-nd 1.17  1.93 4.47 493-2110-2-nd 1,000 82.50 uwx1e330mcl1gb    47  0.14  11.75  70  8.0  5.4 493-2111-1-nd 1.30  2.14 4.96 493-2111-2-nd 1,000 91.50 uwx1e470mcl1gb    56  0.14  14  76  8.0  5.4 493-2112-1-nd 1.30  2.14 4.96 493-2112-2-nd 1,000 91.50 uwx1e560mcl1gb    100  0.14  25  110  8.0  5.4 493-2113-1-nd 1.72  2.84 6.58 493-2113-2-nd 1,000 121.50 uwx1e101mcl1gb    2.2  0.12  3  8.4  3.0  5.4 493-2114-1-nd  .85  1.40 3.25 493-2114-2-nd 2,000 60.00/m uwx1v2r2mcl2gb    3.3  0.12  3  10  3.0  5.4 493-2115-1-nd  .85  1.40 3.25 493-2115-2-nd 2,000 60.00/m uwx1v3r3mcl2gb    4.7  0.12  3  18  4.0  5.4 493-2116-1-nd  .85  1.40 3.25 493-2116-2-nd 2,000 60.00/m uwx1v4r7mcl1gb  35  10  0.12  3.5  29  5.0  5.4  493-2117-1-nd  .94  1.54  3.58 493-2117-2-nd 1,000  66.00 uwx1v100mcl1gb    22  0.12  7.7  46  6.3  5.4 493-2118-1-nd 1.02  1.68 3.90 493-2118-2-nd 1,000 72.00 uwx1v220mcl1gb    33  0.12  11.55  62  8.0  5.4 493-2119-1-nd 1.30  2.14 4.96 493-2119-2-nd 1,000 91.50 uwx1v330mcl1gb    47  0.12  16.45  80  8.0  5.4 493-2120-1-nd 1.30  2.14 4.96 493-2120-2-nd 1,000 91.50 uwx1v470mcl1gb    0.1  0.12  3  1  3.0  5.4 493-2121-1-nd  .89  1.47 3.41 493-2121-2-nd 2,000 63.00/m uwx1h0r1mcl2gb    0.1  0.12  3  1  4.0  5.4 493-2122-1-nd  .89  1.47 3.41 493-2122-2-nd 2,000 63.00/m uwx1h0r1mcl1gb    0.22  0.12  3  2  3.0  5.4 493-2123-1-nd  .89  1.47 3.41 493-2123-2-nd 2,000 63.00/m uwx1hr22mcl2gb    0.22  0.12  3  2  4.0  5.4 493-2124-1-nd  .89  1.47 3.41 493-2124-2-nd 2,000 63.00/m uwx1hr22mcl1gb    0.33  0.12  3  2.8  3.0  5.4 493-2125-1-nd  .89  1.47 3.41 493-2125-2-nd 2,000 63.00/m uwx1hr33mcl2gb    0.33  0.12  3  2.8  4.0  5.4 493-2126-1-nd  .89  1.47 3.41 493-2126-2-nd 2,000 63.00/m uwx1hr33mcl1gb    0.47  0.12  3  4  3.0  5.4 493-2127-1-nd  .89  1.47 3.41 493-2127-2-nd 2,000 63.00/m uwx1hr47mcl2gb    0.47  0.12  3  4  4.0  5.4 493-2128-1-nd  .89  1.47 3.41 493-2128-2-nd 2,000 63.00/m uwx1hr47mcl1gb  50  1  0.12  3  8  3.0  5.4  493-2129-1-nd  .89  1.47  3.41 493-2129-2-nd 2,000 63.00/m uwx1h010mcl2gb    1  0.12  3  8.4  4.0  5.4 493-2130-1-nd  .89  1.47 3.41 493-2130-2-nd 2,000 63.00/m uwx1h010mcl1gb    2.2  0.12  3  10  3.0  5.4 493-2131-1-nd  .94  1.54 3.58 493-2131-2-nd 2,000 66.00/m uwx1h2r2mcl2gb    2.2  0.12  3  13  4.0  5.4 493-2132-1-nd  .94  1.54 3.58 493-2132-2-nd 2,000 66.00/m uwx1h2r2mcl1gb    3.3  0.12  3  17  4.0  5.4 493-2133-1-nd  .96  1.58 3.66 493-2133-2-nd 2,000 67.50/m uwx1h3r3mcl1gb    4.7  0.12  3  20  5.0  5.4 493-2134-1-nd  .98  1.61 3.74 493-2134-2-nd 1,000 69.00 uwx1h4r7mcl1gb    10  0.12  5  33  6.3  5.4 493-2135-1-nd 1.02  1.68 3.90 493-2135-2-nd 1,000 72.00 uwx1h100mcl1gb    22  0.12  11  52  8.0  5.4 493-2136-1-nd 1.47  2.42 5.61 493-2136-2-nd 1,000 103.50 uwx1h220mcl1gb    33  0.12  16.5  71  8.0  5.4 493-2137-1-nd 1.47  2.42 5.61 493-2137-2-nd 1,000 103.50 uwx1h330mcl1gb   temperature range  -40c ~ 85c   capacitance tolerance  20% at 120hz, 20c     after 2 minutes application of rated voltage,    leakage current  leakage current is not more than 0.01cv      or 3 (a), whichever is greater. features: ? designed for surface mounting on high density pc board  ? applicable to automatic mounting machine using  carrier tape  ? load life of 2000 hours at 85c specifications: ?         endurance: after 2000 hours application of rated volt- age at 85c, capacitors meet the char- acter  istic re  quire  ments listed at right.   rated volt. (v)  4  6.3  10  16  25  35  50   tan  (max.)  0.35 (0.40)  0.26 (0.30)  0.20 (0.24)  0.16 (0.19)  0.14 (0.16)  0.12 (0.14)  0.12 (0.14)  rated voltage (v)    4  6.3  10  16  25  35  50  impedance ratio  z -25c / z +20c  7  4  3  2  2  2  2  zt / z20 (max.)  z -40c / z +20c  15  8  8  4  4  3  3 ? tan   :   measurement frequency: 120hz, temperature: 20c     (values in (  ) ?3 case size) measurement frequency: 120hz ? stability at low temperature:   capacitance change  within 10% of initial value   tan   initial specified value or less   leakage current  initial specified value or less   capacitance change   within 20% of initial value (within 25% for       4v and ?3)    tan   200% or less of initial specified value    leakage current  initial specified value or less ?   shelf life:  after leaving capacitors under no load at 85c for 1000 hours, they meet the specified value for  endurance characteristics listed above. ?   resistance to soldering heat:  the capacitors  shall be kept on the hot plate maintained at 250c  for 30 seconds. after removing from the hot plate  and restored at room temperature, they meet the  characteristic requirements listed at right. ? marking:  black print on the case top. x2 10 16v + * voltage ? lot no. capacitance - 0.3    l + 0.1 - 0. 2 ? d   0.5 plastic platform - b   0.2 c   0.2 0.5 max. + positive a   0.2 a   0.2 0.5 negative e      diameter (mm)    3  4  5 6.3 8  a  1.5 1.8 2.1 2.4 3.3  b  3.3 4.3 5.3 6.6 8.3  c  3.3 4.3 5.3 6.6 8.3  e  0.8 1.0 1.3 2.2 2.3 *    voltage mark for 6.3v is (6v). in case of marking for ?3 units, v  for rated voltage is omitted. ?   in case of marking for ?3 units, lot no. is expressed by digit  (month code).  wx series  aluminum electrolytic capacitors (smt)  general  purpose  85c        ?  prev page next page  
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