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		  Datasheet File OCR Text:


		  third angle proj. date description rev revisions eco appr cad file code id rev dwg size unless otherwise specified, dimensions are in metric and tolerances are: # 0.1mm # 0.2mm 6 - 30mm 0.5 - 6mm 30 - 120mm #  0.3mm angles # 1 $ 3.45 2.54 0.5 0 2.54 2.54 typ 2.53  ref 4.31 6.86  ref. 0.5 0 0.7 0 4.78  ref 6.50  ref a release to mfg. 8/8/06 46108  kjc b see sheet 1 3/9/11  48226 jts 908-nm24100 b 74868   b reference        ear # 1952       and          configuration level:               notice - these drawings, specifications, or other data (1) are, and remain the property of amphenol corp.  (2) must be returned upon requiest; and (3) arre confidential and not to be disclosed to any person other than those to whom  they are given by amphenol corp.  the funishing of these drawings, specifications,  or other data by amphenol corp., or to any other person to anyone for any purpose  is not to be regarded by implicatioin or otherwise in any manner licensing,  granting rights to permitting such holder or any other sperson to manufacture, use or  sell any product, process or design, patented or otherwsie, that may in any way be  related to or disclosed by said drawings, specifications, or other data. sheet    2  of  2    scale:  15.0 :1.0 8/8/06 b. c. gleissner title      assembly   mmcx     jack  r/a to pcb    non magnetic date approved  amphenol rf danbury ct usa, tainan, taiwan, shenzhen, china www.amphenolrf.com   date 18-jul-06 engineer k. capozzi material       -       - date 18-jul-06 drawn k. capozzi angles   #  1 $ unless otherwise specified, dimensions are metric and tolerances are: 2 place decimal   #  .10 mm (.004") 1 place decimal #  0.3mm (.012") finish drawing no. item no. notes:   1.  materials and finishes:      interface body - becu, white bronze plating      contact  & pcb body- becu, gold plating over white bronze      insulator - ptfe   2.  electrical:       a. impedance:  50 ohm      b. frequency range:  dc - 6 ghz      c. dielectric withstanding voltage:  500 vrms, min.    3.  mechanical:      a. durability:  500 cycles min.      b. temperature range:  -65 $  c to 165 $  c   4.  packaging:      a. quantity:  bulk pack 100      b. marking:  bag to be marked          "amphenol,  908-nm24100  100 pieces, date code"           and "non-magnetic connectors" recommended mounting hole dimensions micromate (mmcx) jack interface per cecc22000 this surface marked "nm" to signify non magnetic connector scale   5.000 .80 typ (5)
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